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The following conversion chart is provided to aid the reader in conversion.

If You Know
Length
inches
inches

feet

yards

miles

Area

sq. inches
sq. feet

sq. yards

sq. miles
acres

Mass (weight)
ounces
pounds

ton

Volume
teaspoons
tablespoons
fluid ounces
cups

pints

quarts
gallons
cubic feet
cubic yards
Temperature
Fahrenheit

Radioactivity

picocuries

METRIC CONVERSION CHART

Into Metric Units

Multiply By

254
2.54
0.305
0.914
1.609

6.452
0.093
0.0836
2.6
0.405

28.35
0.454
0.907

5

15

30
0.24
0.47
0.95
3.8
0.028
0.765

subtract 32,
then

multiply by
5/9

37

DOE/RL-99-44
Rev. 0

To Get

millimeters
centimeters
meters
meters
kilometers

sq. centimeters
sq. meters

sq. meters

sq. kilometers
hectares

grams
kilograms
metric ton

milliliters
milliliters
milliliters
liters

liters

liters

liters

cubic meters

cubic meters

Celsius

millibecquere]

If You Know
Length
millimeters
centimeters
meters
meters
kilometers
Area

5q. centimeters
5q. meters

sq. meters

5. kilometers
hectares
Mass (weight)
grams
kilograms
metric ton
Volume
milliliters
liters

liters.

liters

cubic meters

cubic meters

Temperature
Celsius

Radioactivity
millibecquerel

QOut of Metric Units

Multiply By

0.039
0.394
3.281
1.094
0.621

0.155
10.76
1.196
0.4
247

0.035
2.205
1.102

0.033
2.1
1.057
0.264
35315
1.308

multiply by
9/5, then add
32

0.027

To Ger

inches
inches
feet
yards
miles

sq. inches
sq. feet
sq. yards
sq. miles
acres

ounces
pounds

ton

fluid ounces
pints

quarts
gallons
cubic feet
cubic yards

Fahrenheit

picocuries
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1.0 INTRODUCTION

The Hanford Federal Facility Agreement and Consent Order (Tri-Party Agreement) (Ecology

et al. 1998) identifies approximately 700 soil waste sites (and associated structures) resulting
from the discharge of liquids and solids from 200 Area processing facilities to the ground. These
700 sites have been arranged into 23 separate waste groups that contain Comprehensive
Environmental Response, Compensation, and Liability Act (CERCLA) past-practice sites;
Resource Conservation and Recovery Act (RCRA) past-practice (RPP) sites; and RCRA
treatment, storage, and disposal (TSD) units.

The 200-CS-1 Chemical Sewer Group Operable Unit (OU) is one of the 200 Area waste site
groups defined in the Tri-Party Agreement. The chemical sewer wastes were generated by
several of the separation/concentration process facilities (e.g., Reduction-Oxidation [REDOX]
Facility, Plutonium/Uranium Extraction [PUREX] Plant, and B Plant cesium/strontium recovery
operations). Generally, these wastes were disposed of above ground in ponds or ditches. This
work plan implements the framework for obtaining characterization information to support the
remedial investigation (RI) and feasibility study (FS) for the 200-CS-1 Chemical Sewer Group
OU. Waste sites included in the 200-CS-1 Chemical Sewer Group OU are as follows:

216-A-29 Ditch (PUREX Plant chemical sewer)
216-S-10 Ditch

216-S-10 Pond

216-B-63 Trench (B Plant chemical sewer)
216-W-LWC (laundry waste crib)
UPR-200-W-34 (overflow at the 216-S-10 Ditch)
216-S-11 Pond.

This work plan contains the requirements for characterization of the first four waste sites: the
216-A-29 Ditch, the 216-8-10 Ditch, the 216-S-10 Pond, and the 216-B-63 Trench. All four of
these sites are RCRA TSD units. Two of these four sites are also representative sites as
identified in the 200 Areas Remedial Investigation/Feasibility Study Implementation Plan -
Environmental Restoration Program (hereinafter referred to as the Implementation Plan)
(DOE-RL 1999); for purposes of this document, and to be consistent with the Implementation
Plan, these two sites will be referred to as representative sites. All four sites are identified as
interim status units under Washington Administrative Code (WAC) 173-303. The current Part A
Permit application for these units is contained in Appendix A. The remaining sites (i.e., 216-W-
LWC, the 216-S-11 Pond, and UPR-200-W-34) are RPP sites. The logic for selecting sites from
this OU to be characterized is contained in Section 2.2.

The schedule for work at the Hanford Site is governed by Tri-Party Agreement milestones. The
milestone controlling the schedule for the 200-CS-1 OU is Milestone M-13-21, “Submit
Chemical Sewer Group Work Plan” (August 31, 1999). All characterization work in the

200 Areas is scheduled to be completed by December 31, 2008 (Milestone M-15-00C). An
associated milestone is Milestone M-20-39, which requires submittal of the 216-S-10 Pond and
Ditch closure/post-closure plans to the Washington State Department of Ecology (Ecology) by

1-1
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February 28, 2003. Milestone M-20-00, “Submit Part B Permit Applications or Closure/
Post-closure Plans for All RCRA TSD Units,” requires permit applications, closure, and
post-closure plans to be submitted to Ecology for approval by February 28, 2004.

1.1  SCOPE AND OBJECTIVES

This work plan provides details for characterizing chemical, radiological, and physical
conditions in the soil at the four RCRA TSD sites in the 200-CS-1 OU. This work plan presents
background information, existing data regarding contamination, and the approach that will be
used to investigate and characterize the sites. The preliminary remedial action alternatives that
are likely to be considered for remediation of the OU waste sites are also identified. A
discussion of the Rl planning and execution process is also included, as well as a schedule for the
characterization work. Details on sampling and analysis are provided in Appendix B to guide
work in the field. Waste management will be conducted under the waste control plan provided
in Appendix C.

After characterization data have been collected, the results will be presented in a group-specific
RI report that includes the specific RCRA TSD unit characterization. The RY report will support
the evaluation of remedial alternatives and closure options that will be included in the
group-specific FS and specific RCRA TSD unit closure plan. The schedule for assessment
activities at the 200-CS-1 OU is presented in Section 6.0. Remedial alternatives may be applied
to any or all of the waste sites in an OU, and different alternatives may be applied to different
waste sites depending on site characteristics. These preliminary remedial alternatives will be
further developed and agreed to in the FS/closure plan, in the proposed plan/proposed permit
conditions to the Hanford Facility RCRA Permit, and in the eventual Record of Decision (ROD)
and Permit modification for this OU.

1.2 200 AREAS IMPLEMENTATION PLAN

The Tri-Party Agreement requires that characterization and remediation of waste sites integrate
the requirements of CERCLA and RCRA and provide a standard approach to direct cleanup
activities in a consistent manner and ensure that applicable regulatory requirements are met. The
Implementation Plan (DOE-RL 1999) outlines a framework to provide for consistent, integrated
cleanup actions (i.e., characterization and remediation) at the 23 waste groups in the 200 Areas.
The Implementation Plan integrates the requirements of RCRA and CERCLA into one standard
approach for cleanup activities. This approach is illustrated in Figure 1-1.

The Implementation Plan consolidates much of the information normally found in an
OU-specific work plan to avoid duplication of this information for each of the 23 waste groups in
the 200 Areas. The Implementation Plan also lists potential applicable or relevant and
appropriate requirements (ARARS), lists preliminary remedial action objectives (RAOs), and
contains a discussion of potentially feasible remedial technologies that may be employed in the
200 Areas.
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This work plan references the Implementation Plan (DOE-RL 1999) for further details on several
topics, including general information on the physical setting and operational history of 200 Areas
facilities, ARARs, RAOs, and general post-work plan activities.
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200-CS-1 RI/FS
‘Work Plan and
TSD Unit Sampling
Plan

Provides group and site-
specific background
information on 7 waste sites.

Defines site characterization
needs for 2 representative
sites and 2 TSD sites based
on DQOs to assess nature,
extent and rate of release of
contamination.

Includes Sampling and
Analysis Plan.

Addresses both RCRA past-
practice and RCRA TSD
sites.

Provides pre-ROD schedule.

Includes the following
sections of the RCRA TSD
Closure Plan:

- Section 2, "Facility
Description and Location
Information”

- Section 3, "Process
Information”

- Section 4, "Waste
Characteristics”

- Section 5, "Groundwater
Monitoring".

Figure 1-1. Integrated Regulatory Process for CERCLA, RCRA Past-Practice,
and RCRA TSD Unit Closure (modified from Figure 2-2, DOE-RL 1999).

200-CS-1 RI Report,
Including TSD
Characterization

* Field Investigation Report for «

both past-practice and RCRA
past-practice and TSD sites.

Risk assessment may be
performed at this stage.

RCRA

Permit Modification

I - 1
100-CS-1 Proposed l
200-CS-1 FS and Plan and Proposed
Closure Plans RCRA Permit
Meodification
Evaluates remediation Proposes selecied remedy fof
alternatives/closure options RCRA past-practice sites
for RCRA past-practice and based on FS.
TSD sites. Incorporates proposed
Includes the following RCRA TSD permit

sections of the RCRA TSD
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2.0 BACKGROUND AND SETTING

The purpose of this section is to provide a detailed description of the 200-CS-1 OU and
associated waste sites so the background and setting are well understood. Information is
presented and discussed in a logical manner beginning with the physical setting (i.e., topography,
geology, vadose zone, and groundwater), waste site descriptions, and waste stream contaminants,
and ending with the conceptual model. The information is summarized from several reports, as
referenced. Of these, the key reports referenced are as follows:

o Waste Site Grouping for 200 Areas Soil Investigations (DOE-RL 1997)

. 200 Areas Remedial Investigation/Feasibility Study Implementation Plar: -
Environmental Restoration Program (DOE-RL 1999)

. PUREX Source Aggregate Area Management Study Report (DOE-RL 1993b)
. B Plant Source Aggregate Area Management Study Report (DOE-RL 1993a)
. S Plant Aggregate Area Management Study Report (DOE-RL 1992b)

. 200-BP-11 Operable Unit RFI/CMS and 216-B-3 Main Pond, 216-B-63 Trench, and
216-A-29 Ditch Work/Closure Plan (DOE-RL 1995).

The waste sites in the 200-CS-1 OU are located on the Hanford Site in southeastern Washington
State, in and around the 200 East and 200 West Areas (Figure 2-1). This OU consists of seven
waste sites that received mostly chemical sewer discharges from a variety of 200 Area
operations. These seven waste sites are contained within four areas (see Figures 2-2 through 2-5
for additional detait).

Certain subsections of this section contain information that will be used for portions of the
RCRA TSD closure plan. Section 2.1 describes the physical setting that corresponds to the
closure plan facility and location. Section 2.2 provides waste descriptions and history that
correspond to the closure plan facility description, location, and process information.

2.1 PHYSICAL SETTING

Data on physical and ecological characteristics of the contaminated sites and surrounding areas
are needed to define potential contaminant transport pathways in the subsurface from the
disposal sites, toward groundwater, and toward potential receptors. These data (which are
summarized from the Implementation Plan, Appendix F [DOE-RL 1999]) describe the physical
and vegetation/wildlife settings for the conceptual models of contaminant distribution and
exposure. Data on physical characteristics are also needed to provide sufficient engineering
information for developing and screening remedial action alternatives.

2-1
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2.1.1 Topography

The 200 Area Plateau is the common reference used to describe the broad, flat area that
constitutes a local topographic high around the 200 Areas. The plateau is one of the flood bars
(i.e., Cold Creck Bar) formed during the cataclysmic flooding events of the Missoula floods
(which was the last major flood approximately 13,000 years ago). The northern boundary of the
flood bar is defined by an erosional channel that runs east-southeast before turning south just east
of the 200 East Area. This erosional channel formed during waning stages of flooding as
floodwaters drained from the basin. The northern half of the 200 East Area lies within this
ancient flood channel. The southern half of the 200 East Area and most of the 200 West Area
are situated on the flood bar. A secondary flood channel running southward off the main channel
bisects the 200 West Area. The buried former river and flood channels may provide preferential
pathways for groundwater and contaminant movement.

2.1.2 Geology

The 200-CS-1 OU is located in the Pasco Basin on the Columbia Plateau. It is underlain by
basalt of the Columbia River Basalt Group and a sequence of suprabasalt sediments. From
oldest to youngest, major geologic units of interest are the Elephant Mountain Basalt Member,
the Ringold Formation, the Plio-Pleistocene unit, and the Hanford formation. The Ringold
Formation is informally divided into several informal units (from oldest to youngest): unit A,
lower mud, unit E, and upper unit. The Plio-Pleistocene unit contains an upper distally derived
subunit and a lower locally derived subunit that is interpreted to be a weathering surface
developed on the top of the Ringold Formation {WHC 1994, Bjornstad 1990). The upper subunit
is not present in the 200 East or 200 West Areas. The locally derived subunit is present under
the 200 West Area. The Hanford formation has two major facies (i.e., gravel-dominated and
sand-dominated) and is present beneath the 200 East and 200 West Areas. A generalized
stratigraphic column for the area around the 200-CS-1 OU is shown in Figure 2-6.

The Elephant Mountain Basalt Member is overlain by the Ringold Formation in the east, south,
and central sections of the 200 East Area and all of the 200 West Area. This formation consists
of an interstratified sequence of unconsolidated clay, silt, sand, and granule to cobble gravel
deposited by the ancestral Columbia River. These alluvial sediments consist of four major units
(from oldest to youngest): the fluvial gravel and sand of unit A, the buried soil horizons and lake
deposits of the lower mud sequence, the fluvial sand and gravel of unit E, and the lacustrine mud
of the upper unit.

Overlying the Ringold Formation in the 200 West Area is the locally derived subunit of the
Plio-Pleistocene unit. The locally derived subunit consists of poorly sorted, locally derived,
interbedded reworked loess, silt, sand, and basaltic gravel (WHC 1994). The subunit consists of
a lower carbonate-rich part and an upper silty part. The carbonate-rich part consists of
interbedded carbonate-poor and carbonate-rich strata. The upper silty part was previously
interpreted to be early Pleistocene loess and is referred to as the early Palouse soil

(Bjornstad 1990). Generally, it is well-sorted quartz-rich/basalt-poor silty sand to sandy silt
(BHI 1996).
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Where the Ringold Formation and Plio-Pleistocene unit are not present, the Hanford formation
overlies basalt. The Hanford formation consists of unconsolidated gravel, sand, and silts
deposited by cataclysmic floodwaters. These deposits consist 6f gravel-dominated and
sand-dominated facies. The gravel-dominated facies consists of cross-stratified, coarse-grained
sands and granuie to boulder gravel. The gravel is uncemented and matrix-poor. The sand facies
consists of well-stratified, fine- to coarse-grained sand and granule gravel. Silt in this facies is
variable and may be interbedded with the sand. Where the silt content is low, an
open-framework texture is common. An upper and lower gravel unit and a middle sand facies
are present in the study area.

The cataclysmic floodwaters that deposited sediments of the Hanford formation also locally
reshaped the topography of the Pasco Basin. The floodwaters deposited a thick sand and gravel
bar that constitutes the higher southern portion of the 200 Areas, informally known as the

200 Area Plateau. In the waning stages of the ice age, these floodwaters also eroded a channel
north of the 200 Areas in the area currently occupied by Gable Mountain Pond. These
floodwaters removed all of the Ringold Formation from this area and deposzted Hanford
formation sediments directly over basalt.

Holocene-aged deposits overlie the Hanford formation and are dominated by eolian sheets of
sand that form a thin veneer across the site, except in localized areas where the deposits are
absent. Surficial deposits consist of very fine- to medium-grained sand to occasionally silty
sand. Silty deposits less than 1 m (approximately 3 ft) thick have also been documented at waste
sites where fine-grained windblown material has settled out through standing water over many
years.

2.1.3 Vadose Zone

The vadose zone is approximately 104 m (340 ft) thick in the southern section of the 200 East
Area and thins to the north to 0.3 m (1 ft) near West Lake. Sediments in the vadose zone are
dominated by the Ringold and Hanford Formations. Because erosion during cataclysmic
flooding removed much of the Ringold Formation north of the central part of the 200 East Area,
the vadose zone is dominantly composed of Hanford formation sediments between the northern
part of the 200 Areas and Gable Mountain. Areas of basalt also project above the water table
north of the 200 East Area. The lower mud sequence is the most significant aquitard in the

200 East Area and can be a significant perching layer.

In the 200 West Area, the vadose zone thickness ranges from 79 m (261 ft) in the southeast
comer to 102 m (337 ft) in the northwest corner. Sediments in the vadose zone are the Ringold
Formation, the Plio-Pleistocene unit, and the Hanford formation. Erosion during cataclysmic
flooding removed some of the Ringold Formation and Plio-Pleistocene unit. Perched water has
historically been documented above the Plio-Pleistocene unit at various locations in the

200 West Area.

Recharge to the unconfined aquifer within the 200 Areas is from artificial and possibly naturat

sources. If natural recharge occurs, it originates from precipitation. Estimates of recharge from
precipitation range from 0.to 10 cm/yr (0 to 4 in./yr) and are largely dependent on soil texture
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and the type and density of vegetation. Artificial recharge occurred when effluent such as
cooling water was disposed of to the ground. Zimmerman et al. (1986) report that between 1943
and 1980, 6.33 x 10" L (1.67 x 10" gal) of liquid wastes were discharged to the soil column.
Most sources of artificial recharge have been halted. The artificial recharge that does continue is
largely limited to liquid discharges from sanitary sewers; 2 state-approved land disposal
structures; and 140 small-volume, uncontaminated, miscellaneous streams. One of the approved
land disposal structures is located 600 m (approximately 1,969 ft) east of the 216-B-3C lobe and
receives plant-treated liquid wastes from the 200 East and 200 West Area facilities (Figure 2-7).

While the liquid waste disposal facilities were operating, many localized areas of saturation or
near saturation were created in the soil column. With the reduction of artificial recharge in the
200 Areas, the downward flux of moisture in the vadose zone beneath these waste sites
decreased but may continue to be significant for a period of time because of gravity drainage of
the saturated/near-saturated soil column. When unsaturated conditions are reached, the moisture
flux becomes increasingly less significant because unsaturated hydraulic conductivities decrease
with decreasing moisture content. In the absence of artificial recharge, the potential for recharge
from precipitation becomes more important as a driving force for any contamination remaining
in the vadose zone.

2.1.4 Groundwater

The groundwater in the 200 East Area occurs in the Hanford and Ringold Formations. In the
northern part of the 200 East Area, the water table is within gravelly and sandy sediments of the
Hanford formation, except in areas where basalt extends above the water table. In the central
and southern sections of the 200 East Area, the water table is located near the contact of the
Ringold and Hanford Formations, and the saturated thickness of the aquifer is predominantly
within the Ringold Formation.

The groundwater table near the 200 East Area ranges in depth from about 65 m (213 ft) to over
100 m (328 ft). As shown in Figure 2-7, groundwater flows radially outward from a hydraulic
mound in the 200 East Area (Barnett and Chou 1998). The apex of the mound is beneath the
approximate center of the 216-B-3B expansion pond. As discussed in the previous section, the
mound in the 200 East Area was created by artificial recharge from the 200-CW-1 OU waste
sites and, to a lesser degree, the 200-CS-1 OU waste sites. Gable Mountain Pond and

216-B-3 Pond were the main areas of recharge based on the location and size of the mound
during the active period of discharge. The current location of the mound is likely the result of
historically higher recharge in the expansion ponds to the east of the main pond, which were
constructed because of limited infiltration capacity of the main pond. The upper surface of the
Ringold lower mud unit, which pinches out between 216-B-3C lobe and 216-B-3 Pond, may also
influence the current position of the groundwater mound. The water table beneath 216-B-3 Pond
is currently dropping at a rate of approximately 2 m/yr (7 ft/yr), based on water measurements
collected in 1997 and 1998.

The groundwater in the 200 West Area occurs primarily in the Ringold Formation. The depth to

the water table varies from about 50 m (164 ft) to greater than 100 m (328 ft). A large
groundwater mound created by 216-U-10 Pond raised the water table by about 20 m (66 ft)
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above pre-operational conditions (PNNL 1998). Since 1984 (when 216-U-10 Pond was
decommissioned), water levels have declined over 6 m (20 ft).

The depth to the water table beneath each waste site varies greatly. The depth to water beneath
the 216-B-63 Trench is about 73 m (240 ft) below ground surface and is nearly flat with local
groundwater flow from east to west due to groundwater recharge from the 216-B-3 Pond system.
The depth to water beneath the 216-A-29 Ditch varies from about 85 m (279 ft) at the head end
to about 53 m (174 ft) at the lower end, with groundwater flow generally to the west-southwest
due to groundwater recharge from the 216-B-3 Pond system. The depth to water beneath the
216-S-10 Ditch and Pond area (including 216-S-11) varies from about 68 m (223 ft) at the head
end to about 61 m (200 ft) at the lower end with groundwater flow generally to the east-
southeast. The depth to water beneath the 216-W-LWC is about 85 m (279 ft), with groundwater
flow generally to the east.

2.2  WASTE SITE DESCRIPTION AND HISTORY

The 200-CS-1 OU consists of seven waste sites, as defined in the Tri-Party Agreement and the
Implementation Plan (DOE-RL 1999) and as listed in Table 2-1. These sites are primarily
surface man-made ponds, ditches, or trenches and were created to dispose of the chemical sewer
waste streams from the separation/concentration processes (e.g., PUREX Plant, REDOX
Facility, and B Plant cesium/strontium recovery operations). The 200-CS-1 OU consists
primarily of waste sites that received unknown but probable dilute quantities of inorganic and/or
organic chemicals. Radionuclide inventories are very small to negligible, although several sites
have a uranium component, particularly the 216-8-10 Ditch, which received 215 kg of uranium
in an unplanned release (UPR-200-W-34, which is a discrete site included in the 200-CS-1 OU).

A summary of waste site information is provided in Table 2-1. This summary includes the dates
of operation, physical size (i.e., depth from surface at time of operation and dimensions), general
description and status, category of the unit, and the source facility.

As defined in the waste site groupings report (DOE-RL 1997), chemical sewer wastes were
generated at many of the separation/concentration processes conducted at the large canyon
buildings. Early chemical sewer wastes were combined with the larger cooling water and steam
condensate streams during the bismuth phosphate (BiPQ4) and uranium recovery processes and
were discharged to ponds and ditches. With the advent of continuous solvent extraction
processes at the Hanford Site, new plants such as the REDOX Facility, PUREX Plant, and the
1970s cesium/strontium recovery operations at B Plant were designed with separated chemical
sewers and separate waste disposal sites. In most cases, these sites were aboveground pond or
ditch structures. :

It is clear that, by the original design definitions, the chemical sewers were designed to serve
nonradioactive operations in the plants at areas such as operating galleries, service areas,
aqueous makeup galleries, and maintenance areas. The plants discharged acidic/basic solutions
from demineralizers, out-of-specification chemical batches, noncontaminated floor drain waste
liquids, nonradiological process wastes, nonprocess steam condensates, noncontaminated vessel
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coil waste, and other wastes into the chemical sewers, which also received a quantity of raw
water to dilute any chemical additions. These chemical sewers became contaminated with
generally low levels of radionuclides at some unspecified time and by unknown processes.

The primary waste sites in this group are the 216-A-29 Ditch (which fed into the 216-B-3 Pond
main lobe), the 216-B-63 Trench, and the 216-S-10/8-11 Pond/Ditch complex. All of these sites
have been active from their start date to the 1994-1995 time frame and, except for the

216-S-11 Pond, are all RCRA TSD units.

The 216-S-11 Pond (located on the southeast side of the 216-S-10 Ditch) was constructed to
provide additional leaching surface in May 1954 and operated until 1965 and, therefore, received
wastes similar to the 216-S-10 Pond and Ditch. This site is obviously included in the

200-CS-1 OU because of geographic and waste characteristics similar to the 216-S-10 Pond and
Ditch.

The 216-W-LWC (i.e., the 200 West Area laundry waste crib) received process wastewater from
the contaminated laundry facility and mask cleaning station (i.e., 2724-W and 2723-W
Buildings). This crib is included in the 200-CS-1 OU because it recelved predominantly dilute
nonradionuclide or low-level radionuclide effluents.

No specific chemical characterization was applied to any of the waste streams associated with
200-CS-1 OU waste sites during operations, suggesting that the liquids were mostly raw water
possessing neutral characteristics. The occasional chemical releases to the waste stream
probably temporarily altered the pH of the waste stream. However, much of this effect is
expected to be reduced through mixing during flow through the sewer lines or immediately upon
discharge to the soil column (e.g., through buffering actions in the soil).

2.2.1 Process Information

The chemical sewer group includes those waste sites within the 200 Areas that predominantly
received chemical sewer wastes from various processes conducted at many of the
separation/concentration facilities. Initially, the chemical sewer wastes and noncontact cooling
waters were combined and disposed of in concert with each other; thus, similar characteristics
may be found in the resultant ponds (e.g., 216-B-3 Pond). As processes progressed and
operations were revised, designs were modified to separate waste disposal for these various
streams.

As a rule, the chemical sewers were designed to capture nonradioactive waste from operations in
the process facilities. These waste streams included operating galleries, service areas, aqueous
makeup galleries, maintenance areas, overflow tanks, and various floor drains. As stated in the
waste site groupings report (DOE-RL 1997), the discharges included out-of-specification
chemical batches, noncontaminated floor drain wastes, nonradiological process wastes,
nonprocess steam condensate, noncontaminated vessel coil wastes, and other wastes into these
streams, which also received a quantity of raw water to dilute any chemicai additions. From
various environmental monitoring evaluations, it is known that low levels of radionuclides were
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introduced into these waste streams, although the specific time and circumstances of these
releases are unknown.

The primary, large volume waste sites within the group include PUREX Plant chemical sewer
ditch (216-A-29 Ditch), the B Plant chemical sewer ditch (216-B-63 Trench), and the

202-S chemical sewer system (216-S-10 Ditch and Pond and 216-S-11 Pond). These sites
represent the worst-case (i.e., 216-A-29 Ditch) and typical (i.e., 216-S-10 Ditch) waste sites and
the TSD facilities (i.e., 216-A-29 Ditch, 216-S-10 Ditch and Pond, and 216-B-63 Trench). These
individual waste sites are discussed in the following subsection.

2.2.2 Representative Sites

The concept of using analogous sites to reduce the amount of site characterization and evaluation
required to support remedial action decision making is discussed in the Implementation Plan
(DOE-RL 1999). The use of this approach relies on first grouping sites with similar location,
geology, waste site history, and contaminants, then choosing one or more representative sites for
comprehensive field investigations, including sampling. Findings from site investigations at
representative sites are extended to apply to other waste group sites that were not characterized.
Sites for which field data have not been coilected are assumed to have chemical characteristics
similar to the sites that were characterized.

Data from representative sites will be used to evaluate remedial alternatives and to select a
preferred remedy that is applicable to the entire waste group. Confirmation sampling of the
analogous sites after remedy selection will be required and is built into the remedial design
planning to demonstrate that analogous conditions exist. Confirmatory investigations of limited
scope can be performed at the sites not selected as representative sites rather than performing full
characterization efforts. Although there is a degree of uncertainty in employing the analogous
site concept, there is a substantial benefit in the early selection of remedies that allow early
cleanup action to be performed.

Several features common to waste sites in the 200-CS-1 OU make this characterization effort
amenable to the analogous site concept. The most significant of these attributes are geography,
physical setting, waste characteristics (i.e., effluent volume and waste stream chemistry), and
expected distribution of contaminants. As stated previously, the 200-CS-1 OU consists primarily
of waste sites that received unknown but probable dilute concentrations of inorganic and/or
organic chemicals. Radionuclide inventories are very small to negligible, although several sites
contain a uranium component. The proximity of sites within the same geochemical setting
suggests that conditions affecting contaminant fate and transport should be very similar (i.e., the
216-5-10 Pond and Ditch are representative of 200 West Area, and the 216-A-29 Ditch and
216-B-63 Trench are representative of 200 East Area).

Sites within the OU that best represent typical and worst-case conditions were identified as
representative sites (DOE-RL 1997). The sites with large contaminant inventories relative to the
waste group and a high volume of effluent received were considered first, as these sites are
considered worst-case situations and represent the sites with the highest contamination and
greatest potential impact on the vadose zone and groundwater.
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The analogous site approach is applied to RPP sites only; all TSD sites are usually characterized
separately. Specifically for this OU, the representative sites are also TSD sites. The sites chosen
to represent the 200-CS-1 OU are the 216-A-29 Ditch and the 216-S-10 Ditch. These waste sites
were selected for comprehensive field investigation because they are the worst-case site and
typical type of sites, respectively, in terms of effluent volume and/or contaminant inventory. The
following sections describe the four TSD sites in the 200-CS-1 OU, two of which are
representative.

2.2.2.1 216-A-29 Ditch. The 216-A-29 Ditch received discharge from the PUREX Plant
chemical sewer. The ditch was uncovered and unlined and followed the natural topography
(Figure 2-2). The ditch originated outside the perimeter fence and was estimated to be 1,220 m
(4,000 ft) in length and 1.8 m (6 ft) wide. The depth of the ditch varied from 0.6 to 4.6 m (2 to
15 ft). The first 3 m (10 ft) from the point of influent was a concrete spillway designed to
control erosion. The end of the ditch connects to the 216-B-3-3 Ditch and finally to the
216-B-3 Pond. The representative stratigraphy beneath the 216-A-29 Ditch is shown in

Figure 2-8.

The waste streams contributing to the 216-A-29 Ditch included the following, which are
summarized from the stream-specific report (WHC 1990d):

. Various floor drains: 202-A pipe and operations gallery; air compressor, process blower,
and service blower rooms in 202-A; 211-A pumphouse; and 202-A instrument and
maintenance shops

. 618-1 and 618-2 flash tanks containing heating coils, spray water, and steamn condensate

) 206-A fractionator condensers and reboiler cooling water and steam condensate

) Sink drain from the battery room, instrument shop, and maintenance shop in 202-A

. 202-A laboratory ventilation room; heating, ventilation, and air conditioning-related
drainage

. 202-A laboratory nonradioactive clothing change room drains

. 202-A blower room condensate

o Overflow from various demineralized water storage tanks

) Overflow from the emergency water supply tank

. Raw water used to continuously flush the PUREX Plant chemical sewer line.

The operational time frame for the PUREX Plant chemical sewer was between November 1955
and July 1991. At the beginning of its operation, the 216-A-29 Ditch received discharge from
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the PUREX Plant cooling water and discharge from the chemical sewer. Historical information
(GE 1959) indicates an area labeled “A Swamp,” which was located where the cooling water
may have joined the chemical sewer ditch (i.e., within the Grout Tréatment Facility).

In early 1980, due to effluent monitoring requirements, the chemical sewer lines feeding the
216-A-29 Ditch required upgrades to allow for monitoring and diversion capabilities. A
diversion box was upgraded and connected to the 216-A-42 Retention Basin. The basin received
chemically or radioactively contaminated diversions from the PUREX Plant chemical sewer line,
cooling water line, and steam condensate discharge (Viita 1980).

During 1990, plans were developed and approved to discontinue discharges and to close the
216-A-29 Ditch (WHC 1990b). In 1991, all discharges were discontinued and the ditch was
isolated (i.e., concrete was placed in the vitrified clay pipes) from the chemical sewer lines.
Contaminated soil from the ditch banks was consolidated in the bottom of the ditch and the side
slopes were regraded (using nearby clean soil fill) to minimize erosion and facilitate surveillance.
Inside the perimeter fence, the ditch has been filled to grade and surrounded with a light chain
barricade, and the area was posted with underground contamination placards. Outside the
perimeter fence, the ditch has been completely covered with backfill and stabilized. As a final
measure, the site was revegetated and reposted.

2.2.2.2 216-B-63 Trench. The 216-B-63 Trench was constructed prior to1970 as a percolation
trench to receive emergency cooling water and chemical sewer wastes from B Plant. The trench
was taken out of service in 1992. The ditch was an open, unlined, man-made earthen trench that
was closed at one end (i.e., did not convey effluent to any other facility). The trench is located
entirely within the 200 East Area perimeter fence (Figure 2-3). The trench was approximately
427 m (1,400 ft) in length, 1.2 m (6 ft) wide, and averaged 3 m (10 ft) in depth. The side slope
was 1.5:1. There was a 5.1-cm (2-in.) rockfill for the first 3.1 m (10 ft) of the trench and a
40.6-m (16-in.) inlet pipe approximately 1.5 m (5 ft) long that entered the trench 1 m (3 ft) below
grade. The representative stratigraphy beneath the 216-B-63 Trench is shown in Figure 2-9.

Contributors to the 216-B-63 Trench included floor, funnel, and sink drains; steam condensate
and/or cooling water; tank overflow and drain effluent; sump effluent; and rainwater. Specific
sources of each are presented in the stream-specific report (WHC 1990a).

The 216-B-63 Trench was used to receive B Plant cooling water and in-tank solidification No. 2
cooling water from March 1970 to May 1970 (ARH 1971). The trench began receiving cooling
water on March 22, 1970, after an unplanned release (UPR-200-E-138) of 1,000 Ci of
strontium-90 into the 216-B-2-2 Ditch. In May 1970, the trench began receiving B Plant
chemical sewer effluent. The B Plant chemical sewer pipeline went directly to the

216-B-63 Trench. The 207-B Retention Basin was used to retain low-level liquid waste (cooling
water) in route to the 216-B-2 series ditches (located east of the structure). Chemical sewer
waste did not pass through the 207-B Retention Basin, but cooling water was routed through the
retention basin from March to May 1970. In August 1970, the bottom and sides of the 216-B-63
Trench were dredged out and buried in the 218E-12B Burial Grounds. The 216-B-2 series
ditches, which are parallel to the 216-B-63 Trench, were initially used to dispose of liquid waste
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from the 207-B Retention Basin. The basin is located 610 m (2,000 ft) northeast of B Plant,
immediately south of the B tank.

An upgrade to the chemical sewer system that discharged to the 216-B-63 Trench was planned in
1980 after it was determined that an estimated loss of more than 1,140,000 L/day (300,000 gal/
day) could be leaking into the ground from the sewer (RHO 1980a). Leakage had been
documented at the chemical sewer for about 10 years from the date of this recommended
upgrade. It was determined that about half of this amount of liquid was lost by leakage prior to
reaching a measuring station at the 207-B Retention Basin. The pipelines that were known or
suspected of leaking were relined or replaced by Project B-496 in 1985. The 38-cm (15-in.)
vitrified clay pipe downstream of manhole No. 12 (which is the beginning of the TSD unit piping
and conveyed effluent to 216-B-63 Trench) was not replaced because it did not have known
leakage problems (RHO 1984). Chemical and radiological analyses of the contaminated
sediments excavated during the pipeline upgrade were not found. No investigations of the area
are planned at this time. The leak occurred at the head end of the pipeline adjacent to the B plant
facility boundary.

The trench was isolated and interim stabilized in December 1994 and January 1995. The weir
box at the head end of the trench was filled with concrete and the valve stems at the

207-B Retention Basin were cut off. A pre-stabilization civil survey was performed, the trench
was covered with clean soil and marked with concrete posts, and a post-stabilization civil survey
was performed.

2.2.2.3 216-S-10 Ditch. The 216-S-10 Ditch started receiving discharge from the REDOX
Facility in May 1952. This ditch was part of a system that includes the 216-S-10 and 216-S-11
Ponds (Figure 2-4). In addition to these three sites, during May 1954 (GE 1956) there was an
approximate 4,048 m” (1-acre) overflow from the ditch that released an estimated 215 kg of
uranium. This unplanned release is referenced as UPR-200-W-34.

The 216-S-10 Ditch was an uncovered, unlined, man-made ditch that received wastewater from
the REDOX Facility. The ditch originated outside the perimeter fence and was estimated to be
686 m (2,250 ft) in length, 1.8 m (6 ft) wide, and averaged 1.8 m (6 ft) in depth. The
representative stratigraphy beneath the 216-S-10 Ditch is shown in Figure 2-10.

Approximately 50 waste streams contributed to the 216-S-10 Ditch (WHC 1990e). The routine
waste stream sources include the compressor cooling water from the 202-S Building and the
sanitary water overflow from the 2901-1-901 water tower. The remaining sources were
infrequent additions and included 202-S Building floor drains and funnel drains, 211-S Tank
Farm pump drains, tank drains, station drains, chemical sewer line manholes, and 276-S Building
floor drains.

The 216-S-10 system was developed in February 1954 when it became apparent that more
leaching surface was needed. At that time, the 216-5-10 Pond was constructed to provide more
leaching surface. The two 216-S-11 leach pond lobes on the southeast side of the

216-S-10 Ditch were constructed to provide even more leaching surface in May 1954. Plugging
of the system occurred in part due to inadvertent dumping of aluminum nitrate nonahydrate
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solutions. In 1955, 0.6 m (2 fi) of sediment was dredged from the bottom of the 216-S-10 Ditch
to improve water percolation in the ditch. The contaminated sediments were buried in
excavation pits along the sides of the ditch. The depth and location of the pits is unknown (RHO
1979).

The south end of the 216-S-10 Ditch remained in use until 1984, when the ditch was backfilled
and stabilized. The north end of the ditch remains open to a depth of approximately 3 m (10 ft)
The north end of the 216-S-10 Ditch last received discharges during 1991 (BHI 1995), and the
supplying pipeline was plugged with concrete near the outfall in July 1994.

2.2.2.4 216-S-10 Pond. The 216-S-10 Pond received discharge from the REDOX Facility. This
pond was part of a system that included the 216-8-10 Ditch and the 216-S-11 Pond (Figure 2-3).
The pond was dug in 1954 at the southwest end of the 216-8-10 Ditch to provide additional
percolation surface. (See Section 2.2.2.3 for additional discussion on the 216-S-10 Ditch.) The
216-S-10 Pond was an irregular-shaped, man-made pond that covered approximately 20,234 m’
(5 acres) and included four finger-leach trenches. The pond was approximately 2.4 m (8 ft) at its
deepest point. The pond was fed by the 216-8-10 Ditch. Both the ditch and pond were designed
to dispose of liquids through percolation into the soil column. The representative stratigraphy
beneath the 216-5-10 Pond is shown in Figure 2-11.

Contributors to the pond and system description are similar to that of the 216-S-10 Ditch. In
1984, concurrent with the 216-S-10 Ditch, the pond was stabilized.

23  WASTE STREAM CONTAMINANTS

The 200 Area chemical sewers were designed to be uncontaminated but often contained limited
quantities of radionuclides and chemicals. These contaminants accumulated in the sediment over
time, and vegetation and algae within ponds and ditches tended to collect and concentrate the
radionuclides. Commonly reported contaminants include plutonium, cesium, uranium, and
strontium. Nonradioactive contaminants were also discharged; however, the quantity and type of
contaminants are difficult to quantify, as nonradiological contamination was not routinely
monitored. A detailed discussion of contaminants is presented in Section 3.1.

24 CONCEPTUAL MODEL

The effluent discharged to the ponds and ditches was predominantly chemical sewer waste with
cooling water and steam condensate. Radionuclides and chemicals (e.g., nitrate) were also
present in the effluent; the pH was typically between 4 and 10. The most significant
contamination of the sites was caused by unplanned releases originating from both inside and
outside of the generating facilities. Contaminants from these releases have migrated below the
waste sites and have accumulated in the soil column. The following are general assumptions
considered during development of the conceptual models:
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) Most of the contaminants were retained by the sediments at the bottom of the liquid
disposal sites.
. Some additional downward migration may have deposited trace amounts of some

contaminants beneath the upper contaminated zone.

. Contaminant concentrations decrease with depth below the sediment layers in the waste
sites.
. The contaminants retained in the upper zone of the soil column have high distribution

coefficients (Kg). Contaminants with low Kgs (e.g., nitrate and tritium) are not readily
adsorbed on soil particles and are carried downward toward the groundwater with the
infiltrating effluent.

* Lateral spreading may have occurred in the vadose zone, especially in areas with layers
of fine-grained sediment or in facilities that received a large amount of effluent.

. According to the applicable aggregate area management study reports, effluent percolated
through the vadose zone beneath the liquid disposal units was hypothesized to have
reached the groundwater.

Limited data are available from the 200-CS-1 waste sites. However, data from the

216-A-29 Ditch site characterization studies (RFS 1997, BHI 1998b) and from the nearby
borehole at the 216-B-Z-Z Ditch (BHI 1998a) indicate that most of the contaminants were
retained in the sediments at the bottom of the ponds or in the upper few meters of the soil
column. Trace amounts of some contaminants may be detected beneath this upper zone, but data
from a borehole through the 216-B-2-2 Ditch (which is located adjacent to the 216-B-63 Trench
and was a replacement disposal unit for the B Plant chemical sewer) indicate that contaminant
concentrations decrease with depth below the waste sites (BHI 1998a).

The conceptual models for all the representative and TSD sites in the 200-CS-1 OU during the
active periods of discharge are shown in Figures 2-12 through 2-14. The conceptual models for
the 216-A-29 Ditch and the 216-B-63 Trench represent conditions perpendicular to the axis of
the ditch/trench at the head end. The conceptual model for the 216-S-10 Pond and Ditch
represents conditions perpendicular to the axis of the pond near the head end of the pond. The
figures show that the highest concentration of contaminants is directly beneath the waste site.
The wetting flux and mobile contaminants will impact groundwater where effluent volume
exceeds soil pore volume (which is the case for all representative and TSD sites in this work
plan).

Waste sites in the 200-CS-1 OU are no longer receiving effluent. Most of the sites in this group
have also been stabilized and covered with clean soil. With the cessation of artificial recharge,
the moisture flux on the vadose zone will decline. The moisture flux may be significant for a
time because of gravity drainage from the saturated or near-saturated soil column. Conceptual
models showing expected recent conditions beneath the representative and TSD sites are
presented in Figures 2-15 through 2-17.
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Figure 2-1. Location of the Hanford Site and the 200 Area.
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Figure 2-2. Location of the 216-A-29 Ditch in the 200 East Area.
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Figure 2-3. Location of the 216-B-63 Trench in the 200 East Area.
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Figure 2-4. Location of the 216-S-10 Ditch and Ponds in the 200 West Area.
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Figure 2-5. Location of the 216-W-LWC in the 200 West Area.
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Figure 2-6. Generalized Stratigraphic Columns for the 200 East and 200 West Areas.

AviY 030043 N33

SYH ¥38n3IN SIHL Y3HY 153 002
20 JTvH NYFHIYON 3HI QUvMOL
HAAYT ALNIBYINY3d MOT W3EYaN
NIVINOON INYHAI13 JHL 4G LTvEvE

‘ONYS ONY 115 HLIM O3003843LN
AYTD 0N H3MO0T M 0T00MNY

“SHIHNOY
QININGD ONY GIMLNOIND
SHIYINOD 1IN SIHL 'ONYS ONY
IBAVHD WA 03LH0DNS - 1SV
3/Y UNN N3 Q00N

"LIND 03L¥NINOG -~ 13AYHO
‘GIININIDNN 'BOOD~ XLV
(EH) SIAVED HIM0T NI GHDIWWH

SIS
LS NOISYID0 "SINVId JNII03E
SSOUDY 1ND ATNOMWOD 1VHL
{S3X0 JISYTID "¥') GHYS Oy 1S
40 SHIAYT WHIWEABNS—TYULNIA
HLM_ HNG QIEYNINCO-gNYS
"QININIONN ONIVEIS-TIIM
“(ZH) SOMYS i3 QHOINYH

"IN

QILYMNOO—13AVHO 'QILVOIIOSNOINN
“OILNINIDNN OO - XY

{1H) STIAVHD H3ddN Wi OBOINYH

N0 O

ol bex
15¥3 007 QIZNYEINGD

N - - - - - - — 4

ROITE
1S3 007 Q3Z0WYIN3D

“H38ron
NIVINMON JNYHJIT3 3HL 40 LTVSYe

‘ONYS ONY 1S HIM 03003862UMI
AYTD CONA HIMOT N4 000N

"YIAN0Y  Q3NLINOONN
FHL SMIVINGD 1NN SIHL 'ONYS Oy
13AVEDT WA OHUO0SSS - 1SVID
I L PR

‘LHS HONIW HLiM
GNYS 03H0S T3IM ATVNIO0N
"IN d3ddat N 00D

SINVId S0 SSOUIY 1N
IvH1 {SIHWA JUSYTD 01} ONYS ONY 1S 30

aNY LUS "ONvS 03003803IN 01 INSSW
\I WOS ASNOTYS ATHYR/LINN 3NIDOISIFI—ONd

SISHIT

1HS TYNOISYDD0 SINVId D038
SSOHIY IND ATHOMNDD LYHL
(S DUSYID “271) ONVS ONV LS
30 SH3AYT TYIULNIABNG - TYIILYIA
HLW LINN GLYNINOQ-ONYS

. OALNINIONN TONALYIS-TIIM
(TH) SONYS N3 QHOINVH

"IN

Q3UVNINOQ-13AYYD "0I{VOIIOSNOONN
SOANINIONA “B00d - X1y

(1H) S13AVHO ¥3ddnt WS QUOINWH

DNOLISOME

2-18



61-C

. .
Wes.t' Lake ~4
»  Gable Mountain Pond

216-B63. ¢
%
216-A-29
200-East
Area
n 21
216-B-3B
Lobe 200 Areas
e 216-B-3C  Tyeated Effluent
> *» Lobe Disposal Facllity
SO 2
k- June 1998 Water-Table Map
une =
4\ \ . P
E0O003097_1
2 4 6 8 10
Scale L L )
Kilometers

Estimated Basalt Outcrop Above Water Table
__100” Water-Table Contour, m Above Mean Sea Level

==3 Ringold Formation Lower Mud Above Water Table

®  Monitoring Well
Vertical Datum: North American Vertical Datum of 1988 (NAVD88)

"SEQIV ISIAN PUE ISE Q0T 24 UI SANOJNO0)) B JABAN °L-T 3n31J

0 'asyd
Pr-66-TH/d0d



Feet Below Ground Surface (Feet)

DOE/RL-99-44
Rev. 0

Figure 2-8. Representative Stratigraphy Beneath the 216-A-29 Ditch.
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Figure 2-9. Representative Stratigraphy Beneath the 216-B-63 Trench.
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Figure 2-10. Representative Stratigraphy Beneath the 216-S-10 Ditch.
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Figure 2-11. Representative Stratigraphy Beneath the 216-S-10 Pond.
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Figure 2-12. 216-A-29 Ditch Conceptual Contaminant Distribution Model
(During Discharge).
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@ Large volumes {10, 400, 312 m’)of low salt, low organic solutions contalning minor
quantities of uranium, Pu-239/240, Cs-137, Sr-90, and nitrates were routinely discharged
to the sediment column. Routine serial discharges of sulfuric acid and sodium hydroxide
occurred. Occasional high concentration spills caused major contamination events
including a spill of 15 kg cadmlurn nitrate and 141 k? of hydrazine. Hydrazine no longer
pretem tuse it rapidly oxidizes to form non toxic nitrogen and water in the
environment.

@ Particulates (e.g. Pu-239/240) settle out at the bottom of the ditch. Cs-137, Pu-234/240,
Uranium, and Sr-80 sorb to sediment in the bottom of the ditch. The highest concentrations
should be within 2 meters of the ditch bottom and decrease with depth and distance
from the point of discharge. Some uranium complexes with carbonates and moves with
the moisture front. ‘

@ The wetting front and mobile contaminants (e.g. uranium, nitrate and Tc-99) with some
Sr-90 move vertically downward through Hy with minor spreading occurring on top of
Hy and aiong silt stringers.

@ Mobile contaminanis enter groundwater since soil pore volume was exceeded during
active discharge. No significant impacts to groundwater have been observed.
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Figure 2-13. 216-B-63 Trench Conceptual Contaminant Distribution Model
(During Discharge).
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Figure 2-14. 216-8-10 Pond and Ditch Conceptual Contaminant Distribution Model

(During Discharge).
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Large volumes (4,340,000 m® to ditch; 4,120,000 m® to pond) of low
salt, low organic solutions containing minor quantities of Pu-239/240,
Cs-137, Sr-90, and nitrates were rout?nely discharged to the sediment
column. Occasional high concentration spills including 215 kg of
uranium in 1954 caused major contamination events.

Particulates (e.g. Pu-239/240) settie out at the bottom of the pond.
Cs-137, Pu- , uranium, and Sr-90 sorb to sediment in the bottom
of the pond. The highest concentrations should be within 2 meters
of the pond bottom and decrease with depth and distance from the
point of discharge. Some uranium complexes with carbonates and
moves with the moisture front.

The wetting front and mobile contaminants (e.g. uranium, nitrate,
and Te-99) with some Sr-90 move vertically downward through Hy
with minor spreading along silt stringers and at the PP boundary.

Mobile contaminants enter groundwater since soil pore volume was
exceeded during active discharge.

Groundwater mounding occurs beneath large percolation ponds.
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Figure 2-15. 216-A-29 Ditch Conceptual Contaminant Distribution Model
(After Cessation).
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Figure 2-16. 216-B-63 Trench Conceptual Contaminant Distribution Model
(After Cessation).
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218-B-63 Trench no longer receives effluent. Site has been backfilled/ stabilization with

clean soil.

Particulates (e.g. Pu-239/240) have settied out at the bottom of the trench. Cs-137,
Pu-234/240, uranium, and Sr-90 sorbed to sediment in the bottom of the trench. The

highest concentrations should be within 2 meters of the trench bottom and decrease with

depth and distance from the

Zone of residual contamination. Residual concentrations are less than or equal to
background. However slightly higher concentrations may be detectsd associated with
fine grain stringers. Trace amount of uranium and Sr-90 may be detected in the zone.

point of discharge. Some uranium complexed with carbonates
and moved with the moisture front.

Saturatec/Near Saturated zone. Contaminants In the zone may be impacting groundwater.
After gravity drainage of the zone is complete residual contamination may remain in the

vadose zone. Contaminates may include tritium, Sr-80, uranium, nitrate, and Tc-99.

The surface of the water table is dropping because of cessation of untreated discharge

to the 216-B-3 pond system.
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Figure 2-17. 216-S-10 Pond and Ditch Conceptual Contaminant Distribution Model
(After Cessation).
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Table 2-1. Representative and TSD Waste Sites in the 200-CS-1 Operable Unit.

Dates of : . . Source
Site Name Operstion Depth Dimensions General Description & Status Unit Category Facility
216-A-29 Nov. 1955—- |.6m-46m |12192mx18m Description: Uncovered unlined ditch that followed the natural contour. TSD PUREX
July 1991 Rit-15f) |[4000fix6f) Approximately 75% of the ditch is outside the 200 East Area fence. The chemical sewer
line included diversion capabilities (i.e., diversion to 216-A-42) based on the continuous
monitoring of radioactivity and pH limits. The ditch itself contained two dikes to allow
capabilities for regulating flow. It is assumed that much of the ciflucnt entering the
ditch infiltrated the soil column prior to reaching 216-B-3-3.
Status: Site backfilled and the surface stabilized in 1991.
216-B-63 Mar. 1970- |3m 426Tmx12m Description: Open, unlined, man-made earthen trench that is closed at one end (ie., TSD B Plant
Feb. 1992 (10 /) (1,400 ftx 4 ) does not convey effluent to any other facility.} The trench is entircly within the 200 East
Areca perimeter fence,
Status: Site backfilled and the surface stabilized in January 1995.
216-5-10D Feb. 1954 - 18m 6858mx18m Description: Open, unlined, man-made ditch connecting the REDOX complex TSD REDOX
1991 (3] (2250ftx6 R) wastewater to the 216-S-10 Pond and 216-S-11 Pond. The ditch and ponds were
designed to dispose liquids through percolation inte the soil column.
Status: Two-thirds of ditch backfilled and stabilized in October 1984, Site isolated in
June 1994,
216-8-10P Feb. 1954 - |24 m 20,234.3 m* Description: Irregular shaped, man-made pond that covered 20,234 m? (5 acres) and TSD REDOX
Oct. 1984 (8 1) included four finger-leach trenches. The 216-5-10 Ditch fed the pond. Both ditch and
pond were designed to dispose liquids through percolation into the soil column.
Status: Decommissioned, backfilled, and stabilized in October 1984,
216-8-11 May1954— |3im 1524 mx 6l m Description: Irregular—shaped, man-made pond connected to the 216-S-10 Ditch. RPP REDOX
1965 (10 /) (500 ft x 200 f1) o . .
Status: South end backfilled and stabilized in 1965. Remaining portion of pond
backfilled and stabilized in 1984.
UPR-200-W-34 | 1955 N/A =1 acre Overflow of the 216-5-10 Ditch during 1955. Assumed to have covered approximately RPP REDOX
4,047 m? (1 acre).
216-W-LWC 1981 -1994 | &m 1265 mx658m Two independent crib structuces (i.e., drain fields) each consisting of a central distribution RPP Laundry
(415 fvx 216 i) pipe and drain lines with rock fill beneath. A 2.1-m (7-ft) layer of gravel fill was Facility
backfilled over to grade. ’

N/A = not applicable
RPP = RCRA past-practice
TSD = treatment, storage, and disposal

0 'a9d
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3.0 INITIAL EVALUATION OF REPRESENTATIVE AND
TREATMENT, STORAGE, AND DISPOSAL SITES

The purpose of this section is to present the resuits of previous characterization efforts at
representative and TSD sites in the 200-CS-1 OU. The contaminant inventory, effluent volume,
available soil and groundwater data, and current understanding of the dlstnbutmn of
contamination are also discussed for these sites.

Certain subsections of this section contain information that will be used for portions of the
RCRA TSD closure plan. Section 3.1 describes the nature and extent of contamination that
corresponds to the closure plan facility description. Section 3.2 contains a historical description
of the RCRA interim status groundwater monitoring system and the resuits of this monitoring.

3.1 NATURE AND EXTENT OF CONTAMINATION

This section uses previously published data to describe the contamination associated with the
representative sites. Waste characteristic information that satisfies Section 4.0 of a RCRA
closure/post-closure plan is also presented. The majority of the information provided in this
section is germane to the waste sites from a historical perspective and is presented in support of
technical direction and health and safety planning for the characterization effort. However, some
of the data is considered to be of high quality and representative of current conditions (i.e., 1998
216-A-29 Ditch sampling). An evaluation of the high-quality data with regards to the Mode!
Toxics Control Act MTCA) cleanup levels is provided, where appropriate.

Waste inventories for the 200-CS-1 OU waste sites are not well documented because there were
no known requirements for sampling of nonradioactive contaminants. Table 3-1 contains
inventory information for the following important radionuclides: total plutonium and uranium,
americium-241, cesium-137, and strontium-90 {DOE-RL 1997). Very low levels of fission
products, plutonium, and small quantities of uranium are known to exist at these sites, other than
at the 216-8-10/11 sites, where more than 215 kg of uranium were reportedly discharged
(UPR-200-W-34).

311 216-A-29 Ditch

3.1.1.1 Sources of Waste Contributions. Four mechanisms existed for the discharge of
dangerous waste into the 216-A-29 Ditch:

. Overflow of condensate from the acid fractionator — Sporadic overflow of the acid
fractionator may have resulted in an acidic waste (D002) discharge to the chemical sewer.

. Effluent discharges from regeneration of the demineralizers — Serial discharges of

sulfuric acid and sodium hydroxide (both D002) routinely resulted in the discharge of
effluent below a pH of 2 and above a pH of 12.5 to the chemical sewer. This practice
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continued until 1989, when a catch tank was placed in service to hold the regeneration
effluents.

. Disposal of out-of-tolerance chemical makeups — Various chemicals, including
hydrazine (U133) and state-only toxic mixtures (WT02), were discharged to the chemical
sewer when adjustments to chemicals used in the PUREX Plant became out of
compliance with required plant specifications.

. Accidental spills - Equipment failures, misvalvings, and overflowing tanks resulted in
accidental spills to the chemical sewer. The most significant spill was unplanned release
UPR-200-E-51, which occurred in May 1977 and released 15 kg of cadmium nitrate
(D006) to the chemical sewer. Other releases included hydrazine (U133) and various
acidic and basic solutions (D002).

Table 3-2 contains a list of chemicals released to the PUREX Plant chemical sewer from
mid-1983 to 1987. Before 1983, detailed release records were not maintained. The quantities
identified represent the amount discharged at the point the sewer line entered the

216-A-29 Ditch. Chemicals and associated state dangerous waste designation codes identified in
Table 3-2 are the same as those identified in the Part A Permit application for the

216-A-29 Ditch. Dangerous waste releases to the 216-A-29 Ditch ceased in 1986.

3.1.1.2 Maximum Inventory of Waste Managed. During operations, approximately
22,700,000 L/day (6,000,000 gal/day) of liquid wastewater reached the 216-A-29 Ditch.
Accurate records are not available concerning the total volume of waste disposed in this unit.
The ditch was equipped with a meter for measuring flow rate. Flow rates varied from
approximately 378 to 5,290 L/min (100 to 1,400 gal/min), depending on the operating conditions
of the PUREX Plant. The average flow was about 3,760 L/min (970 gal/min).

3.1.1.3 Historical Sampling and Analysis. Results from effluent stream sampling from 1976
to 1988 and from October 1989 to March 1990 are contained in the PUREX Plant Chemical
Sewer Stream-Specific Report (WHC 1990d). This report contains data that were obtained after
controls were placed to preclude the addition of dangerous waste such as corrosive demineralizer
effluent. The report concluded that these effluents did not designate as dangerous waste.

Radionuclide inventory and effluent volume information for the 216-A-29 Ditch are summarized
in Tabie 3-1.

Annual environmental surveillance reports include radiological information on ditch sediments
and vegetation collected at the head end of the 216-A-29 Ditch. Values ranged from less than
detection limits to a high value of 127 pCi/g in sediments for cesium-137. Sediment samples
collected in 1991 indicated uranium at 1.1E-06 g/g, cesium-137 at 3.3 pCi/g, strontium-90 at
0.65 pCi/g, and plutonium below the detection limit.

In 1982, a radiological survey was conducted on the upper end of 216-A-29 Ditch to estimate the

extent of contamination requiring removal prior to construction activities in the area. Auger
borings were drilled to a depth of 3.7 m (12 ft) and sediments were sampled for gamma-emitting
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radionuciides. All radionuclides other than cesium-137 were determined to be at background
levels. The highest value for cesium-137 was found in the top (i.e., uppermost) sample from the
ditch core samples, with a maximum observed value of 90 pCi/g.

A 1989 radiation survey found contamination at 2,000 cpm. Dose rates from penetrating
radiation were measured annually between 1985 and 1989 at 40 locations within or adjacent to
the PUREX Plant aggregate area. An average total of 86 mrem/yr was found at the 216-A-29
Ditch, and a separate reading of 96 mrem/yr was found at the east end of the ditch. The results
of external radiation monitoring in 1990 showed a maximum of 104 mrem/yr at the ditch.

Data for water quality in the 216-A-29 Ditch were obtained between 1985 and 1990 before the
ditch was stabilized. The samples were taken weekly, composited, and analyzed monthly for
total beta, total alpha, cesium-137, and strontium-90. The results are presented in Table 3-3 in
the form of maximum and minimum recorded levels. Data indicate that at the maximum
concentrations (as the minimum levels were generally below detection), radioactivity appeared to
be trending downward.

In 1991, vegetation samples were collected at the head end of the 216-A-29 Ditch. The
maximum uranium concentrations were 0.15 pCi/g of uranium-234, 0.005 pCi/g of uranium-235,
0.04 pCi/g of uranium-238, or 0.2 pCi/g of total uranium. This total concentration was six times
greater than reported in the previous year. Aquatic vegetation samples collected in 1991
indicated the presence of uranium at 2.9E-07 g/g and strontium-90 at 0.44 pCi/g.

In early spring 1991, soil and tree samples were taken to determine possible radionuclide uptake.
Samples were collected of the surrounding surface soils, new growth limbs and leaves, and cores
taken from the trunks of trees. Six sample points were chosen, three from each side: two sample
points at the north end of the ditch, two sample points at the midsection, and two sample points
at the south end. The sampled soil had a maximum value of 2.3 pCi/g of cestum-137,

<0.28 pCi/g of plutonium-239/240, 0.65 pCi/g of strontium-90, and 5.5E-07 g/g of uranium. No
radionuclides were found above background levels in any of the vegetative samples

(WHC 1992d).

Additional biotic samples were collected at the 216-A-29 Ditch in 1998 as part of the annual
near-facility environmental monitoring. Soil and vegetation data were collected from sampling
station 092 and the results are presented in Table 3-4. A detailed discussion of these results can
be found in Section 3.2 of the Hanford Site environmental report for calendar year 1998 (PNNL
1999b).

Recent sampling and analysis of the 216-A-29 Ditch provide relevant information on the
potential nature and extent of contamination at the TSD units. Sampling was performed in

July 1998 to evaluate the presence of contamination beneath a proposed roadway and utilities
crossing that was built to support the Tank Waste Remediation Systems (TWRS) privatization -
effort. Results of the sampling effort were documented in the 216-A-29 letter report

(BHI 1998b). Analytical results were compared to a previous 1988 sampling effort (RFS 1997),
which was performed in support of a RCRA closure plan.
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The results for both the 1988 and 1998 sampling efforts showed that the average values for all
but one of the analytes measured were below background concentrations (computed as the

90" percentile of the background population, per Ecology guidance [Ecology 1992]) and that all
analytes were below MTCA (WAC 173-340) Method B cleanup levels. Lead was found above
the background value of 10.2 mg/kg in 1988 and 1998. In the 1998 sampling effort, a maximum
lead value of 98.2 mg/kg was found in a sample collected 4 m (13 ft) beneath the surface of the
historical ditch, at the location of the proposed road and utility corridor. A maximum lead value
of 262 mg/kg was obtained during the 1988 sampling effort, which was located in the ditch

150 m (492 ft) upstrearn from the proposed road/utility corridor location. The maximum lead
value is below the U.S. Environmental Protection Agency’s (EPA’s) Guidance Manual for the
Integrated Exposure Uptake Bickinetic Model for Lead in Children (EPA 1994) calculated level
of 353 mg/kg, which has been established as the MTCA cleanup standard for lead in soil for
previous Hanford Site remedial actions. For radionuclides, the 1988 data reported that the
cesium-137 values demonstrated the greatest amount of variability, with the highest reported
value of 140 pCi/g. '

Nonradiological groundwater analytical results are described in Section 3.2. Radiclogical
groundwater data have been collected at the 216-A-29 wells as part of the RCRA interim status
groundwater monitoring program. Iodine-129 exceeds drinking water standards (8.5 pCi/L) in
both upgradient and downgradient wells and, therefore, is not attributable to contamination at
this site.

3.1.1.4 Hydrazine as a Listed Dangerous Waste. Hydrazine product (U133) entered the
216-A-29 Ditch from the PUREX Plant aqueous makeup unit tanks. As such, all environmental
media and debris generated as waste during the characterization and remediation of these

TSD units would be identified as listed hydrazine dangerous waste in accordance with

WAC 173-303-081(3). This presents a problem from the context of storage, treatment, and
disposal of soils and other debris generated from remediation of these units. All substantive
dangerous waste management standards will apply to generated soils and debris because they are
defined as listed waste. Should environmental media only be regulated due to the hydrazine
waste code, this requirement could unduly burden cleanup activities. Particularly problematic
requirements are those associated with land disposal restrictions; U133 wastes must undergo
treatment using one of the technologies prescribed in 40 Code of Federal Regulations (CFR)
268 table entitled, "Treatment Standards for Hazardous Wastes." These technologies encompass
mostly thermal or chemical destruction or extraction technologies and would be required prior to
disposal of any waste, soils, and/or debris generated at the 216-A-29 Ditch.

To avoid unnecessary treatment of characterization and remediation waste from the cleanup of
the 216-A-29 Ditch, the U.S. Department of Energy (DOE) will be submitting a contained-in
request under separate documentation to Ecology in accordance with their contained-in policy
for environmental media (Ecology 1993) and EPA’s contained-in requirements for debris

(40 CFR 261.3[f]). Limited sampling to support this request is defined in the sampling and
analysis plan (SAP) (Appendix B). With approval of a contained-in request, the listed waste
code can be removed from debris and media if levels of the compound for which the waste was
listed are determined to be below risk-based action levels. The chemical hydrazine rapidly
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oxidizes to form nontoxic nitrogen and water in the environment. Therefore, hydrazine could not
be present in the 216-A-29 Ditch above detection or risk-based action levels.

3.1.2 216-B-63 Trench

3.1.2.1 Sources of Waste Contributions. The major sources of waste contributions to the
216-B-63 Trench were the 2902-B high tank (potable sanitary water), cooling water from B Plant
and Waste Encapsulation Storage Facility air-compressor aftercoolers, some of the 221-B steam
condensate, and the demineralizer effluent. Minor contributions came from chemical makeup
overflow systems (e.g., sodium hydroxide and sodium nitrite), air conditioning units, and space
heaters. These minor contributions were determined to be controlled to levels below dangerous
waste designation limits.

The only documented hazardous effluent discharged in the past consisted of regeneration
solutions from the B Plant demineralizers (271-B Building). These effluents were routine
corrosive discharges (D002) of aqueous sulfuric acid and sodium hydroxide solutions. The
corrosive discharges occurred from 1970 until October 1985. After 1983, the cation column
effluent was treated with sodium carbonate and the anion column effluent was treated with
monosodium phosphate to maintain a combined pH between 4 and 10. As of 1987, the waste
discharged to the 216-B-63 Trench was no longer considered to be dangerous waste.

3.1.2.2 Maximum Inventory of Waste Managed. The approximate average flow rate of
wastewater discharged to the 216-B-63 Trench varied from 378,000 to 1,408,000 L/day
(100,000 to 400,000 gal/day). Approximately 68,100,000 kg/yr (or 473,000 L/day
[125,000 gal/day]) of corroSive wastes were managed in the 216-B-63 Trench for the period
from 1970 to 1992,

3.1.2.3 Historical Sampling and Analysis. After corrosive waste discharge to the

216-B-63 Trench ceased, analytical data from the trench's effluent stream (downstream of all
contributing waste streams) were obtained from October 1989 through March 1990. Data were
collected to determine if other contaminants (other than corrosive waste) in the waste stream may
be designated as dangerous waste. The results of this sampling effort concluded that the effiuent
stream to the trench was not a designated dangerous waste. Very low levels of radionuclides
were also reported. Statistical data for this effluent are contamed in the B Plant Chemical Sewer
Stream-Specific Report (W'HC 1990a).

In August 1970, the 216-B-63 Trench was dredged. The dredgings read approximately
3,000 cpm of beta/gamma activity and were removed and disposed to the Low-Leve! Burial
Grounds (RHO 1979). ,

Surface water, vegetation, and sediment samples have been routinely analyzed and reported. The
1990 survey results for the 216-B-63 Trench indicated that radionuclide concentrations in the
surface water were below detection limits. Sediment samples showed 13 pCi/g of plutonium,

6.6 E-06 g/g of uranium, 81 pCi/g of cesium-136, and 42.2 pCi/g of strontium-90. A 1978
sample of aquatic vegetation at the 216-B-63 Trench revealed relatively high concentrations of
strontium-90 (218 pCi/g) and plutonium (89.1 pCi/g) (RHO 1980b).
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Additional biotic samples were collected at the 216-B-63 Trench in 1998 as part of the annual
near-facility environmental monitoring. Soil and vegetation data were collected from sampling
station 060 and the results are presented in Table 3-4. A detailed discussion of these results can
be found in Section 3.2 of the Hanford Site environmental report for calendar year 1998 (PNNL
1999b).

An external radiation survey completed in August 1990 did not reveal any detectable beta
contamination at the 216-B-63 Trench. A thermoluminescent dosimeter located at the
216-B-63 Trench reported a maximum of 128 mrem/yr, which is considered an above-average
site in the area around B Plant. A thermoluminescent dosimeter sample collected at the
216-B-63 Trench in 1998 showed an annual dose rate of 92 mrem per year at this site (PNNL
1999b).

Nonradiological groundwater analytical results are described in Section 3.2. Radiological
groundwater data have been collected at wells in the vicinity of the 216-B-63 Trench as part of
the RCRA interim status groundwater monitoring program. lodine-129 exceeds drinking water
standards (8.5 pCi/L) in upgradient and downgradient wells and, therefore, is not attributable to
contamination at this site.

3.1.3 216-S-10 Ditch and Pond

3.1.3.1 Sources of Waste Contributions. The 216-S-10 Ditch and Pond both routinely
received large quantities of nondangerous, low-level radioactive liquid effluent from the

202-S REDOX Facility chemical sewer and the Chemical Engineering Laboratory. The waste
stream was composed of cooling water, steam condensate, water tower overflow, and drain
effluent. The effluent to the chemical sewer was composed of approximately 60% REDOX
Facility raw water, 20% sanitary water, and 20% steam condensate. This effluent was
characterized from October 1989 to March 1990 in sufficient detail in the S Plant Wastewater
Stream-Specific Report (WHC 1990e) to support a dangerous waste designation in accordance
with WAC 173-303. The data were also compared against drinking water standards and derived
concentration guidelines (DCGs) for radionuclides. This sampling effort concluded that the
REDOX Facility effluent was not a designated dangerous waste, nor did it exceed drinking water
standards or DCGs.

A documented hazardous waste discharge to the site occurred in September 1983. This
discharge occurred during the pilot-scale evaporation crystallizer run at the Chemical
Engineering Laboratory, which is located next to the REDOX Facility. The primary objective of
this run was to simulate recovery of double-shell siurry (DSS) from a waste tank. A synthetic
DSS was produced, and 420 L (110 gal) of this product was sewered to the 216-8-10 Ditch and
Pond. Samples of the synthetic DSS were taken from two feed tanks, TK-505 and TK-509, prior
to discharge and were analyzed (WHC 1990e). The chemical compounds comprising the slurry
are those identified in the Part A Permit application for the 216-S-10 Pond and Ditch. These
components included sodium nitrate (46%), sodium hydroxide (41%), and small quantities of
sodium phosphate, sodium fluoride, sodium chloride, and potassium chromate. The DSS was
regutated due to ignitability (D001), corrosivity (D002), chromium (D007), and toxic state-only
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waste (WTO01, WT02). In addition to the September 1983 discharge, an unknown quantity of
aluminum nitrate nonahydrate (i.e., nonregulated chemical waste) was discharged in 1954.

In May 1954, a 4,049-m* (1-acre) overflow occurred from the ditch in the southeast dike of the
216-S-11 Pond (UPR-200-W-34) (GE 1956). A follow-up survey indicated the trench to be
contaminated up to 800 mrads/hr, at 500 mrem/hr in some areas with lower contamination, and
up to 80,000 cpm in an overflow area approximately 4,049 m> (1 acre) in area, which resulted
from a breakthrough on the east trench earth fill. Some decontamination of the area occurred
after the release. Records have indicated that a considerable amount of surface contamination
could be found along the ditch banks and the pond bottom (RHO 1979).

3.1.3.2 Maximum Inventory of Waste Managed. During operations, the maximum volume of
wastewater discharged daily to the 216-S-10 Pond and Ditch was approximately 568,000 L/day
(150,000 gal/day) The annual volume of effluent discharged was approximately 1.9 x 108 L
(5.0x 107 gal).

3.1.3.3 Historical Sampling and Analysis. Specific chemical and radionuclide inventory data
for the 216-S-10 Pond are not available; however, the 216-S-10 Pond received waste via the -
216-S-10 Ditch.

Results from effluent stream sampling from 1976 to 1988 and from October 1989 to March 1990
are contained in the S Plant Wastewater Stream-Specific Report (WHC 1990e). The report
concluded that the routine effluent stream entering the 216-S-10 Ditch and Pond does not
designate as dangerous waste. Radionuclide inventory information is summarized in Table 3-1.

A radiation and dose rate survey was conducted in July 1991 at the 216-8-10 Pond.
Contamination was not detected during this survey. A 1988 aerial radiation survey identified
cesium-137 as the only radionuclide that could be identified from spectra information collected
over the 216-S-17 Pond; 216-S-10 Pond; S Plant Complex; 241-S, 241-SX, and 241-SY Tank
Farms; and 216-S-10 Ditch. However, the aerial radiation survey data should only be used as a
qualitative tool for identifying more highly contaminated areas within the survey boundaries. In
addition, the gamma counts noted in the survey probably resulted from both surface and shaliow,
buried radionuclides and are thus not entirely indicative of surface contamination.

Data exist on the water quality in the 216-S-10 Ditch. The samples were taken weekly,
composited, and analyzed monthly for total beta, total alpha, cesium-137, and strontium-90, pH,
and nitrates. The results are presented in Tables 3-5 and 3-6 in the form of maximum and
minimum recorded levels. Judging from the maximum concentrations (as the minimum levels
were generally below detection), the radioactivity and nitrate concentrations appear to be
trending downward to below detection limits.

A number of excavations by backhoe across the 216-8-10 Ditch in 1971 showed the ditch to be
free of contamination (RHO 1979). In addition, semi-annual surface radionuctide monitoring
had indicated that no surface contamination exists at the pond or ditch (DOE-RL 1992b).
Weekly water samples and annual sediment and vegetation samples taken at the ditch have also
found no contamination. Gross gamma-ray logs are available for four wells around the
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216-S-10 Ditch and Pond. These logs indicate that no elevated gamma activity is present in the
subsurface area surrounding this unit (DOE-RL 1992b). :

Nonradiological groundwater analytical results are described in Section 3.2. Radiological
groundwater data have been collected at wells in the vicinity of the 216-S-10 Ditch and Pond as
part of the RCRA interim status groundwater monitoring program. No radionuclides have been
found above drinking water standards.

3.2 RCRA TREATMENT, STORAGE, AND DISPOSAL INTERIM STATUS
GROUNDWATER MONITORING

This section presents descriptions and results of interim status groundwater monitoring at the
216-A-29 Ditch, 216-B-63 Trench, and 216-8-10 Ditch and Pond. The purpose of this section is
to present interim status groundwater monitoring information to be included in a RCRA closure/
post-closure plan. This information will be used by reference or will be inserted into the
closure/post-closure plan that will form the basis for the modification to the Permit. This section
will not include the proposed final status groundwater monitoring program,; this information will
be provided in the future in the closure/post-closure plan.

The current interim status groundwater monitoring plans (as required by WAC 173-303-400 and
40 CFR 265, Subpart F) are contained in three separate documents: Groundwater Monitoring
Plan for the 216-A-29 Ditch (PNNL 1999a), Interim-Status Groundwater Monitoring Plan for
the 216-B-63 Trench (WHC 1995a), and Interim-Status Groundwater Monitoring Plan for the
216-S-10 Pond and Ditch (WHC 1990c). These documents contain further details regarding the
geology, hydrology, and current groundwater monitoring programs for the RCRA TSD sites.
Excerpts from Hanford Site Groundwater Monitoring for Fiscal Year 1997 (PNNL 1998) are
presented below for the current monitoring network and groundwater conditions.

Quarterly RCRA groundwater compliance monitoring reports were first published in 1986 on the
Hanford Site. In addition to quarterly reports, annual reports commenced in 1988. The
RCRA-compliant monitoring networks were implemented at different times for the various
facilities. Sample collection and analyses for the RCRA groundwater monitoring program on the
Hanford Site was halted on June 1, 1990, when Pacific Northwest Laboratory cancelled the
United States Testing, Inc. analytical support services contract. The sampling program was
reinstated on June 6, 1991, under an interim contract with International Technology Corporation
(DOE-RL 1992a). Annual reports for the RCRA groundwater monitoring program have been
included in the Hanford Site groundwater monitoring report since 1997 (PNNL 1997, 1998).

3.2.1 216-A-29 Ditch

3.2.1.1 History of RCRA Groundwater Monitoring. The RCRA groundwater monitoring of
the 216-A-29 Ditch began in November 1988 with an interim status indicator parameter
evaluation (detection-level) program (DOE-RL 1992a). The wells were sampled quarterly for

1 year to establish background levels. Background sampling was completed in August 1989.
The program was elevated to an assessment-level program in 1990 because of elevated specific
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conductance beyond the critical mean in one downgradient well (WHC 1990b). The results of
the groundwater quality assessment, which concluded in 1995, are reported in Results of the
Groundwater Quality Assessment Program at the 216-4-29 Diteh (WHC 1995b) and are
summarized in Section 3.2.1.4. The program then reverted to indicator evaluation monitoring in
October 1996.

3.2.1.2 Aquifer Identification. The uppermost or unconfined aquifer beneath the

216-A-29 Ditch is approximately 2 to 24 m (7 to 79 ft) thick and is contained within sediments
of the Hanford and Ringold Formations. The aquifer extends from the water table to the top of
the basalt, or in some areas, the lower mud unit of the Ringold Formation. Groundwater flow is
to the southwest due to the groundwater recharge from the 216-B-3 Pond system. The average
groundwater flow velocities range from approximately 0.03 to 0.09 m/day (PNNL 1999a). The
water table beneath the ditch has declined significantly since the discharges to the 216-B-3 Pond
system decreased.

3.2.1.3 Well Location and Design. The current monitoring well network (Figure 2-2) consists
of 10 welils. There are two upgradient wells (699-43-43 and 699-43-45) and eight downgradient
wells. The downgradient wells (prefixed by 299-) are E25-26, E25-28, E25-32P, E25-34,
E25-35, E25-48, E26-12, and E26-13. All of the wells are sampled semi-annuaily with dedicated
sampling pumps.

Construction of wells followed RCRA standard well construction specifications (WHC 1992¢).
The standards in WAC 173-160, “Minimum Standards for Construction and Maintenance of
Wells,” were used to set the basic design requirements. The interimn status groundwater
monitoring network for the 216-A-29 Ditch includes 10 wells constructed from 1985 through
1992. The locations of the monitoring wells are identified in Figure 2-2. Nine of the wells are
constructed with screens at the water table, and the remaining well is screened above the top of
the basalt. Construction summaries and details of drilling and design specifications for ail wells
in the interim status groundwater monitoring system are contained in several reports

(e.g., WHC 1992a, 1992b, 1993a). Two upgradient wells (699-43-43 and 699-43-45) were
selected to determine the background groundwater chemistry (well 699-43-45 is located beyond
the area depicted in Figure 2-2, to the east).

3.2.1.4 Results of RCRA Interim Status Groundwater Monitoring Data. The RCRA
indicator parameters are specific conductance, pH, total organic carbon, and total organic
halides. Site-specific parameters include tritium and metals. These constituents, as well as
anions, alkalinity, and turbidity, will be sampled annually and monitored semi-annually.
Groundwater quality parameters are chloride, iron (filtered), manganese (filtered), phenols,
sodium (filtered), and sulfate. The 216-A-29 Ditch was placed into an assessment-level
groundwater monitoring program in 1990 due to elevated specific conductance beyond the
critical mean in one downgradient well (WHC 1990b). From that time until 1995,
comprehensive sampling and analysis were performed to determine the cause of this anomaly.
The assessment report (WHC 1995b) concluded that elevated specific conductance was due to
high concentrations of sulfate, sodium, and calcium in the groundwater from the 216-A-29 Ditch.
Sulfate, sodium, and calcium are not regulated as hazardous wastes. The facility reverted to an
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indicator parameter evaluation program. In fiscal year (FY) 1997, specific conductance
increased slightly in nearly all of the network wells.

The groundwater in the vicinity of the 216-A-29 Ditch contains iodine-129 and pH at levels
above interim drinking water standards but are not considered attributable to the unit. Unfiltered
chromium and iron have historically exceeded drinking water standards in several wells. These
concentrations have been attributed to well construction and oxidizing conditions in the aquifer.

3.2.2 216-B-63 Trench

3.2.2.1 History of RCRA Groundwater Monitoring. Quarterly RCRA groundwater sampling
of the 216-B-63 Trench monitoring network was started in the third quarter of 1988 with an
interim status indicator parameter evaluation (detection-level) program (WHC 1995a). The wells
were sampled quarterly through calendar year 1993, and then semi-annual sampling for indicator
parameters evaluation was initiated.

3.2.2.2 Aquifer Identification. The uppermost or unconfined aquifer beneath the

216-B-63 Trench is 3.4 to 6.1 m (11.2 to 20.0 ft) thick and is contained within the sediments of
the Hanford formation. The aqguifer extends from the water table to the top of the basalt. The
Ringold Formation is absent beneath the trench. Groundwater flow is generally east to west due
to the groundwater recharge from the 216-B-3 Pond system. Groundwater flow velocities range
from 0.01 to 0.04 m/day (0.033 to 0.13 ft/day). The water table is nearly flat beneath the ditch
and has been declining since the discharges to the 216-B-3 Pond system have decreased.

3.2.2.3 Well Location and Design. The current monitoring well network (Figure 2-3) consists
of 12 wells. These wells include five upgradient wells (i.e., 299-E27-8, 299-E27-9, 299-E27-11,
299-E27 -17, and 299-E34-10) and seven downgradient wells (i.e., 299-E27-16, 299-E27-18,
299-E27-19, 299-E33-33, 299-E33-36, 299-E33-37, and 299-E34-8). All of the wells are
sampled semi-annually with dedicated sampling pumps.

Construction of wells followed RCRA standard well construction specifications (WHC 1992c)
The standards provided in WAC 173-160, “Minimum Standards for Construction and
Maintenance of Wells,” were used to set the basic design requirements. The interim status
groundwater monitoring network for the 216-B-63 Trench includes 12 wells constructed from
1987 through 1992. The locations of the monitoring wells are identified in Figure 2-3. All of the
wells are constructed with screens at the water table. Construction summaries and details of
drilling and design specifications for all of the wells in the interim status groundwater monitoring
system are contained in Interim-Status Groundwater Monitoring Plan for the 216-B-63 Trench
(WHC 1995a). Five upgradient wells (i.e., 299-E27-8, 299-E27-9, 299-E27-11, 299-E27-17, and
299-E34-10) were selected to determine the background groundwater chemistry.

3.2.2.4 Results of RCRA Interim Status Groundwater Monitoring Data. The RCRA
indicator parameters are specific conductance, pH, total organic carbon, and total organic
halides. Groundwater quality parameters are chloride, iron (filtered), manganese (filtered),
phenols, sodium (filtered), and sulfate. The 216-B-63 Trench has been in an interim status
indicator parameter evaluation (detection-level) program since 1988. There are no significant
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detections that could be attributed to this trench, and there are no exceedances in the RCRA
indicator parameters.

The groundwater in the vicinity of 216-B-63 Trench contains iodine-129 and pH at levels above
interim drinking water standards but are not considered attributable to the unit. Unfiltered

chromium and iron have historically exceeded drinking water standards in several wells. These
concentrations have been attributed to well construction and oxidizing conditions in the aquifer.

3.2.3 216-S-10 Ditch and Pond

3.2.3.1 History of RCRA Groundwater Monitoring. RCRA groundwater monitoring of the
216-5-10 Ditch began in the third quarter of 1991 with an interim status indicator parameter
evaluation (detection-level) program (DOE-RL 1992a). The wells were sampled quarterly for

1 year to establish background levels. Semi-annual sampling for indicator parameters evaluation
was instituted in 1992. Upgradient wells were sampled quarterly in 1997 to re-establish critical
mean for total organic halides, and the wells were sampled semi-annually thereafter (PNNL
1998). The cause of the upgradient total organic halides is likely the upgradient carbon
tetrachloride plume.

3.2.3.2 Aquifer Identification. The uppermost or unconfined aquifer beneath the

216-S-10 Pond and Ditch is about 61 m (200 ft) thick and is contained within sediments of the
upper unit of the Ringold Formation and the Ringold Unit E. The aquifer extends from the water
table to the lower mud unit of the Ringold Formation. Groundwater flow is to the east-southeast
between 0.007 to 0.3 m/day (0.023 to 0.98 ft/day). The water table beneath the pond and ditch
has declined significantly since the discharges to the U Pond system ceased in 1984.

3.2.3.3 Well Location and Design. The current monitoring well network (Figure 2-4) consists
of five wells. These wells included one upgradient well (299-W26-7 [well 299-W26-8 was
operational, but went dry]), and four downgradient weils (299-W26-9, 299-W26-10,
299-W26-12, and 299-W27-2). Well 299-W26-9 is also going dry and is expected to be replaced
with a new well in early 2000. The proposed location for this well is identified in Figure 2-4,
This well will be integrated with the borehole characterization effort described in this work plan.
All of the wells are sampled semi-annually with dedicated sampling pumps.

Construction of wells followed RCRA standard well construction specifications (WHC 1992¢).
The standards in WAC 173-160, “Minimum Standards for Construction and Maintenance of
Wells,” were used to set the basic design requirements. The interim status groundwater
monitoring network for the 216-S-10 Pond and Ditch includes six wells constructed from 1990
through 1992. The locations of the monitoring wells are identified in Figure 2-4. Five of the
wells are constructed with screens at the water table. The remaining well is screened above the
top of the lower mud of the Ringold Formation. Construction summaries and detaiis of drilling
and design specifications for all of the wells in the interim status groundwater monitoring system
are contained in several reports (€.g., WHC 1990c, 1992b, 1993b). Two upgradient wells
(299-W26-7 and 299-W26-8) were selected to determine the background groundwater chemistry.
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3.2.3.4 Results of RCRA Interim Status Groundwater Monitoring Data. The RCRA
indicator parameters are specific conductance, pH, total organic carbon, and total organic
halides. Groundwater quality parameters are chloride, iron (filtered), manganese (filtered),
phenols, sodium (filtered), and sulfate. The RCRA interim status indicator parameter evaluation
(detection level) program groundwater monitoring of the 216-8-10 facility began in 1991. In
FY 1996 and FY 1997, total organic halides were detected in upgradient wells. Quarterly
sampling of the upgradient wells occurred for 1 year to re-establish critical mean for total
organic halides, and then the wells were sampled semi-annually. The cause of the upgradient
total organic halides is probably the upgradient carbon tetrachloride plume. Chromium has also
been found in an upgradient well. The source of this contamination is currently under
investigation, but the source is likely attributable to the upgradient 216-S-17 Pond.

Two of the downgradient wells produced increasingly turbid samples, potentially affecting some
analytical results. Turbidity increased to over 180 nephelometric units (NTUs) during FY 1996.
Measures were taken to collect less-turbid samples (e.g., lowering the pump). The turbidity
during FY 1997 ranged from 11 to 5 NTUs.

The groundwater in the vicinity of 216-S-10 Pond and Ditch contains aluminum and pH at levels
above interim drinking water standards. Unfiltered chromium and iron have historically
exceeded drinking water standards in several wells. These concentrations have been attributed to
well construction and oxidizing conditions in the aquifer.

Historically, perched water has been discovered beneath the 216-5-9 Crib and the
216-S-10 Ditch. Well 299-W26-11 went dry in October 1991.

33 POTENTIAL IMPACTS TO HUMAN HEALTH AND THE ENVIRONMENT

This section presents and discusses the conceptual exposure model developed to identify
potential impacts to human health and the environment from waste sites in the 200-CS-1 OU.
Information pertaining to contaminant sources, release mechanisms, transport media, exposure
routes, and receptors are discussed to develop a conceptual understanding of potential risks and
exposure pathways. This information will be used to support an evaluation of potential human
health and environmental risk in the RI and FS documents for the 200-CS-1 OU.

3.3.1 Contaminant Sources and Release Mechanisms

The primary sources of contamination at waste sites in this OU were major facilities (e.g.,
PUREX Plant, B Plant, and REDOX Facility) in the 200 East and 200 West Areas. Facilities in
these areas routinely discharged low-level contaminated chemical sewer wastewater to unlined
ponds and ditches where the wastewater infiltrated into the soil and where periodic unplanned
releases occurred (e.g., wastewater leaks outside the ponds/ditches).

Releases to the environment from primary sources have resulted in secondary contaminant

sources. The secondary sources include the contaminated soils and sediments beneath the
stabilized waste sites and unplanned release sites in this OU. Secondary releases can occur
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through infiltration (continued movement of wastewater through the soil), resuspension of
contaminated soil (erosion or mechanical disturbances), volatilization {movement of organic
chemicals through the soil and into the air), biotic uptake (plantuptake or animal ingestion),
leaching (contaminant release from rain or snowmeit exposure), and external radiation (gamma).
The dominant mechanism of 200-CS-1 contaminant transport is from infiltration and leaching
with rainwater or snowmelt as driving forces. Residual effluent contamination at the waste sites
has the potential to impact groundwater.

3.3.2 Potential Receptors

Potential receptors (i.e., human and ecological) may be exposed to the affected media through
several exposure pathways, including the following:

o Ingestion of contaminated soils (including dust inhalation), sediments, or biota
o Dermal contact with contaminated soils or sediments
. Direct exposure to external gamma radiation in site soils and sediments.

Potential human receptors include site workers (current and future) and site visitors {occasional
users). Site worker and visitor exposure pathways would primarily involve incidental
soil/sediment ingestion (including dust inhalation), dermal contact with contaminated
soils/sediments, and external gamma radiation. Potential ecological receptors include terrestrial
plants and animals using the sites. Site biota exposures would primarily involve incidental
soil/sediment ingestion, biota ingestion (e.g., coyotes eating prey that live on the site or deer
consuming plants growing on the site), dermal contact with contaminated soils/sediments, and
external gamma radiation. The conceptual exposure model for the 200-CS-1 OU is shown in
Figure 3-1. .

3.3.3 Potential Impacts

Potential contaminant exposures and health impacts to humans are largely dependent on land
use. The land use for the 200 Areas selected by DOE through the NEPA process (DOE 1999)
and documented in a record of decision (64 FR 61615) is industrial (exclusive). Outside the
200 Area boundary, the selected land use is conservation (limited mining and grazing by permit
only). The 200-CS-1 sites, with the exception of the 200-S-10 Pond, are located within the

200 Area boundary. Therefore, based on the land-use decision for the 200 Areas, potential
impacts from the waste site contaminants within the 200 Areas would be to current and future
site workers and to terrestrial biota using the sites. At the 200-S-10 Pond, which is outside the
200 Area boundary, potential health impacts to occasional users (consistent with a conservation
land use) could occur in addition to site workers (current and future) and terrestrial biota using
the site.

34 DEVELOPMENT OF CONTAMINANTS OF CONCERN

The development of a list of contaminants of potential concern (COPCs) and the refinement of
the list of the potential contaminants of concern (COCs) were among the main objectives of the
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data quality objective (DQO) process for characterization of the 200-CS-1 OU representative
sites and TSD units. The DQO process is more fully described in Section 4.1. The preliminary
list of COPCs included the complete set of contaminants that were potentially discharged to
chemical sewer OU waste sites from the facilities discussed in Section 2.2. This master list of
COPCs was evaluated against a set of exclusion criteria to develop a final potential COC list.
Chemical characteristics such as toxicity, persistence, and chemical behavior in the environment
were considered. The criteria for exclusion of certain constituents, as detailed in the DQO report
(BHI 1999), are as follows:

. Short-lived radionuclides (half-lives of less than 3 years)

. Radionuclides that constitute less than 1% of the fission product inventory and for which
historical sampling indicates nondetection

) Naturally occurring isotopes that were not created as a result of Hanford Site operations

. Constituents with an atomic mass greater than 242 that represent less than 1% of the
actinide activities

. Progeny radionuclides that build insignificant activities within 50 years and/or for which
a parent/progeny relationship exists that permit progeny estimation

. Chemicals that have no known carcinogenic or toxic effect (inert)

. Constituents that have been diluted, neutralized, and/or decomposed by the high volumes
of water discharged and/or the presence of acids and bases

. Chemicals that are not persistent in the environment.

The exclusion process resulted in a final list of the potential COCs for the 200-CS-1 OU, which
is presented in Table 3-7. The preliminary list of COPCs and the excluded analytes and rationale
for exclusion are presented in Table 1-6 of the DQO summary report (BHI 1999). Additional
information regarding the potential COCs is presented in the DQO summary report and

Section 4.0 of this work plan.
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Table 3-1. Inventory of Known and Suspected Contamination for Sites
in the 200-CS-1 OU, and Effluent Volume Received — Radionuclides

Decayed to January 1999 (from DOE-RL 1997).

Effluent
, , Total U | Totat Pu | Am-241 | Cs-137 | Sr-90
Site Site Name . " . v

(ke) @ | ©@ | © | © o
216-A-29 216-A-29 Ditch - - - -- - 10,400,312
216-B-63 216-B-63 Trench 212 0.57 0.035 0.51 1.94 7,200,000
216-S-10 216-S-10 Ditch 199 0.10 0.015 1.00 0.86 4,340,000
216-8-10 216-5-10 Pond 4,120,000
216-58-11 216-S-11 Pond 208 0.31 0.67 0.65 2,230,000

200 West Area

216-W-LWC laundry waste crib - - -- -- - 1,200,000
UPR-200-W-34 UPR-200-W-34 - - - - - -

Table 3-2. Chemical Releases into the PUREX Plant Chemical Sewer Line
from Mid-1983 to 1987 (modified from DOE-RL 1990). (2 pages)

Date Chemical Pounds Waste Designation

May 20, 1983 Aluminum nitrate nonahydrate 17,725 None
Potassium permanganate 10,700

October 17, 1983 Sodium cabeonatng 1,412 None

February 9, 1984 Potassium hydroxide 83,000 D002

February 26, 1984 Sodium hydroxide 3,700 D002, WT02

May 16, 1984 Cadmium nitrate 25t0 50 D006, WTO01
Hydrazine 332

June 6, 1984 Hy droxylamine nitrate 90 U133

| August 22, 1984 Nitric acid 9,000 D002
Hydrazine 280

October 2, 1984 Hz Gronylamine nitrate 207 U133, WT02

November 1, 1984 | Sulfuric acid 3482 None
Nitric acid 349

November 27, 1984 | Ferrous sulfamate 43 None
Sulfamic acid 68 .

December 2, 1984 Potassium hydroxide 150 D002

December 2, 1984 Potassium hydroxide 62,683 D002, WTO2
Hydroxylamine nitrate 100

January 10, 1985 Hydrazine 21 U133
Nitric acid 66

January 18, 1985 Nitric acid 6,236 D002, WT02

February 8, 1985 Sodium nitrate 160 None
Ferrous suifamate 52

April 4, 1985 Nitric acid 269 None
Sulfamic acid 132
Nitric acid 190

May 14, 1985 Hydroxylamine nitrate o8 U133

‘ Hydrazine 0.4

May 27, 1985 Nitric acid 223 None

June 25, 1985 Nitric acid 24,189 D002, WT02
Ammonium fluoride 5,368

July 1, 1985 Ammonium nitrate 1,016 w0l
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Table 3-2, Chemical Releases into the PUREX Plant Chemical Sewer Line
from Mid-1983 to 1987 (modified from DOE-RL %990). (2 pages)

Date . Chemical Poultds Waste Designation
August 6, 1985 Sodium hydroxide 42,440 D002, WT02
October 28, 1985 Nitric acid 1,181 D002
[December 18, 1985 | Cadmium nitrate 35 D006, W101
December 28, 1985 | Aluminum nitrate nonahydrate 65010 730 None
Nitric acid 42
February 12, 1986 | g )6ric acid 276 Doo2
February 13, 1986 Sulfuric acid 77 D002
February 19, 1986 Sodium hydroxide <100 D002, WT02
February 21, 1986 | Sulfuric acid <100 D002
March 24, 1986 Sulfuric acid <100 D002
June 28, 1986 Sulfuric acid 121 D002
July 7, 1986 Hydrazine 6 U133
April 25, 1987 Sodium nitrite 1,275 None

Table 3-3. Results of Surface Water Sampling (pCi/L) for the

216-A-29 Ditch.

1985 1986 1987 1988 1989 1990
Radionuclide

Result Result Result Result Result Result
Total beta
Maximum 8.8E-02 1.24E-01 2.7E-02 | <1.00E+02 | <1.00E+02 <4.0E+01
Minimun 1.7E-02 <1E-01 <]E-01 | <1.00E+02 | <1.00E+02 <4.0E+01
Average 4.9E-02
SD 5.1E-02
Total alpha
Maximum 1.2E-02 | <1.0E-02 1.1E-02 SE+00 | <1.00E+02 1.04E+02
Minimum 1E-03 <1E-01 <1E-01 | <1.00E+02 | <1.00E+02 <4.0E+01
Average 3E-03
sSD 6E-03
Cesium-137 '
Maximum 5.8E-02 | <9.0E-02 1.27E-01 | <1.00EH)2 6.2E+01 <4,0E+01
Minimum 4.2E-02 <]1E-01 1E-01 | <1.00E+)2 | <1.00E+(02 <4 0E+01
Average 4.7E-02
sD 9E-03
Strontium-90
Maximum 4.0E-02 | <83E-02] <3.0E-02 | <l.00E+02 <4.0E+01 ‘
Minimum 1.5E-02 <1E-01 <1E-01 | <1.00E+02 <4,0E+01 -
Average 2.7E-02
SD 1.7E-02
SD = standard deviation.
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Table 3-4. 1998 Soil and Vegetation Data for 216-A-29 Ditch and
216-B-63 Trench®.
316-A-29 Ditch (pCi/g) 216-B-63 Trench (pCi/g)
Isotope ) Vegetation A Vegetation
Soil (D092) (%092) Soil (D060) ‘Z%,o 60)
Co-60 -0.000034 0.0017 0.0067 0.015
Zn-65 -0.012 0.00058 -0.017 -0.1
Sr-90 -(.039 0.82 0.35 0.13
Ru-103 -0.005 -0.013 -0.009% -0.015
Ru-106 0.027 -0.13 -0.031 0.085
Sn-113 -0.00078 0.0022 -0.0021 -0.03
Sb-125 0.0031 0.02 0.037 0.033
Cs-134 0.017 -0.008 0.022 -0.0093
Cs-137 0.27 0.031 1.3 0.048
Ce-144 -0.011 -0.08 -0.008 -0.036
Eu-152 -0.0015 -0.026 -0.027 -0.069
Eu-154 -0.0055 -0.013 -0.024 -0.0077
Eu-155 0.057 0.0034 0.036 -0.019
U-234 0.17 0.0078 0.18 0.011
J-235 0.026 0.0067 0.0089 0.0043
U-238 0.16 0.0061 0.17 0.0095
Pu-238 0.01 0.0029 0.021 -0.0022
Pu-239/240 0.082 0.0054 0.017 0.06056

"Data from the Hanford Site Near-Facility Environmental Monitoring Data Report for Calendar
Year 1998 (PNNL 1999b).
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Table 3-5. Results of Surface Water Sampling (pCi/mL) for the 216-S-10 Ditch*.

Radionuclide Maxtmnllinimum Mnximu‘mlm Minimum Maximum = Minimum mc(t:;:)
Total beta 0.106 0.008 0.036 <DL <DL <DL 0.1
Total alpha 0.00'_7 0.001 0.012 <DL <DL <DL 0.04
Cs-137 0.121 0.043 0.127 <DL <DL <DL 0.2
8r-90 0.030 0.020 0.040 <DL <DL <DL o.1

"Sources: Elder et al. 1986, 1987, 1989; Schmidt et al. 1992,

Table 3-6. Nonradiological Parameters for Water in the 216-S-10 Ditch®.

Year Sampie Maximum | Minimum | Average | Maximum |} Minimum | Average
Number pH pH pH NO; ppm | NO; ppm NO; ppm
1986 RM 28 8.6 7.1 7.9 <DL <DL <DL
1988 RM 28 9.6 7.0 7.8 <DL <DL <DL
1990 RM 28 9.21 1.56 8.15 <DL <DL <DL

Note: pH maximum and minimum are from weekly samples.:
*Sources: Elder et al. 1987, 1989; Schmidt et al. 1992.
<DL = less than detection limit (1.2 parts per million).
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Table 3-7. List of Potential Contaminants of Concern
at the 200-CS-1 Operable Unit.

Radioactive Constituents
Americium-241 Plutonium-238
Cesium-137 Plutonium-239/240
Cobalt-60 Radium-228
Europium-152 Strontium-90
Europium-154 Technetium-99*
Europium-155 Tritium®
Gross alpha Thorium-232
Gross beta Uranium-233/234°
Neptunium-237 Uranium-235/236"
Nickel-63* Uranium-238"
Chemical Constituents — Metals

Arsenic Lead
Barium Mercury
Beryllium Nickel
Cadmium - Selenium
Chromium Silver
Hexavalent chromium Vanadium
Copper Zinc

Chemical Constituents - Other Inorganics
Ammonia Phosphate
Chloride Sulfate
Cyanide Sulfide
Fluoride Thiocyanate
Nitrate/nitrite pH

Chemical Constituents - Volatile Organics
Acetone Halogenated hydrocarbons
1-butanol (butyl alcohol) Methyl isobutyl ketone (MIBK)
2-butanone (MEK} Propanol (isopropyl aicohot)
Carbon tetrachloride Toluene
Chloroform (trichloromethane) 1,1,1 trichloroethane
Decane 1,1,2 trichloroethane
Dichloromethane (methylene chloride) | Xylene
Ethanol

Semi-Volatile Organics

Diesel fuel’ Polychlorinated biphenyls
Kerosene® Shell E-2342 (napthalene and paraffin)°
Normal paraffin hydrocarbon” Soltrol-170 (C,oH2 to CsHe; purified kerosene)
Paraffin hydrocarbons® Tributyl phesphate

*These contaminants of potential concern (COPCs) are deep-zone sensitive only. No analyses are
required for these COPCs in the shallow zone soils, as they are soft beta emitters in low abundance
that have insignificant dose impact in the shallow zone.

*Uranium will be analyzed for total abundance in all samples; any samples with values significantly
above background levels will be analyzed for these individual species.

“Analyzed as kerosene total petroleum hydrocarbons.
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4.0 WORK PLAN APPROACH AND RATIONALE

41 SUMMARY OF DATA QUALITY OBJECTIVE PROCESS

The RI needs for the 200-CS-1 OU were developed in accordance with the DQO process

(EPA 1993; BHI-EE-01, Environmental Investigations Procedures, Procedure 1.2, “Data Quality
Objectives™). The DQO process is a seven-step planning approach that is used to develop a data
collection strategy consistent with data uses and needs. The goals of the process are to provide
the data needed to refine the preliminary site conceptual contaminant distribution model and to
support remediation decisions.

The DQO process was implemented by a team of subject matter experts and key decision
makers. Subject matter experts provided input on regulatory issues, the physical condition of the
sites, and sampling and analysis methods. Key decision makers from DOE, EPA, and Ecology
participated in the process and approved the characterization approach outlined in the DQO
surnmary report (BHI 1999). The DQO process and involvement of the team of experts and
decision makers provides a high degree of confidence that the right type and quality of data are
collected to fulfill informational needs of the 200-CS-1 OU RI. Results of the DQO process for
characterization of the representative sites and TSD units in the 200-CS-1 OU are presented in a

DQO process summary report (BHI 1999).
4.1.1 Data Uses

Data generated during characterization of the representative sites and TSD units will consist
mainly of soil contaminant data. The soil contaminant data will be used to define the nature and
extent of radiological and chemical contamination; to support an evaluation of risks; and to assist
in the evaluation, selection, and design of a remedial alternative. By defining the type and
distribution of contamination, the site-specific conceptual model for contaminant distribution can
be verified or rejected. Verification of the current model will direct the application of the
analogous unit concept at 200-CS-1 OU waste sites. A limited amount of data will be collected
to characterize the physical properties of soils that will be used to support an assessment of risk
(¢.g., RESidual RADioactivity [RESRAD] dose model or other risk modeling, as required).”
Contaminant and soil property data will be obtained by sampling and analyzing soils at the four
TSD sites, two of which are representative.

Borehole sampling at the 216-S-10 Pond will be integrated with the installation of a
downgradient RCRA interim status groundwater monitoring well. Because this well will be
located as close to the edge and influence of the waste site as possible, it will be representative of
contamination found in deep soils and to groundwater. However, because it is not located in the
pond proper, a test pit will be located at the pond influence in order to obtain shallow samples.
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4.1.2 Data Needs

A considerable amount of background and historical information has been presented in

Sections 2.0 and 3.0 regarding 200-CS-1 OU waste sites. Some of this information will be used
to develop a site-specific conceptual model for the waste sites, and additional information is
provided by reference. For most waste sites, information is available regarding location, design,
major types of waste disposed, and radiological contaminants associated with the bottom of
waste sites. However, the data needed to refine the site conceptual contaminant distribution
model and to support remedial decision making are limited. As defined by the DQO process, the
focus of the 200-CS-1 RI is to determine the nature and extent of contamination in the vadose
zone. Specifically, determinations of the type, concentration (especially highest concentration),
and vertical and lateral extent of radiological and chemical contaminants in the vadose zone are
the major data needs. Data are also required to determine the physical properties of soils, which
will provide additional input to support an evaluation of risk through the use of models for
groundwater transport, direct exposure to radionuclides, etc.

4.1.3 Data Quality

Data quality was addressed during the DQO session by identifying potential COCs and
establishing associated analytical performance criteria. The process of identifying potential
COCs is summarized in Section 3.4. Analytical performance criteria were established by
evaluating potential ARARs and preliminary remediation goals (PRGs), which are regulatory
thresholds/standards or derived risk-based thresholds. These potential ARARs and PRGs
represent chemical-, location-, and action-specific requirements that are protective of human
health and the environment. Regulatory thresholds/standards or preliminary action levels
provide the basis for establishing cleanup levels and dictate analytical performance levels (i.e.,
laboratory detection limit requirements). Detection limit requirements and standards for
precision and accuracy are used to define data quality.

To provide the necessary data quality, detection limits should be lower than preliminary action
levels. Additional data quality is gained by using established specific policies and procedures for
generating analytical data and field quality assurance/quality control requirements. These
requirements are discussed in detail in the SAP (Appendix B). Analytical performance
requirements are specified in Tables 3-7a and 3-7b of the DQO summary report (BHI 1999).
Table 3-7a contains analytical requirements for shallow soils collected up to 4.6 m (0 to 15 ft)
below ground surface (bgs), and Table 3-7b provides the analytical requirements for deeper soils
(BHI 1999). The potential ARARs and PRGs for 200 Area waste sites are discussed in

Sections 4.0 and 5.0 of the Implementation Plan (DOE-RL 1999).

4.1.4 Data Quantity

Data quantity refers to the number of samples collected. The number of samples needed to
refine the site conceptual model and make remedial decisions is based on a biased sampling
approach. Bias in sampling is the intentional location of a sampling point within a waste site
based on process knowledge of the waste stream and expected behavior of the potential COCs.
Biased sampling is the preferred sampling approach for the RI phase, as defined in Step 6 of the
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DQO process summary report (BHI 1999) and Section 6.2.2 of the Implementation Plan
(DOE-RL 1999). Using this approach, sampling locations can be selected that increase the
chance of encountering the highest contamination in the local $6il ¢olumn.

Sample locations at representative sites and TSD units were selected based on the preliminary
conceptual contaminant distribution model presented in the DQO summary report and applied to
site-specific representative and TSD units in Section 2.4 of this work plan. Fourteen locations in
the four waste sites were selected for sampling. The locations were selected with the goal of
intersecting the highest area of contamination and determining the vertical and lateral extent of
contamination within the historical boundary of the waste sites. Approximately 20 to 34 samples
will be collected from different depths at each of the sites to evaluate the extent of
contamination. Additional samples may be collected as warranted by observations such as
changes in lithology and visual indications of contamination. This biased sampling approach
was designed to provide the data needed to meet the DQOs for this phase of work.

42 CHARACTERIZATION APPROACH

This section provides an overview of characterization activities that are planned to collect the
required data identified during the DQO process. These activities include drilling boreholes and
excavating test pits (or auger boreholes) to collect and analyze soil samples. The sampling
strategy is designed to provide access to potentially contaminated subsurface areas. Sample
collection shall be guided by field screening efforts and a sampling scheme that identifies critical
sampling depths.

The sample intervais are designed to support the remedial decision process and verify the
conceptual site models. The tight sampling intervals at 0 to 3.1 m (0 to 10 ft) below the
pond/ditch sediment layer are intended to show that the highest concentrations of contaminants
are historically sorbed or filtered on the bottom of the ponds and ditches, and significantly
decrease with depth within this zone. The 4.6- and 7.6-m (15- to 25-ft) samples are intended to
contain moderate concentrations of moderately mobile contaminants, while the deeper samples at
7.6- to 15.2-m (25- to 50-ft) intervals are intended to contain low concentrations of mobile
contaminants, which also decrease with depth.

The historical high water table sample is intended to be representative of the deep contaminants
originating from the waste site of interest, which have been isolated from other possible
contaminant sources via groundwater transport. This sample is also intended to represent deep
contaminants in the vadose zone that could potentially impact groundwater,

The sample intervals are also significant at the 4.6- and 7.6-m (15- and 25-ft) depth in order to
define contamination profiles for remedial designs. For excavation and disposal sites, the
decision-making depth is 4.6 m (15 ft), as directed by MTCA direct exposure requirements. For
containment sites, models show that RCRA surface barriers become more cost effective than
excavation in the 4.6- to 6.1-m (15- to 20-ft) depth range.
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4.2.1 Drilling and Sampling

The 216-A-29 borehole will be drilled and sampled to groundwater at a location near the inlet to
216-A-29 Ditch (Figure 4-1). The 216-S-10 Pond will be drilled and sampled to groundwater as
close to the edge of the waste site as possible in order to integrate this sampling effort with the
installation of a downgradient RCRA interim status groundwater monitoring well (Figure 4-2).
The 216-5-10 Pond borehole will be installed prior to public review and final regulatory
approval of this work plan. The drilling of this borehole is scheduled to begin in mid-November
1999. One borehole will be drilled and sampled to 30.5 m (100 ft) at 216-B-63 Trench (Figure
4-3). This borehole will not be drilled to the groundwater because sufficient information on deep
zone soils is available through adjacent 216-B-2-2 borehole information obtained from the 1998
borehole summary report for this unit (BHI 1998a). The borehole for the 216-8-10 Ditch will be
located at the beginning of the stabilized portion at the head end of the ditch (Figure 4-2) due to
access concems. These locations were chosen because the inlet areas (or as near the inlet as
possible) are located where the highest levels of contamination are generally expected to exist.
Therefore, the deep sediments that will be collected should provide a worst-case scenario for
maximum contamination levels at depth.

The sample coliection strategy has been designed to thoroughly characterize the unit sediments
and the vadose zone materials beneath to the top of the groundwater table. Sampling will
generally begin at the first sign of radiological contamination, as determined by field
measurements. This contamination is expected to begin at the historic bottom of the unit

(i.e., pond, ditch, and trench sediments), but if contamination is detected in backfill materiais
above the unit bottomn, the backfill materials will also be sampled. Other than 216-S-10 Pond
borehole that will begin at 10.7 m (35 ft) bgs, borehole samples will typically be collected at
0.76-m (2.5-ft) intervals for the first 3 m (10 ft} from the bottom of the unit, then at 1.5-m (5-ft)
intervals to 7.6 m (25 ft) bgs, then at 15.3-m (50-ft) intervals to groundwater or, in the case of the
216-B-63 Trench, to 30.5 m (100 ft) bgs. Samples that were identified as critical during the
DQO process will be collected at the sediment layer and at 4.6 m (15 ft) bgs. A 7.6-m (25-ft)
bgs sample will also be identified as critical at 216-B-63 Trench and 216-S-10 Pond. The 7.6-m
(25-ft) bgs depth is considered critical for determining the cost effectiveness of placing a barrier
over a waste unit versus the excavation of contaminants. Containment was not considered cost
effective for planning purposes at the 216-A-29 Ditch and 216-8-10 Ditch due to the long,
narrow shapes of the ditches; therefore, the 7.6-m (25-ft) bgs depth will not be considered critical
at these units. ‘

In addition, one sample will be collected at the historic high groundwater table at the three
boreholes that will be constructed to groundwater: 216-A-29 Ditch, 216-S-10 Pond, and

216- S-10 Ditch. These samples will be used to determine if residual contamination remains in
the soil column that is attributable to past operation of liquid disposal units in the 200 Areas.

A sample will not be taken specifically below 3.1 m (10 ft) from the bottom of the unit

(i.e.,4.6 m, 6.1 m, or 7.6 m [15 ft, 20 ft, or 25 ft] bgs) if this point falls within an already
assigned 0.76-m (2.5-ft) interval sample or within 0.6 m (2 ft) of a sample. Additional samples
may be collected at the discretion of the geologist/sampler based on fieid screening and geologic
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information (e.g., changes in lithology). A detailed sample schedule for each borehole is
presented in the SAP (Appendix B).

All drilling will be via a procedure approved by Bechtel Hanford, Inc. (BHI), and will conform
to site-specific technical specifications for environmental drilling services. The drill rig
generally will require a 23-m (75-ft)-square pad with a 5-m (16-ft)-wide access road leading to
the drill rig. Cleaning and decontamination requirements will also be performed by
BHI-approved procedures.

Likely drilling methods for this project include cable tool, sonic, and Becker hammer. The
Becker hammer is a dual-string, reverse-air, circulation drilling method. The potential impacts
of this drilling method include degraded sample quality and increased contaminant release
potential. Because of the introduction of air to the sample media, effects on analytical results for
volatile organics and increased potential for dust result from this technique. The drilling method
must allow the use of a 13-cm (5-in.) outside-diameter split-spoon sampler. Use of a split-spoon
sampler will necessitate compositing the sample over at least 0.3 m (1 ft) to obtain enough
sample for analysis. . The drilling method selected must not use any system that circulates air or
water. If a drilling method other than cable tool drilling will be used, Ecology will be notified.

Three of four boreholes will be drilled to the top of the water table. The maximum total depth of
the investigation below ground surface is approximately as follows: 216-A-29 Ditch will be

73 m (240 ft), 216-B-63 Trench will be 30.5 m (100 ft), 216-S-10 Ditch will be 70 m (230 ft),
and 216-S-10 Pond will be 64 m (200 ft). In the boreholes to the groundwater, the presence of
water-saturated soils will indicate the end of the borehole and will be determined by the site
geologist. Up to three strings of casing may be telescoped to the proposed depth to minimize the
transport of contaminants in the vadose zone from the drilling operations. The casing sizes will
be of sufficient size to accommodate a split-spoon sampler to the bottom of the borehole.
Downsizing of the casing will be commensurate with the expected decrease in contamination
levels with depth. Actual conditions during drilling may warrant changes; the changes may be
implemented after consultation with and the approval of the task lead and the subcontract
technical representative. All casings will be removed from boreholes when drilling and sampling
are completed. If required to support Hanford Site groundwater monitoring needs, boreholes
may be completed as wells. Otherwise, the borehole shall be backfilled with bentonite or an
appropriate alternative abandonment procedure in accordance with WAC 173-160, “Minimum
Standards for Construction and Maintenance of Wells.”

4.2.2 Test Pit Excavation/Auger Drilling and Sampling

Ten test pits and/or shallow auger borings shall be excavated and sampled at the representative
sites and TSD units. The locations of these excavations are shown in Figures 4-1 through 4-3.
Test pits will likely be used for excavating and sampling; however, a hollow-stem auger may be
used as an alternative if it is determined to be more cost effective. The excavations will be used
to determine vertical and lateral extent of contamination within the area historically defined as
the waste site boundary.
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If sampling from a test pit, the samples shall be collected at the bottom of the unit (either at the
bottom of the pond, trench, or ditch), or upon the first detection of radiological contamination
above background levels, whichever is encountered first. The sampling shall be at 0.75-m
(2.5-ft) intervals to 3 m (10 ft), then at 1.5-m (5-ft) intervals to 4.6 m (15 ft) bgs at the

216-A-29 Ditch and 216-S-10 Ditch, and to 7.6 m (25 ft) bgs at 216-B-63 Trench and

216-5-10 Pond. Additional samples may be collected at the discretion of the geologist/sampler
based on field screening information, and critical samples will be collected at 4.6 and 7.6 m

(15 and 25 ft) bgs. A sample will not be taken specifically below 3 m (10 ft) from the bottom of
the unit (i.e., 4.6 m, 6.1 m, or 7.6 m [15 ft, 20 ft, or 25 ft]) if this point falls within an already
assigned 0.75 m (2.5 ft) below unit sediment interval sample or within 0.6 m (2 ft) of a sample.
If contamination is observed during the excavation process via field screening equipment at the
maximum sampling depth, an additional deeper sample will be attempted (depending on the
limitations of the excavation equipment) for further resolution of the vertical contamination
concentration profile. A detailed sample schedule for each test pit/auger borehole is presented in
the SAP (Appendix B). Chemical and radiological analyses will be composite samples. Physical
property testing will be performed on discrete samples. '

Test pits will be excavated and sampled with an excavator, which will be large enough to coilect
samples from the maximum target depth of 7.6 m (25 ft). The samples shall be collected directly
from the excavator bucket and handled in accordance with BHI-EE-01, Environmental
Investigations Procedures.

Samples collected from hollow-stem augers will require use of a large-diameter split-spoon
sampler, which necessitates compositing the sample through at least 0.3 m (1 ft) to obtain
adequate sample size for analysis. In this case, samples will be collected at the intervals for
drilling to 4.6 m (15 ft) bgs or 7.6 m (25 ft) bgs, as described above. As with test pits, critical
samples will be collected at 4.6 and 7.6 m (15 and 25 ft) bgs; additional samples may be
collected at the discretion of the geologist/sampler based on field screening information.

4.2.3 Field Screening

All samples and/or cuttings from the boreholes and test pits will be field screened for evidence of
radionuclides by the radiclogical control technician. Radioactivity screening of the soils will
assist in selecting the sample intervals. Field screening instrumentation will be maintained
consistent with the manufacturer’s specifications and other approved procedures. The site
geologist will record all field screening results in the borehole log. Field screening methodology
and instrumentation is described in detail in the SAP (Appendix B).

4.2.4 Analysis of Soil

Samples shall be collected for chemical and radionuclide analysis and to determine the physical
properties of the soil. A fairly broad and comprehensive list of analytes has been selected for

this investigation; this list was developed based on an evaluation of all potential contamination
that was discharged to the waste sites. Development of this list of potential COCs is presented in
Section 3.4 and Table 3-6. Tables B2-1 and B2-2 of the SAP list detailed descriptions of
analytical methods, holding times, and quality assurance and quality control procedures for each
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contaminant (Appendix B). A limited number of samples will also be analyzed to determine soil
physical properties such as moisture content and particle size. All samples will be collected and
controlied in accordance with BHI-EE-01, Procedure 4.0, “Soil and Sediment Sampling.” A
detailed sample schedule for all boreholes and test pits is included in the SAP (Appendix B).

43 GEOPHYSICAL LOGGING

The four boreholes (described in Section 4.2.1) will be logged with a high-resolution spectral |
gamma-ray logging (SGL) system to provide continuous vertical logs of gamma-emitting
radionuclides and with a neutron moisture-logging system to identify moisture changes. In
addition to the logging performed on the new borings, SGL is proposed in two existing wells
near the 216-5-10 Pond and Ditch (wells 299-W26-6 and 699-32-77). The SGL of existing wells
in the vicinity of a waste site can be a cost-effective method of providing supplemental data on
the vertical and lateral distribution of gamma-emitting radionuclides, provided that the weils are
located sufficiently close to the waste site and are appropriately constructed (e.g., single well
casing in contact with the formation). Following an evaluation of the locations and designs of
existing wells, wells 299-W26-6 and 699-32-77 were identified as suitable for logging. Other
wells at the 216-S-10 Pond and Ditch, 216-B-63 Trench, and 216-A-29 Ditch are not suitable for
logging because they have annular seals.

The SGL system uses standard laboratory high-purity germanium (HPGe) detector
instrumentation to identify and quantify gamma-emitting radionuclides in wells as a function of
depth. The HPGe detector is calibrated to National Institute of Standards and Testing
requirements and includes corrections for environmental conditions that deviate from the
standard calibration condition. The HPGe detector has been used to locate, identify, and monitor
the distribution and movement of contaminants in more than 600 boreholes at the Hanford Site.
The precision of this detector is such that movement of mobile constituents in the subsurface can
be identified to as little as 0.07 m (0.25 ft) at depths of up to 167.6 m (550 ft). The detector
requires constant cooling with liquid nitrogen and was designed to operate completely
submerged in water. Venting of the nitrogen gas to the surface is accomplished with a specially
designed logging cable.

The neutron moisture-logging system that measures moisture employs a weak radioactive
americium-beryllium neutron source and neutron detector to provide a direct reading of
hydrogen atom distribution in the soil surrounding the borehole. This detector will be used to
measure continuous vertical moisture in the vadose zone.

The SGL logs will be used to supplement the laboratory radionuclide data to determine the
vertical distribution of radionuclides in the vadose zone beneath the units and aid in geological
intetpretation of subsurface stratigraphy. The deep boreholes will be logged through the casing
prior to the addition of a new casing string and after the well has reached total depth. SGL
equipment calibration is conducted annually, and the data acquired during the calibrations is used
to derive factors that convert measured peak area count rate to radionuclide concentrations in
pCi/g. Casing corrections are applied to the data to compensate for the gamma-ray attenuation
by the casing.
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Existing wells in the vicinity of representative sites and TSD units may be logged with the
gamma-ray logging tool. Logging will only be required in existing wells that have one casing
string and lack annular seals. A list of wells to be logged is identified in the SAP (Appendix B).

All geophysical logging will be in accordance with Waste Management Northwest’s procedure
WMNW-CM-004, Section 17 (“Geophysical Logging”), and WMNW-CM-004, Section 18
(“Geophysical Logging Analysis”) (WMNW 1999). Applicable detection limits, analytical
methods, and accuracy and precision requirements are defined in the documents governing
borehole logging. The site geologist will record the types of geophysical surveys and the depth
intervals of initial and repeat runs in the Well Construction Summary Report form.

Logging runs will be made prior to changing casing sizes and at the total depth of the borehole.
The downhole tools and cable will be subject to the same rules as the drill rig and equipment.
The downhole tools and cable will be cleaned between boreholes. The upper part of each
borehole will be the most contaminated and will be logged first.
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Figure 4-1. Approximate Location of Test Pits and Borehole at 216-A-29 Ditch.
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Figure 4-2. Approximate Locations of Test Pits and Boreholes at 216-5S-10 Ditch and Pond.
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Figure 4-3. Approximate Locations of Test Pits and Boreholes at 216-B-63 Trench.
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5.0 REMEDIAL INVESTIGATION/FEASIBILITY STUDY PROCESS

This section describes the RI/FS (assessment) process for the 200-CS-1 OU. The development
of and rationale for this process are provided in the Implementation Plan (DOE-RL 1999) and
are summarized in Figure 1-1. The process follows the CERCLA format with modifications to
concurrently satisfy the requirements specific to RPP waste sites and RCRA TSD units
undergoing closure. A summary of the integrated regulatory process is provided in Section 5.1.

Section 5.2 outlines the tasks to be completed during the RI phase, including planning and
conducting field sampling activities and preparing the RI report. These tasks are designed to
effectively manage the work, satisfy the DQOs (identified in Section 4.0), document the results
of the RI, and manage the waste generated during field activities. The general purpose of the RI
is to characterize the nature, extent, concentration, and potential transport of contaminants and to
provide data to determine the need for and type of remediation. The detailed information that
will be collected to carry out these tasks is presented in the SAP (Appendix B) and the waste
control plan (Appendix C).

Tasks to be completed following the RI include an FS with a RCRA TSD unit closure plan
(Section 5.3), and a proposed plan and proposed RCRA permit modification for RCRA TSD
units, followed by a ROD and RCRA permit modification for RCRA TSD units (Section 5.4).

Project management occurs throughout the RI/FS process. Project management is used to direct
and document project activities (so the objectives of the work plan are met) and to ensure that the
project is kept within budget and on schedule. The initial project management activity will be to
assign individuals to roles established in Section 7.2 of the Implementation Plan

(DOE-RL 1999). Other project management activities include day-to-day supervision of and
communication with project staff and support personnel; meetings; control of cost, schedule, and
work; records management; progress and final reports; quality assurance; health and safety; and
community relations.

Appendix A of the Implementation Plan (DOE-RL 1999) provides the overall quality assurance
framework that was used to prepare an OU-specific quality assurance project plan for the
200-CS-1 RI (Appendix A, Section A2.0). Appendix C of the Implementation Plan reviews data
management activities that are applicable to the 200-CS-1 OU RUFS and describes the process
for the collection/control of data, records, documents, correspondence, and other information
associated with QU activities.

51 INTEGRATED REGULATORY PROCESS

The RCRA closure and corrective action authorities have clear jurisdiction over waste with
chemical constituents (in particular, dangerous waste and dangerous waste constituents), and
mixed wastes (i.c., mixtures of dangerous waste and radiological contaminants), but not
jurisdiction over waste with radiological contaminants only. By applying CERCLA authority
concurrently with RCRA closure and corrective action requirements through integration, cleanup
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will be addressing all regulatory and environmental obligations at this QU as effectively and
efficiently as possible. Also, by applying CERCLA authority jointly with that of RCRA,
additional options for disposal of closure, corrective action, and remedijal action wastes at the
Environmental Restoration Disposal Facility are possible. By allowing flexibility in final

disposal options, DOE, Ecology, and EPA intend to minimize disposal costs as much as possible

while remaining fully protective of human health and the environment.

The integrated process for characterization of the 200-CS-1 OU uses this RI/FS work plan in
combination with the Implementation Plan (DOE-RL 1999) to satisfy the requirements for both
an RI/FS work plan and a RCRA facility investigation/corrective measures study (RFI/CMS)
work plan. General facility background information, potential ARARs, preliminary RAOs, and
preliminary remedial technologies developed in the Implementation Plan are incorporated by
reference into this work plan. This work plan also provides RCRA TSD unit closure plan
information on facility description, location, and process information (Sections 2.1 and 2.2),
waste characteristics (Section 3.1), and groundwater monitoring (Section 3.2). Following the
completion of the work plan, a RI will be performed that will satisfy the requirements for a RFI
and will provide the data needed to support the selection of a closure strategy for RCRA TSD
units. The RI will be limited to the concurrent investigation of representative waste sites and
RCRA TSD units undergoing closure. A report summarizing the results of the RI will then be
prepared that will satisfy the requirements for a RFI report. The report will also contain the
characterization information required in a RCRA TSD unit closure plan.

After the Rl is complete, remedial alternatives/closure strategies will be developed and evaluated
against performance standards and evaluation criteria. The integration process for the evaluation

of remedial alternatives includes the preparation of an FS/closure plan that will satisfy the

requirements for a CMS report and RCRA TSD unit closure plans. Both documents are required

to include identification and development of corrective measure/remedial alternatives and an
evaluation of those alternatives. The CMS generally also includes a recommended alternative,
which is typically the purpose of the proposed plan under CERCLA. The FS will include a
section that provides corrective action recommendations for RPPs. The closure plans will
address the RCRA TSD unit in the OU and will be included in the FS as an appendix.

The RCRA closure options (i.e., landfill, modified, and clean closure as defined in

Condition ILK. of the Hanford Facility RCRA Permit) will be determined based upon the
alternative selected and the amount of cleanup that can be attained by the alternative. Landfill
closure under RCRA will include the construction of an engineered barrier over the unit and
equates to what is typically termed as a “containment alternative” under CERCLA. A modified
closure option includes alternatives that leave contaminants in place above MTCA Method B
cleanup standards in soil, debris, or groundwater. A clean closure option requires that all
contaminated material and media be removed and decontaminated to levels below MTCA
Method B.

The decision-making process for the 200-CS-1 OU wiil be based on the use of a proposed plan,
ROD, and Hanford Facility RCRA Permit modification. Based on the FS/closure plan, a
proposed plan will be prepared that identifies the preferred remedial alternative for waste sites
within the OU. The proposed plan will include a draft permit modification with unit-specific

5-2



DOE/RL-99-44
Rev. 0

permit conditions for RPP waste sites and the RCRA TSD units within the OU for incorporation
into the Hanford Facility RCRA Permit. The CERCLA ROD wili document the RCRA TSD
unit closure and RCRA correttive action decisions for these units. The lead regulatory agency
(Ecology) will prepare the CERCLA ROD following completion of the public involvement
process for the proposed plan, which, after signature by the Tri-Parties, will authorize the
selected remedial action. The remedy selected under CERCLA will be incorporated into the
Hanford Facility RCRA Permit as the RCRA closure/corrective action after issuance of the
public notice and the comment process.

The technical and procedural elements of RCRA and CERCLA are each addressed in full in this
process. The CERCLA public involvement, including public notice and opportunity to
comment, will be enhanced, as necessary, to concurrently satisfy the public involvement
requirements for the RCRA closure and RPP processes. The public will be given an opportunity
to review and comment on the CMS, closure plans (which are appended to the CMS), and the
proposed permit conditions that will be contained in the proposed plan. The proposed plan with
a draft permit modification will be issued for a minimum 45-day public review and comment
period. Supporting documents, including the FS/closure plan, will also be made avatilable to the
public for review at this time. A combined public meeting/public hearing may be held during the
comment period to provide information on the proposed action and permit modification and to
solicit public comment.

5.2 REMEDIAL INVESTIGATION ACTIVITIES

This section summarizes the planned tasks that will be performed during the RI phase for the
200-CS-1 OU, including the following:

Planning

Field investigation

Management of investigation-derived waste (IDW)
Laboratory analysis and data validation

Remedial investigation report.

These tasks and subtasks reflect the work breakdown structure that will be used to manage the
work and to develop the project schedule discussed in Section 6.0.

5.2.1 Planning

The planning subtask includes activities and documentation that need to be completed before
field activities can begin. These include the preparation of an activity bazard analysis and site-
specific health and safety plan (HASP), radiation work permits, excavation permits and
supporting surveys (e.g., cultural, radiclogical, wildlife, and utilities), work instructions,
personnel training, and the procurement of materials and services (e.g., drilling and geophysical
logging services). In addition, borehole and test pit locations identified in Figures 4-1 through
4.3 will be located using a global positioning satellite system.
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Appendix B of the Implementation Plan (DOE-RL 1999) provides a general HASP that cutlines
health and safety requirements for RI activities. Site-specific HASPs will be prepared for test pit
excavation and drilling following the requirements of the general HASP. Initial surface
radiological surveys will be performed to document any radiological surface contamination and
the background levels in and around the sampling locations. This information will be used to
document initial site conditions and prepare HASPs and radiation work permits.

5.2.2 Field Investigation

The field investigation task involves data-gathering activities performed in the field that are
required to satisfy DQOs. The field characterization approach is summarized in Section 4.2 and
is detailed in the SAP (Appendix B). The scope includes soil/sediment sampling and analysis to
characterize the vadose zone at the two representative TSD waste sites (216-A-29 Ditch and
216-S-10 Ditch) and the other RCRA TSD units (216-B-63 Trench and 216-S-10 Pond). Major
subtasks associated with the field investigation include the following:

. Test pit excavation and sampling
. Borehole drilling and sampling and associated geophysical logging
. Preparation of field reports.

5.2.2.1 Test Pit Excavation and Sampling. This subtask involves the excavation of test pits
for the purpose of collecting soil and sediment samples and characterizing the geology of the
upper vadose zone. Samples will be collected from 10 test pits to a maximum depth of 7.6 m
(25 ft) using an excavator. Samples will be collected from the bucket of the excavator and will
be packaged for shipment to an offsite laboratory. At the completion of sampling, the test pit
will be backfilled and initial site conditions will be re-established. Alternatively, a hollow-stem
auger drill (using split-spoon sampling) may be used instead of test pits if this technique is found
to be more cost effective. Other activities include work zone setup, mobilization/demobilization
of equipment, equipment decontamination, and field analyses. Planned field analyses include
radiological field screening and pH.

In addition to the soil sampled for laboratory analyses, all sample material and excavated soil
will be analyzed in the field using field screening techniques for radionuclides to provide
additional characterization data, to assist in the selection of sample intervals (e.g., hot spots), to
control the work (e.g., separation of contaminated and clean spoil), and to ensure the health and
safety of workers.

5.2.2.2 Borehole Drilling and Sampling. This subtask involves drilling boreholes for the
purpose of collecting soil and sediment samples and creating a geophysical log of the borehole.
Three boreholes are planned to collect samples at a depth to the top of the groundwater tabie of
the 216-A-29 Ditch, 216-S-10 Ditch, and 216-S-10 Pond. One borehole is planned to collect
samples to 30.5 m (100 ft) at the 216-B-63 Trench. Samples will be collected with split-spoon
samplers and packaged for shipment to an offsite laboratory. At the completion of sampling, the
boreholes will be abandoned and initial site conditions will be re-established. Alternatively, the
borehole may be completed as a groundwater monitoring well, if needed by the Hanford Site
groundwater monitoring program. Other activities include work zone setup,
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mobilization/demobilization of equipment, equipment decontamination, and field analyses. -
Planned field analyses include radiological field screening, pH, bulk density, and geophysical

logging.

- All samples and drill cuttings will be field screened (i.e., additional field screening analyses) for
radionuclides to provide additional characterization data, to assist in the selection of sample
intervals (e.g., hot spots), to assist in establishing radiation control measures, and for worker
health and safety. Monitoring of volatile organic compounds may be also performed at the
borehole casing for worker health and safety.

Geophysical logging will be used to gather in situ radiological, water saturation, and physical
data from boreholes and from several existing wells. Spectral gamma-ray logging will be
performed on planned boreholes and is proposed at two existing wells near the 216-S-10 Pond
and Ditch (299-W26-6 and 699-32-77) to assess the distribution and type of gamma-emitting
radionuclides, and neutron logging will be performed for saturation distribution over the
borehole or well interval.

5.2.2.3 Preparation of Field Reports. At the completion of the field investigation, a field
report will be prepared to summarize the activities performed and the information collected in
the field. The report will include survey data for test pit and borehole locations, the number and
types of samples collected and associated Hanford Environmental Information System database
numbers, inventory of IDW containers, geological logs, field screening results, and geophysical
logging results.

5.2.3 Management of Investigation-Derived Waste

Waste generated during the RI will be managed in accordance with the waste control plan
{Appendix C). Appendix E of the Implementation Plan (DOE-RL 1999) provides general waste
management processes and requirements for the IDW and forms the basis for activity-specific
waste control plans. The waste control plan addresses the handling, storage, and disposal of
IDW generated during the RI phase. Furthermore, the plan identifies governing Environmental
Restoration Contractor (ERC) procedures and discusses the types of waste expected to be
generated, the waste designation process, and the final disposal location. The IDW management
task begins at the start of the field investigation, when IDW is first generated, through waste
designation and disposal. ‘

52.4 Laboratory Analysis and Data Validation

Soil and sediment samples collected via test pits and boreholes will be analyzed for a
comprehensive suite of radionuclides and chemicals and for select physical properties based on
established DQOs and as defined in the SAP (Appendix B). The list of analytes, methods, and
associated target detection limits are provided in Tables B2-1 and B2-2 of the SAP

(Appendix B). This task includes the laboratory analysis of samples, the compilation of
laboratory results in data packages, and the validation of a representative number of laboratory
data packages.
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5.2.5 Remedial Investigation Report

This section summarizes data evaluation and interpretation subtasks leading to the production of
an RI report. The primary activities include a data quality assessment (DQA); evaluating the
nature, extent, and concentration of contaminants based on sampling results; assessing
contaminant fate and transport; refining the site conceptual models; and evaluating risks through
a qualitative risk assessment (QRA). These activities will be performed as part of the RI report
preparation task.

5.2.5.1 Data Quality Assessment. A DQA will be performed on the analytical data to
determine if the data are the right type, quality, and quantity to support the intended use. The
DQA completes the data life cycle of planning, implementation, and assessment that began with
the DQO process. For this task, the data will be examined to determine if they meet the
anaiytical quality criteria outlined in the DQO and to determine if the data are adequate to
evaluate the decision rules in the DQO.

5.2.5.2 Data Evaluation and Conceptual Model Refinement. This task will include
evaluating the information collected during the investigation. The chemical and radiological
data obtained from the test pits and boreholes will be compiled, tabulated, and statistically
evaluated to gain as much information as possible to satisfy the data needs. Data evaluation
tasks may include the following:

. Graphically evaluating the data for vertical distribution of contamination within each test
pit and borehole.

. Stratifying the data and computing basic statistical parameters such as mean and standard
deviation for individual levels. This will provide an indication of lateral and vertical
contaminant distribution.

. Constructing contour diagrams and variograms to evaluate spatial correlations within

each stratum, which will indicate if contamination is concentrated in a particular area
(e.g., near the influent end for the units, or at the head end of the ditches).

] Performing anatyses on the data to evaluate the presence or absence of contamination.
There are many facets to this step, including determining data distribution and selecting
the appropriate statistical tests. The initial screening for contamination should evaluate
the data with respect to background by using simple comparisons of an upper bound of
the data to background concentrations (e.g., MTCA tests) or more complex comparisons
such as nonparametric hypothesis tests (e.g., Wilcoxon Rank-Sum Test). These tests may
also compare the data to appropriate cleanup levels.

All of these statistical evaluations will aid in refining the conceptual model for this OU and
selecting the remedial alternative.

Data on the soil physical properties will be used to determine the sediment type, which will assist
in choosing the proper unsaturated hydraulic conductivity/moisture retention curve. Knowing
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the soil type and soil moisture will allow the determination of unsaturated hydraulic
conductivity, which will be used in modeling flow and transport (see Section 5.2.5.3).

The chemical, physical, and geophysical data will be used for correlating subsurface data, for
further refinement of the conceptual model, and as input to a QRA.

5.2.5.3 Qualitative Risk Assessment. For the 200-CS-1 OU, a QRA will be prepared to
evaluate risk to human receptors from potential exposure to contaminants in accessible surface
sediments and shallow subsurface soils. The QRA will also evaluate the impact to groundwater
that may result from contaminants migrating to the water table through the vadose zone
underlying wastes sites in the 200-CS-1 OU.

The application of risk assessment in the characterization and remediation of the 200 Areas will
follow a graded approach as described in Section 5.5 of the Implementation Plan (DOE-RL
1999). A QRA will be performed as part of the RI report and FS. When additional data are
available for all the sites in an OU, a more quantitative risk assessment may be performed. A
quantitative, cumulative risk assessment will be used to evaluate remedial actions and close out
the sites in the 200 Areas.

The computer program RESRAD will be used to model radionuclide dose. Other contaminant
fate and transport models may be used to assess impact to the groundwater from chemicals and
radionuclides in the vadose zone. The chemical and physical characterization data obtained in
this study will be used in the RESRAD modeling, as well as input parameters appropriate for the
land use. As waste sites within the 200-CS-1 OU are both inside and outside the 200 Area
boundary, separate QRAs will be performed for both commercial/industrial and rural-residential
land use. The input parameters recommended by the Washington State Department of Health
(WDOH 1997) may be considered for this effort. Section 5.5 of the Implementation Plan
(DOE-RL 1999) contains additional information on the application of the risk assessment
process to the OU.

5.3 FEASIBILITY STUDY AND RCRA TREATMENT, STORAGE, AND DISPOSAL
UNIT CLOSURE PLAN

After the RI is complete, remedial alternatives/closure strategies will be developed and evaluated
against performance standards and evaluation criteria in the FS and appended RCRA TSD unit
closure plans. The FS process consists of several steps: '

1. Defining RAO and RCRA closure and RCRA corrective action performance standards.
2. Identifying general response actions (GRAs) to satisfy RAOs.

3. Identifying potential technologies and process options associated with each GRA.

4, Screening process options to select a representative process for each type of technology
based on their effectiveness, implementability, and cost. :
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5. Assembling viable technologies or process options into alternatives representing a range
of treatment and containment plus no action.

6. Evaluating alternatives and presenting information needed to support remedy selection
and RCRA closure of the unit as a landfill or under modified or clean closure pursuant to
Hanford Facility RCRA Permit Condition IL.K.

Appendix D of the Implementation Plan (DOE-RL 1999) identifies the following remedial action
alternatives as potentially applicable to the 200-CS-1 OU:

Engineered surface barriers with or without vertical barriers
Excavation and disposal with or without soil treatment

In situ grouting or stabilization

In situ vitrification

Monitored natural attenuation.

Engineered surface barriers with or without vertical barriers could be used on sites where
contaminants may be leached or mobilized by the infiltration of precipitation or if surface/near-
surface contamination exists. However, the cost to construct a surface barrier over a very long,
narrow area of contamination (as is the case with the 216-A-29 Ditch and the 216-8-10 Ditch), as
well as the unlikely potential for very low levels of deep contaminants to exist, may likely
preclude applicability of this alternative. The 216-B-63 Trench is also relatively long and
narrow; however, surface barriers should be retained for this unit because of its close proximity
with other contaminated waste sites (e.g., 216-B-2-2 Ditch) where construction of an aggregate
surface barrier may be cost effective.

Excavation and disposal with or without soil treatment could be used at most waste sites that
contain shallow contamination including radionuclides, heavy metals, other inorganics
compounds, semi-volatile organic compounds, and volatile organic compounds. This alternative
is applicable to the 200-CS-1 QU waste sites.

In situ grouting or stabilization could be used on waste sites that contain high concentrations of
heavy metals, radionuclides, and/or other inorganic compounds. In situ grouting could also be
effective in filling voids for subsidence control. Information known about the 200-CS-1 OU
waste sites indicates that high concentrations of these potential COCs are not anticipated, and
void spaces are not anticipated. Therefore, this alternative will be screened out from the
preliminary list of remedial alternatives applicable to these sites.

In situ vitrification could be used at most waste sites, although; like in situ grouting, this
alternative is considered to be most applicable to sites that contain high concentrations of
contamination in a small, relatively shallow-depth area. This alternative will also be screened
out of the preliminary list of remedial alternatives applicable to these sites.

Monitored natural attenuation is considered to be applicable to most sites as a remedial
alternative to consider, primarily due to radioactive decay; however, it will rarely be considered
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as a sole alternative for remediation. Typically, use of monitored natural attenuation will be
considered in combination with other remedial alternatives for the waste group.

The list of potentially applicable remedial alternatives for the 200-CS-1 OU is as follows:

. Engineered surface barriers with or without vertical barriers (for 216-B-63 Trench and
216-S-10 Pond only)

. Excavation and disposal with or without soil treatment

. Monitored natural auenuati;)n

. Reﬁaedial action alternatives will be reassessed as part of the final FS to develop a final

list of alternatives. Remedial alternatives are expected to require refinements or
modifications in the final FS based on site characterization data collected during the RI.
The development of new or emerging technologies will also be considered in the final
FS.

Along with the CERCLA requirement to evaluate a no action alternative, this list of potential
remedial alternatives satisfies the requirements for the screening phase (Steps 1 through 6) of the
FS process unless information gathered during the RI phase conflicts with this preliminary
evaluation or new technologies are developed. The preliminary RAOs, PRGs, GRAs, and the
screening level analysis of alternatives are incorporated by reference into this work plan. Asa
result of the work completed in the Implementation Plan (DOE-RL 1999), the-FS report will
focus on the final phase of the FS, which consists of developing final RAOs and PRGs, and
refining and analyzing (in detail) a limited number of alternatives identified in the screening
phase.

During the detailed analysis, each alternative will be evaluated against the following criteria:

Overall protection of human health and the environment
Compliance with ARARs

Long-term effectiveness and permanence

Reduction of toxicity, mobility, or volume

Short-term effectiveness

Implementability

Cost

State acceptance.

One additional modifying criteria, community acceptance, will be applied following the FS at the
proposed plan and ROD phase.

National Environmental Policy Act of 1969 (NEPA) values will also be evaluated as part of
DOE’s responsibility under this authority. The NEPA values include impacts to natural, cultural,
and historical resources; socioeconomic aspects; and irreversible and irretrievable commitments
of resources.
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The RCRA closure performance standards (WAC 173-303-610[2]) will also be used to evaluate
the ability of alternatives to comply with RCRA closure requirements. These standards require
the closure of TSD units in a manner that achieves the following:

Minimizes the need for further maintenance

Controls, minimizes, or eliminates, to the extent necessary to protect human health and
the environment, post-closure escape of dangerous waste, dangerous waste constituents,
leachate, contaminated run-off, or dangerous waste decomposition products to the
ground, surface water, groundwater, or the atmosphere

Returns the land to the appearance and use of surrounding land areas to the degree
possible given the nature of the previous dangerous waste activity.

In addition, RCRA corrective action performance standards (WAC 173-303-646(2]) will be used
to evaluate alternative compliance with RCRA corrective action requirements. These standards
state that corrective action must achieve the following:

Protect human health and the environment for all releases of dangerous wastes and
dangerous constituents, including releases from all solid waste management units at the
facility

Occur regardless of the time at which waste was managed at the facility or placed in such
units, and regardless of whether such facilities or unit were intended for the management
of solid or dangerous waste

Be implemented by the owner/operator beyond the facility boundary where necessary to
protect human health and the environment.

The FS will also include supporting information needed to complete the detailed analysis and
meet regulatory integration needs, including the following:

Summarize the Rl, including the nature and extent of contamination, the contaminant
distribution models, and an assessment of the risks to help establish the need for
remediation and to estimate the volume of contaminated media.

Refine the conceptual exposure pathway model to identify pathways that may need to be
addressed by remedial action.

Provide a detailed evaluation of ARARs, beginning with potential ARARs identified in
the Implementation Plan (Section 4.0, DOE-RL 1999).

Refine potential RAOs and PRGs identified in the Implementation Plan (Section 5.0,

DOE-RL 1999) based on the results of the RI, ARAR evaluation, and current land-use
considerations.
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. Refine the list of remedial alternatives, identified in the Implementation Plan
(Appendix D, DOE-RL 1999) and in this section, based on the RL
. Provide corrective action recommendations for RPPs to fulfill the requirements for a
CMS report.

. Include closure plans to address RCRA TSD units in the OU as appendices. The closure
plans will incorporate, by reference, specific sections of the work plan or RI report
containing specific closure plan information. The closure plans will include closure
performance standards, a closure strategy, general closure activities including verification
sampling, and a general post-closure plan.

Additional RCRA integration guidance for preparing an FS/closure plan is provided in
Section 2.4 of the Implementation Plan (DOE-RL 1999).

54  PROPOSED PLAN AND PROPOSED RCRA PERMIT MODIFICATION

The decision-making process for the 200-CS-1 OU will be based on the use of a proposed plan,
ROD, and modification to the Hanford Facility RCRA Permit. Following the completion of the
FS/closure plan, a proposed plan will be prepared that identifies the preferred remedial
alternative for the OU (which will include RCRA closure and corrective action requirements). In
addition to identifying the preferred alternative, the proposed plan will also serve the following

purposes:

) Provide a summary of the completed RI/FS.

) Provide criteria by which analogous waste sites within the OU not previously
characterized will be evaluated after the ROD to confirm that the contaminant
distribution model for the site is consistent with the preferred alternative. Contingencies
to move a waste site to a more appropriate waste group will also be developed.

. Identify performance standards and ARARs applicable to the OU.

The proposed plan will also include a draft permit modification with unit-specific permit
conditions for RPPs and the RCRA TSD unit for incorporation into the Hanford Facility RCRA
Permit. After the public review process is complete, Ecology (as the lead regulatory agency)
will make a final decision on the remedial action to be taken, which is documented in a ROD.
The Hanford Facility RCRA Permit will subsequently be modified by Ecology to incorporate the
ROD (and subsequent amendments) by reference, authorizing the RCRA actions.
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5.5 POST-RECORD OF DECISION ACTIVITIES

After the ROD and modification to the Hanford Facility RCRA Permit have been issued, a
remedial design report (RDR) and remedial action work plan (RAWP) will be prepared to detail
the scope of the remedial action (which will include RCRA closure and corrective action
requirements). As part of this activity, DQOs will be established and SAPs will be prepared to
direct confirmatory and verification sampling and analysis efforts. Prior to beginning
remediation, confirmation sampling will be performed to ensure that sufficient characterization
data are available to confirm that the selected remedy is appropriate for all waste sites within the
OU, to collect data necessary for the remedial design, and to support future risk assessments, if
needed. Verification sampling will be performed after the remedial action is complete to
determine if ROD requirements have been met and if the remedy was effective. Additional
guidance for confirmatory and verification sampling is provided in Section 6.2 of the
Implementation Pian (DOE-RL 1999).

The RDR/RAWP will include an integrated schedule of remediation activities for the QU,
including the schedule for RCRA TSD unit closure, and will satisfy the requirements for a RPP
corrective measures implementation work plan and corrective measure design report. Following

the completion of the remediation effort, closeout activities will be performed as specified in the
ROD, RDR/RAWP, and the Permit.

The RCRA closure activities and schedules will be defined in the closure plan and will be
consistent with those identified in the RDR/RAWP. Enforceable sections of the closure plan will
be stated in the modification to the Hanford Facility RCRA Permit. Certification of closure in
accordance with WAC 173-303-610(6) will be performed after completion of cleanup actions.
The site will be restored as appropriate for future land use. If clean closure is not attained at a
TSD unit, post-closure care requirements will be met. These requirements will include final
status groundwater monitoring, maintenance and monitoring of institutional controls and/or
surface barriers, and certification of post-closure at the completion of the post-closure period.
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6.0 PROJECT SCHEDULE

The project schedule for activities discussed in this work plan is shown in Figure 6-1. This
schedule will serve as the baseline for the work planning process and will be used to measure the
progress of implementing this work plan. The schedule for preparation, review, and issuance of
the RI report, FS/closure plan, and proposed plan/proposed permit modification is also shown in
Figure 6-1. The schedule concludes with the preparation of a ROD.

One Tri-Party Agreement milestone that is associated with this project involves completing
Draft A of the work plan by August 31, 1999, for transmittal to the regulators (Milestone
M-13-21).

The following are proposed project milestone completion dates for key activities:

Complete field activities — September 30, 2003

Submit Draft A Rl report for regulatory review — May 31, 2004

Submit Draft A FS/closure plan for regulator review ~ September 30, 2005

Submit Draft A proposed plan/permit modification for regulator review — March 31,
2006".

The characterization effort at the 216-S-10 Pond and 216-S-10 Ditch are required in 2001 in
order to meet the TPA Milestone M-20-39, which is the submittal of a closure plan by
February 28, 2003.

Interim milestones to be designated under the Tri-Party Agreement will be established through
negotiations between the Tri-Parties. A Class II change form will be submitted to Ecology and
EPA to request the addition of any interim milestones. Any updates to the project schedule or
associated milestones will be reflected in the annual work planning process.

* Target project milestones.
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Figure 6-1. Project Schedule for the 200-CS-1 Operable Unit.
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ot cooot ove cpuced for atiorape- %"mm. _ .
I romm | 1. UPATSTATE LD, NUMBER
3 DANGEROUS WASTE PERMIT APPLICATION (wiaf7]efs]ofo[o]z[e{a]7]

FOH OFFICIAL USE ONLY

WW . . COMMENTS

I
I, FIRST OR REVISED APPLICATION
Place an “X" in the pnmnbn:unlotlbcluwlmltmbo:oﬂv}hmdh-tlwh-tmnh-llm! irgt h i for your faci

_aepro a revised
plication. H this is your first ne 1 s EPA/STATE LD. arif this is rov-nd icmn. enter your {acility’s EPAISTATE
IB il bn lanlnﬁon you sirdady know your 1aclity” D. Numbaer, or i upl yo "'Iw

A. FIRST AFPLICATION [place sn 'X'M'M‘mvﬂ.mwmﬁlﬂ

1. EXBTMFACSUTVBOJL k defirdtion of “sxi - .
0O for de g " focilty. [ 2. NEW PACIITY (Compiets iam belew)
FOR NEW FACILITIES,
pav{lym FOR EXISTING FACILITHE, PROVIDE THE DA ima., de .| PROVIDE THE DATE, |
PERATION GEGAN OR THE DATE CONSTRU S Gdo i i FERA-
171 l 5|6 nu-dnumm: it : Tiohi SEEA R &
| = . EXPECTED TO BEGIN
B REVISED APPLICATION jpirce an “X° balow and compiets Sedtien | sbave)

[0 1. FACIITY HAS AN INTERIM STATUS PERMIT . I 2. FAcwITY HAS A FINAL PERMIT

HL PROCESSES - CODES AND CAPACITIES

A-PROCESS CODE - Enter the code from the Fst of procena codes bob\-m-tb-nuum«-uhsmuc 10 be used at the fagility, T.hllnclmpmvldud for sntering
sodas, if more knes are needed, m-flmm:odclslinth-umm lpmunwalnnuudmtsmmelwulnlhollne codes below, then describe the |

g s Sasign n space i
B. PROCESS DESION CAPACITY - For sssh sade in column A enter-the cepacity of the i
1. AMOUNT - Entsr the amount.
2. UNIT OF MEASURE - 'ot-nhmtmhmllﬂ.mﬁhcmlmﬂuﬂnofuﬁmumcndnhbwmt bes tha unit of wad,
Only the units of Mmeseurs that sm Ested beiow should be used.
PRO- APPROPRIATE UNITS OF PRO- APPROPRIATE UNITS OF
CESS MEABURE FOR PROCE CESG MEASURE FOR PHOCEIS
PROCESS CODE DEBIGN CAPACITY i PROCESS CODE OE8IGN CAPAC
oringe: Treatmant: ’
CONTAINER (barrsi, drum, stc) 8501 GALLON LITERS K TO1  GALLONE PER DAY OR
TANK ! 502 GlLtON: &R LITERS TAN L 1] AY
WASTE PUE 503 Esg:g YARDS OR SURFACE IMPOUNDMENT Yoz EALng'%RPEHAeAY OR
M TO3 TONS PER HOUR
SURFACE IMPOUNDMENT S04 GALLONS OR LITERS mcmm BAulo%Io:Eln :‘!gu';‘og;‘
ILECTION WELL D8O  GALLONS OR LITERS FER HoUR
LANDFILL R8T A -FEET (the velume that mn {Use for phveical, :hlml! TO4 GALLONS PER DAY QR
Would cover one acre 1 & of biviogical treat LITERS PER DAY
mgrmhou . b .-_-m:-mmuﬂmhtuﬁn.
surfaca impoundments
LAND APPLICATION DB2 ACHFS OR HE#ARES stors. Describe the processes in
QCEAN DISPOSAL Da3 EALLDNPS‘“E&QAY OoR tha space provided: n BLC.)
SURFACE IMPOUNDMENT D84  QGALLONE OR LITERS
UNIT OF
MEASURE
UNIT OF MEASURE CODE UNIT OF MEASURE
LITERS PER DAY .. ...
TONS PER HOUR, . . ..
METRIC TONS PER HOUI
C GAI.I.ONSFERHQUR.
GALLDN!FE!DAV..............U UTERS PERHOUR , . . ....0cnvvarvs H
EXAMPLE FOR COMPL‘TM SECTION I IMmeﬁNmn‘m X7 and X-2 badaw]: A Tacility haw twer wnks, ohe uM can
OO gallons srwi the ¥ the sther Ean hold 400 gellesis. Tha facility sisc has en incimrstor that can burm up to 20 gelons per
’ MRO N CITY . PROCESS DESIGH CAPACl'I'V
L | erss - e T P R Ty = 2. UNIT
§ Mpcone | 1. AnouNT o | Comt (M coor 1. AvounT o - ot
EE| sbovel ianear | ONLY gl e tapackyl fonter | OWLY
R cove) ] ) codel
x-1|§|012 00 g 5
xX-zZ|Tjo|x 20 F g
318i4 6,000,000 G r
2 Tlo 6,000,000 U 4
3 ' . 1
4 10 :
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Continyad frem the front.

I_ly PROCESSES (continued)]

SPACE FOR ADDITIONAL "PROCESS CODES OR FOR DESCRIBING OTHER PROCESS {code -T04°]. FOR EACH PROCESS ENTERED HERE INCLUDE DESIGN CAPAGITY,

To4, D84

The 216-A-29 Ditch received nonregulated process and cooling water from the
Plutonium-Uranium Extraction (PUREX) Plant, and also received corrosive
dangerous waste from regeneration of dem:nera11zer columns in the PUREX Piant.
The ditch also received spills from the PUREX Plant. Treatment of this waste
occurred by the successive addition of acidic and caustic waste, which served
to neutralize the waste in the ditch. Any acidic and caustic waste that did
reach the soil were subsequently neutralized by the calcareous nature of the
soil. Approximately 6,000,000 gallons (22,712,400 liters) a day of waste flow
reached the ditch. No accurate. records are ava11ab1e concerning the total
volume of waste treated in this unit. The 216-A-29 Ditch has not received
dangerous waste since February 1986 and will be closed under interim status.
The process design capacity for this unit reflects the maximum volume of waste
discharged to the unit daily rather than the physical design capacity.

Iv. DESCRIPTION OF DANGEROUS WASTES

A

dangerous ‘7:;‘?. whoch are not listed in Chapter 173-303 WAC, snter the four digit I snd/or the toxic con
o
ESTIMATED ANNUAL qUﬁNHT'Y For Ia:h listed wam d in col A { the gquantity of that waste that will be handled on an annual basis.
For wach eh:uellmtn: or toxic con A axti tha total annual quantity of all the non-listed wasteis) that will be handled which
char or
. UNIT OF MEASURE - For sach quantity entered in column B enter the unit of measure cods. Units of muasues which must bs used and the appropriate codes

L

ENGLISH UNIT OF MEASURE CODE METRIC UNIT OF MEASURE CODE

POUNDS ...........c0.iunnn. P KILOGRAMS . .. ................ K

TONS .. . ittt ittt T METRICTONS. ., ........ ... M

. PROCESSES
1. PROCESS CODES:
For listed d rous wasta: For sach listsd d d In col A sslect the codeis] from the kst of process codes contained in Section it to
indicate how the wasts will be stared, trested, andfor dlmnd of st the lu:my
For fisted dang For sach ch risti axie d in Column A, selvct the cod.(ll from the list of process codes contained in
Secti to indi all the p that will be used I.D llorl, treat, andfor P af sl the wastes that pozsess that charactenstic of

DANGERQUS WASTE NUMBER Enter the four digit number from Chapter 173-302 WAC far nc‘n Iulud dmmm:- wasta you \mll handis. f you hand

H facility records use any othar unit of measure inr qulmltv the units of messure Must be convertad into one of the required units of maassura taking into sceount the
appropriate density or specific gravity of the was

L]
toxic contaminant,
Note: Four spacss are provided for entasing process codes. |If more are needed: (1) Enter the first three as described abova: (2) Enter "000" in the axtreme right
box of item IV-0{1}; »nd {3) Enter in tha space provided ofs page 4, the line and the additionsl codeis)
2. PROCESS DESCRIPTION: If & cide in not kinted for a procens that will be used, describe the process in the space provided on the form.
NOTE: DANGEROUS WASTES 'DESCRIBED BY MORE THAN ONE DANGEROUS WASTE NUMBER - Dahgerous wastes that can be described by more than one Wasta
Number shalt be describad on tha form as follows:
1.  Select one of the Dlnp'mm Waste Numbers and enter it in colsmn A. On the same Sne complets columne B, C, and O by sstimating the total annual quantity of
the waste and o I the p 16 be used to treat, store, snd/or disposs of the waste.
2. W column A of the next line enter the other Dangerous Waate Numbar that can bs used to describe the waste. In column D{2) on that lina anter “included with
above” aM make no other sntrias on that line.
3. Rapeat ntep 2 for each other Dangerous Waste Number that can ba uud to describe thc dangerous wagte.

EXAMPLE FOR COMPLETING SECTION IV {shown /n lne numbars X-1, X-2, X-J and X4 below} - A luilny will ;ru;t and dilpou of an u'timn-d 200 wund. pet_your

at chrome shavings from teathar tanning and finishing operation. In addition, the 1acility will troat and
only and thare be an estimated pourds per year of each waste, The other vwasts is corrosive amfvcrmabh md thate will ba an uum-ud 100 pcundl par yam

of that waste. Treatment will ba in an incrurmr and disposal will be in 3 landiif,

D. PROCESSES

b wpandEro Sk A
) B, ESTIMATED ANNUAL -
y O WASTERO. QUANTITY OF WASTE f’,‘,’,'ff, - 1., PROCESS CODES 2. PROCESS DESCRIPTION
E - lenter codel tenrer fif & coda is not enterad in DIt}

xlols]e 900 2] t+folaloletal TV | 17
x2|o|e|e|2 400 el [7'a'alo'alo] ' ! P
x-z|e|e|e|t 100 el |r'o'alo'a'o| V! t

|

4|0jo)e]2 rlels|alslof ) l inchided with sbove
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bv#:uilmuu-‘z.
NOTE: Mhotecepy tils poge bufore ting ¥ you hove mare then 28 wastes te Rat,

.B. NUMBER ferrtaves from poge 1]

[([s]7]e]e]o]o]o]e]u]e]]

V. CESCRIPTICN OF DANGEROUS WABTES {continued)

. ‘| . 0. PROCESSES
b wpandenou Sk mea
i!.‘?‘”“m'“" BalENTHY OF WABSTE ,:ﬁ,&: 1. PROCESS CODES 2, PROCESS DEBCRIFTION
lantar code) coua) 4 & 8 cede s net erdered in DI1))
] O R O BNLINLE LU
1 nlolol? 3,300,000,000 T04 ?g-g 1 - N 1 Per a n
zplojo]6 35 ' ,
L A L L
3 lyl1]3l3 310 Y
L LN A L L
4 lw(Tjo|2 50,000 Y| Y| Y Included With Above
| I L LI L
s
. U L L L
, TT | T FT[T11
. T T 1 TV ] F1 [ 11
TT I T FTrT 1]
]
L L L R
10
N L I L
"
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1z
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L A |13 L]
14
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I I L L L L
18
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TT T T i T 1] 11
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Continued from the front.

[ DESCRIPTION OF BANGEROUS WASTES icentinued)
'SE THIS SPACE TO LIST ADDITIONAL PROCESS CODES FROM SECTION D(1) ON PAGE 3.

The 216-A-29 Ditch received corrosive waste (D002) from the PUREX Plant. The

discharges consisted of acidic and caustic backwashes from the regeneration of

demineralizer columns in the PUREX Plant. The ditch also received spills from

the PUREX Plant. The dangerous waste consists of toxicity characteristic

waste (D006), acutely dangerous discarded chemical products {(U133), and state-
. only waste (WT02).

“v. FACILITY DRAWING
Al existing facilities must inciude in the space provided on page 5 & 3cale drawing of the lacility isee inatructions for mera detadl),

vi. PHOTOGRAPHS

Al axisting facilities must include photographs Jaerial or ground-luvel) that cleary dalineste sl existing isting storage, treatmant and dispesal arsan; and
witws ol futurs sterags, treatment o disponal aress /sea instructiens for maere oatad).
Vil. FACILITY GEOGRAPHIC LOCATION This information 1s provided on the attached drawings and photos.

LATIT D.imm:rmrlml.mgﬂu : : LONS_nTnTm_LT_'.LrLf_aI regs, minus econgs) .

il

Viit, FACILITY QWNER

E[A. {lht':cwlleililv ownaer ks alse the facility op a3 listed in Section Vil on Form 1, “Ganeral Information”™, place an “X° in the box to the left and skip to Section IX
0 L]

B. If the facliity owner is not the 1aciity operator aa listed in Sectien Vil on F'nml 1. compiste the following Rems:

i 1. NAM FACILITY' AL QWN 2. PHONE N a
L L L L L L L L) L e L L L L L L L L L L ll
.1t 1 ¢ a0 tot e L ol 1 gt ¢ r 1 r t 4+ & 4 t § 3t ¢t 4§ ot 0 1 [ I [
3
T
1

1

$IREET OA PO POX 4_CiTY OR TOWN st 5 ZPCO
1 LI L L T 1.1 t 1T 1T TP 1T 10T 11 | I I | l
: 1

WO % SN TN TN N N [N TN N Y SN SN N NN NN S N U T NN NN SN N VR DO N S

IX. OWNER CERTIFICATION

! cartiy under penalty | of law Ehat ! have L o and sm familiar with the i jan submitted in this and ail attached documants, and that based on my
nquiry of those b fﬂl' ob ummg rhe m!ﬂrmrmn 1' acheve that the submitted information is true, accurate, end complate. | am aware that
there ae significant penaitiax for submitting falsa in ¥ of fing and imprisonment.

Land Operations Office
JPERATOR CERTIFICATION

cartify under pendity ¢ of Iow that I Aave peuonl#y axamingd did am famiisr with the nn!anmiﬁn sublmrrrd’ m fm\.l md aff attached documents, and That baszad on my
nquiry of those ¥ resp for oblaining the information, | belisve that i3 true, ond 1 am awere that
Peve e significant pensives for tung false i g tha poasibiity of fine md Imnprisonmant.

NAME iprint or typel SIGNATURE DATE SIiGNED

NAME iprint or type} 51 TURE DATE 51 NED
lohn D. Wagoner, Manager ’ }
J S. Department of Energy f ; ,M Z 7
L"X/bt
L7

SEE ATTACHMENT
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X, OPERATOR CERTIFICATION

I certify under penalty of law that I have personally examined and am familiar
with the information submitted in this and all attached documents, and that
based on my inquiry of those individuals immediately responsible for obtaining
the information, 1 believe that the submitted information is true, accurate,
and complete. I am aware that there are significant penalties for submitting
false information, including the possibility of fine and imprisonment.

' | _ .
104 g CLsoled
r/Operator ate
Jékin 0. Wagoner, Manage{/
U.S. Department of Energy

Richland Operations Office

Wj&- /50 /5

Co-operator ate
Edward S. Keen, President
Bechtel Hanford, Inc.
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— 1. EPAETATE LG, NUMSER

DANGEROUS WASTE PERMIT APPLICATION (WA TsToTe[olo o317}

FOR OFFICIAL USE ONLY

A
Aﬁg ﬁ[fgrﬂn.j COMMENTS
% FIRST OA REVISED APPLICATION
mn'x'hhammmhlulim e box 10 indicats whather s the fivet YOu ars submitting for your f >
Hhs 1o your et sppbestion snd LPAISTA . Humber, revie ¢ 3 tevised
I aies in Becions | abeve know Yeur faciity's EPASTATE LD. Humber. or It thia s & revined application, entir your taciity's EPATSTATE
A rﬁarmmnmu *X° holew snd pravide the spprmprists deis)

(mil umunumnnmhm:wdw fochry. 2. WEW FACLITY /Compiore Rarn botewi

¥ *pOR EXISTING FACH THLOATE o gop A yrd RS b e
el aE 2 e | N N 0 8
L AEVID A o on K- Selew and sempiete Srcoen 1 sbeve]

[X] 1. PACKITY HAS AN INTERIM STATUS PERMIT

M. PAOCERSES - mmuums
A. PROCESS CODE - Enter the ® Sedas Bokrw thet bamt dovcribes aseh Bravase 1n e UeT §1 The TENTY. Ton Wes a1 provided for sviding |
amr n Ha
:'u'::“ min:.mm m:u-hl mmﬂ‘u Jgonlullhwﬂmhm -ihwﬂalmm.mnmm
L. PROCESS DESIGN cAncm'.ll-nm..u- Mhm_!mhmﬂolhm.
1. AMOUNT - Enter the ameunt.

“3.'.(.,"3..'55‘“"" l-rud\mumnmmdhmlﬂkmhuﬁmun-ﬂmmu‘nuhmMJ faee the unit of

[} 2. vachITY WAR A FAL PERINT

of Messurs thal s beted Selow should be e
PRO-  APPROFIATE UNITS OF ‘ o, ATROSMATE ourre oF
58 MEAS ]
rrocess S8R e mocess IR A
Statage: * . ' Tresvment
CONTANER Inomel. & 501 " GALLONS l..l'l'll.l L .
T mER | o, W) 201 GALLONS O LITERS ANK T s o+ Yon
WASTE PLE . SURFACE IMPOUNDMENT o2 'roa
SURFACE IMPOUNDMENT 304  GALLONS R LITEND INCHEPATOR - o3 3
Diepasal: : OAW'H‘IMHW';”
WHECTION WELL g oA  chewlcsl. TO4  QALLON
LARDFILL A
i AT on
. A
LAND APPLIEATION A
T iy Yy 88 oﬁ'
SURFACE IMPOUNDMENT e SALLS
T UNTOF uNer
MEASURE ﬂ?l’.!
ANOIT OF MEASURE cobe UNIT OF MEARURE DE
"““‘:‘::::::::::::::::::::::3 i ik
e POPSpRP RS
GALLONS PER BAY Ty i -
S A ED SECTVON W kewn 1 e AR 7 A foality ok
[ ond the ather aan het! 400 Toa § .n--nm"f'-wm-u"h'.rggg'lﬁé’m,“ _
o L. PROCESS RESIGN CAPACITY ron | N[a._me B. PROCESS DESIIN CAPACITY . :
31— o B LS eF| B
1. AMOUNT B . w
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. PROCESSES |continued)

C. SPACE FOR ADDITIONAL PROCESS CODES OR FOR DESCRIBING OTHER PROCESS (aods “T04°), FOR EACH PROCESS Lrvs ERE.

T i34 INCLUGE DESTGN CAPRGTY .|
Toz, DBé

The 216-B-63 Trench began waste management operations in March of 1570. The
216-B-83 Trench received nonregulated process water from the B Plant

chemical sewer. The trench also received corrosive dangerous waste {rom the
regeneration of demineralizer columns in B Plant. Treatment occurred by the
successive addition to the trench of acidic and caustic waste, whick served to
neutralize the waste while in the trench. Approximately 473,175 liters
{125,000 gallons) per day of total fiow reached the trench. The corrosive
discharges constituted a major part of this flow. This unit has not received
dangerous waste since September 1985 and will close. The 216-B-62 Trench was
stabilized in November 1994 and permanently isolated in December 1934, The
process design capacity reflects the maximum volume of water discharged to the
trench on a daily basis rather than the physical capacity of the unit.

‘[IV. DESCAPTION OF DANGEROUS WASTES
e e ——

A, DANGEROUS WASTE NUMBER + Entar the four digh rwmber from Chapter 173-303 WAC 'ﬂfllCh ﬁmd SAngErous warte you will hendle. M you handie
dangernn u':u_ . ..‘4.@\ e not lm-d In cmpw'ﬂn-:o:l WAC, enter the {our digit mumber(s) that dencriber ﬂn charactanstics -n:i 1oF the tnic o
. » 11} »

L R ' ATED ANNUAL oum'm'f For ue‘h Snied wnto un\md 0 solumn A astirnate the guantity of thal waste that will be handied oh an shrust bask
m toxic N tha tatal annuat quumm of Nl the nomRsted wartsis) That wit be handled m
puassvas that ﬂurlclullie or conlaminant,

€. UNIT OF MEASUAE - For sach quantity sntared In column B amiee tha unit of messure cede. Units 0f mescurs which must bs used and tha sppropriate eodes
atn:

ENGLISH UNIT OF MEASURE CODE METRIC UNIT OF MEASURE CODE
KILOGRAMS
METRIC TONS

] I.dily records yra any other unit of measure for quantity, the ynits of measure Must be conveited into one #f the guired units o1 magsure aking inte account the
appropriate density ar spacilic pravity a1 the wasts.

0. PROCESSES
1. PROGESS CODES:

For l.n‘ danpersus warts: For sach fivted dangareus wasls entarsd in solumn A sslect the udllul from the Bst o1 process coder centained in Suction IH to'
ndicats how the warte will be stored. Usated, sndior daposed of at the fagliky.

Ear ner-listed dangarous wastss: For sach charactadstic or taxis pontaiinant sntared bn Column A, select the todels] fram the kst of process codas containad in
hﬂ"w l’l; w ln;‘:gu all the processes that will e vasd te stams, teat, andjer dispare of alt the Tofriatyd $ANGITOUS waniSs that possers that Tharasteristie or

texie sgentaminant.
£ Ided sor entering process codes, nmmmnndd {1) Enter the fret twwe oy desctibed abova: [2) Entar "000° in thw extrame ol
'i'::.ol‘ II’.‘::I =\’fDH:|.).?n='I‘;I l.nm n the u.ae'l providad sh page 4, the lina pumber and tw addRional cadeis). * or . he

2. PROCESS DESCAIPTION: 1 a eade is nat Bated fur 5 process that will ke used, Seaerths the pnnn Wi the epacy provided ©n the ferm.

NOTE: DANGEROUS WASTES DESCRIBED BY MORE THAN ONE DANGEROUS WASTE NUMBEN - Dangersus wastss that can be described by mers than ena Wasts
Number shall Be described on the lormn a1 fobow:

. ? shgarous Waets Numbers and snter it In selumn A. On D 23ms ine complete solimnz B, C, 3nd O by sctimating the 1etal annusl ol
! w;‘a:?::nd‘t:.oﬂ!& ] tm pressasan to be used 1 treat, stars, andier diapese af the wasts, o suanticy

2. h-hnnnA-l‘hamﬂﬂmmrhmpmwamwmmhmw‘““oﬁmlu n colurrns D12} on that line enter "indudes with
shana® and maks fva othar sntriee on that kne

3. Peprat atep 2 for sash sther Dangereune Wnu Nutmber that ean Bs Used ta destribe the dangercus wasts.

PLETING SECTION 1V fsheswn Jn Sva numbers X-7, X x-.t,wxaam A facEiy wil treat and dispess pi an satimatsd §00 peurnd
%’.ﬁ!‘vi“?‘._mufdf.m&..uw.ﬂ....‘.sf -«':;. g fociey wil past and diepons of lhn-‘ w-mrmu T veastas .wf'."u:.’”
timated ol o wasta. other wes L nitable an L] - &0 a9 po » pet year-
e I e B e o braaratis id disporel wi v b1 & tondfe tinsted 10X .
‘ D. PROCESSES
t handERo Sk MEx-
K DANG . ESTIMATED ANNUAL .
y G| WASTE HO. BaGANTITY GF WASTE Runt 1. PROCESS CODES . 2. PROCESS DESCAIFTION
-[E = tanier case) phoir ] fanter] fif & cade is net wntered in DITY
) L]
xt{x|o|s|4 200 ol 1rle'alota’e| !
LI LI
x2lo|e|el2 400 ol Ir'e'alata’e
T 1 T 1
xalofolefr] - 100 el [rlo'alo’a'e
L
x4|pjelol 2 TIOI.‘I ﬂ_llrﬂ "t incivded with sheve
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D, MDCESSES
unmu“:‘w:s] CTRIATED ANNU. Sk UER.
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ofwastenc.| oS WALHE Funs 1. PROCEAS CODES 2, PROCESS DESCIUPTION
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. OESCAPTION OF DANGEADUS WASTES (wminund]
FETUSE THIS 3PACE TO LE5T ADDMIONAL PROCESS CODES FRON BECTION DI1] ON PAGE 3,

The 216-B-63 Trench received discharges of corrasive dangerous waste (0002)
from B Plant. These discharges consisted of acidic and caustic backwashes
from the regeneration of demfneralizer columns in B Plant. Approximztely
68,038,856 Xilograms (150,000,000 pounds) of waste was managed in the trench
on an annual basis.

V. FACLITY DRAWING Rafer to sttached drewingls).

A3 suivting Toudiies et inehods I Wi npoen provisd on page B A s20ie irswing #Y the 1siity [ses Irwvetest For mare F2tal.

‘. PHOTOGRAPHS Rafer to lum phetographis),
Traliting Fayrt vehuds .h-\.'r-ph.l hmﬂ alinaste ol axleth 3 niieling ye, Tirtrrart snd diepaosl srmaa; and

iy T
Iol of Nu'l rtarsge. tustrant of divpassl arean

M, FACIITY SEOORAPHIC LOCATION  This inl:ﬂnnien ls provided on E thed Grawing(s) 8nd pROLOGraphR ).
Jﬂw lWL—_

_\_fl&_uul.mownn
@A. ¥ the aoifity swnar ls shie the (aakity wourater as etad in Septon Vit on Form 1, "Gonersl nfermation”, place 4n “X" In the heX s the joft snd ship to Sertion IX

B. un_q-_,uuymrhmvn\'-dnum-fltmdh" Vi on Foem 1 piete e fall 9 Rema:
—_ —
L I T D RN NNLICH O U ‘ ] FHT’—
U U T S N UL T W T WU N T U SHU BN SN UK TN VN U NN U UK SOU VR TN NN TN T I TN O L3N S S T O U 1 -
3 uqtq gg:n,'n* .
T ¢ 10 T ¢v ¢ 1 T
PR T T OV TR TN D S T T Y N O IO TR TN OO U VOO NN AN TR S OO AN NN NN (O TN N S R T N B I
[
. OWHER CERTFICATION -
mmm.rmmummmdz rohfm Whpbwd-wddmmu.mdnounuum
thaes indivsthesls invwmadlatoly anllie bar 43 § hokova that e e wva, e, that
~fskere q:'mmmm:nan:rfm hrmu 3.....,, of Mna and ¥ jnwrbensmart .
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X, OPERATOR CERTIFICATION

I certify under penalty of law that I have personally examined and am
familiar with the information submitted in this and all attached documents,
and that based on my inquiry of those individuals immediately responsible -
for obtaining the information, 1 believe that the submitted information is
true, accurate, and complete. I am aware that there are significant
penalties for submitting false information, including the possibility of
fine and imprisonment. - -~ 7~ .

| f//fz;é’é

Date

Wagoner, Manage
U.S. Yepartment of Energy
Richland Operations Office

3

p
H. J. Hatch, :
President and Chief Executive Officer
. Fluor Daniel Hanford, Inc. _
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| 216-B-63 Trench Site Plan
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PART A, FORM 3 PERMIT APPLICATION
FOR
- 216-S-10 POND AND DITCH
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Plasse print or in the unshaded areas
Mcmmws:.ndforoﬁo ype, Le., mﬂﬂml. .
FOR »

1. [PA!STATi LD. NUMBER

3 DANGEROUS WASTE PERMIT APPLICATION [wa)7]e]efo[o]o]s]e[s]7}

FOR OFFICIAL USE ONLY

APPLICATION | DA
APPROVED

Pt Q!?: P E COMMENTS

K, FIRST OR REVISED APPLICATION

nae #n "X in the sppropriste box in A or B below (mark ene box only} to indicate whether this is the Tirst apph owfacilﬁ;w
l Nllloﬂ' .lt‘lltsh.l:élmvou.f hnl application snd you sirsady know your faciity's EPA/STATE 1D, Number, or if this is @ mdul application, ensar your facibity's I.PAISTA'I.’E

(A, FIRST APPLICATION m *n “X" below ﬂﬁmw’ll the appropriste datel

1. EXISTING FACIITY (Soe b Vinkian of “axisting® facifty,
0 3 for 4 of v fachny. ] 2. wew FACILITY (Compiate fram aeiows
FOR NEW FA
oax] 8] romexmrg racimes, movios The DATE fmo. e ] PROVIOE THE DA
OPERATION BEGAN oMk -
o7 fo11] o7 SEmME TR S | | [ s e e
o sraw
B. REVISED APPLICATION (piece an "X~ hetow ond comphts SeciionTabavel

(] 1. FACILITY HAS AN INTERIM STATUS PERMIT [ 2. FACIITY HAS A FINAL PERMIT

HL PROCESSES - CODES AND CAPACITIES

A PROCESS CODE EMH the cods from the lst of process codes below that best describes each pracess to be used at the facil tacility. Ten linss are pn\ndn:.lnr cnt:;:.m

f more knes Momrmcmulhﬂ-lmomm it a process will ba used that is not included in the list of codes below, then
P P hon e Judlwa vyl in the space provided on the Section U-C).
B. PROCESS DESIGN CAPACITY - For sach l:odu d in col A enter the ity of the pi
1. AMOUNT - Enter the smount.
2. UNIT OF MEABURE - For each simount entered in column Bi1). enter the code from the list of unit messurs codes beiow that ribes the unit of wead,
Only the units of messute that are feted belaw should be usad. .
26 Gmomsmoe Th ATRMEwme
PROCESS cobE DESIGN CAPACITY PROCESS %D! DESIGN CAPACITY
-oagu! Treatment:
l: CONTAINER (barrel, drum, stc} 301  GALLONS OR LITERS TANK TO1  GALLONS PER DAY OR
" TANK $02 GALLONS OR LITERS LITERS Y
WASTE PULE 503 &U::g YAIDR' OR BURFACE IMPOUNDMENT TO2 GALﬁgﬂﬂ RRAeAY OR
SURFACE IMPOUNDMENT 504 GALLONS OR LITERS RA TO3 TONS PER HOUR OR
Oispowst; menenaroR GALLg:NI PER Eéu‘i%’#’
. LITERS PER HOUR
NJECTION WELL DOO  GALLONS OR LITERS
LANDFILL D81 ACRE-FEET fhe wolume that UTHER {Usae tor phniu! chemicsl, TO4 GALLONS PER DAY OR
ey One ws . thermal or biological LITERS PER GAY
o of one foet) : mmnﬂucmﬂuhtm
ARE-METER |ufl lsca _impoundments of inciner-
LAND APPLICATION D82 ACRES Om HiCTMﬂ stors. Describe the g-mcuus in
OCEAN DISPCSAL D83  GALLONS PER DAY OR the spacs provided; Section I-C.}
X LITERS FER DAY .
SURFACE IMPOUNDMENT D84 GALL
UNIT OF
UNIT OF MEASURE COOE UNIT OF MEASURE
-] ACREFEET . .........
L HECTARE-METER ....... F
Y Acgl. irreen . B
RE .. ... .iiiiiian € HECTARES .. 1. 1 il lllllla
GALLONS PENDAY .. .....c. 00000 U
R CORETe TS
mnm.t mmoumumrmmhh-mx-rmxuwm. Afnﬂyh-lrmm%tmmmudm
plbm‘ndlhccl’h'reln hoid 400 pailons. nmihvnhah-lnmmorthn an bum up 19 !-lleﬂporh.w
B, PROCESS DESKIN CAPACITY . 8. PROCESS DESIGN CAPACITY
g T ot b YN 7| ol
|4} cooe 1. AMOUNT OF meA- orse |} M| cooR 1. AMOUNT Si'.,mm || Tt
g Tram ks ispecityl ooy ony i ahavel tapachyi farster ONLY
R codal . codel
~1|s10]|2 800 [} 5
=2iT|el3 20 £ &
Di8|4 150,000 6 ]
H a
i [ ] .
] 16
LM - 300 -  ECY 030-21 Form 3 Rav, 2/804 SanE s AEr
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Continued from the front.

I Iil. PROCESSES Icontinued]
TPACE FOR AUDITIONAL PROCESS CODES OR FOR DESCRIBING OTHER PROCESS (cods ~T047), FOR EAGH PROCESS ENTERED HERE INGLUDE DESIGN CAPACITY.

084

The 216-5-10 Pond and Ditch received nonregulated waste water consisting of
water tower overflow, cooling water, and rainwater. The unit was used as the
disposal site for the Chemica) Eng1neer1ng Laboratory between 1980 and 1983,
During that time, discharges of dangercus waste to the pond and ditch
consisted of simulated double- shell tank slurry. This waste was discharged to
the pond and ditch and alTowed to percolate into the soil cofumn underiying
the ynit. The unit was designed to percolate approximately 150,000 gallons
(567,800 1iters) of waste a day. The process design capacity reflects the
maximum volume of water discharged daily rather than the physical capacity of
the 216-5-10 Pond and Ditch. The 216-5-10 Pond has been decommissioned. The
2i6-5-10 Ditch last received a nonregulated waste water discharge in

October 1991. The 216-5-10 Pond and Ditch no longer receives dangerous waste
and will be c¢losed under interim status.

. DESCRIPTION OF DANGERQUS WASTES
& DANGEROUS WASTE NUMBER - Enter the four digit number from Chaprer 173-303 WAC for cach listed danww waste you mﬂ’:ar;dh i you handle

dangeruus v;nmi:s which are not listed in Chapter 173-303 WAC, enter the four digit numberis} that r the toxic con-
o se d
B. ESTIMATED ANNUAL QUANTITY - Fot sach Gisted wasts din A the quantity of that warte that will be hendled on an annual bllllnh

For sach chnrmom:m or toxic Ounllmlnlnl entered in column A --llmato the total annual quantity of &il the noh-listed wastais) that will be handled whi

P that ch or
C. UNIT OF MEASURE - For each quantity entered in column B enter the unit of messuts cods. Units of messurs wiwch must be used and the appropriate codes
[

ENGLISH UNIT OF MEASURE CODE METRIC UNIT OF MEASURE CODE
POUNDS ..................... 4 KILOGRAMS . ... ............... 3
TONS ... i, T METRICTONS, . .........0onvus- M

N facility secorde uss sty other unit 01 Mmeasure for qulnmv tha units of measurs must be converted into one of the required units of measure taking into account the
appropnate denhsity or specific gravity of tha waste

D.PROCESSES
1. PROCESS CODES:
For listed dan, s waste: For each Exted dangerout waste entored in column A xalect tha codeis from tha list of process codas contained in Section il to
indicate how waste will ba stored, treated. and/or dilpmod of at the facility.
For non-listed dangeroys wastas: For each toxic col i enterad n Cnlumn A, select tho ggd.m fmun thy Fat of pme-u codes contained in
Saction il to indicate 3l the processes that \mI be und to unu trnt sndior disposa ot all the non-listed d that p that igtic or
toxic cont

Note: Faur rovided far entering process codes. If mare sre needed: (1} Eﬂtn the first threw v described shove; (21 Enter ‘OG0 in the axtreme right
box af Ium IV DI'H and {3) Enter in the space provided on page 4, the ling and th

2. PROCESS DESCRIPTION: it a coda is not Tisted for a process that will be used, describa tha process in the space provided on the form.
NOTE: DANGEROQUS WASTES DESCRIBED BY MORE THAN ONE DANGERQUS WASTE NUMBER - Dangorous wastes that can ba described by more than une Wasty
Number shak be described on the form as follews:

1. Select ore of the O.ngoruul Walu Numbers and enter it in column A On the same line compleate columns B, C, and D by estimating the total annual quantity of
the waste and describing s the processss 1o be used o traat, store, ndiot ditpose of the waste.

2.  in column A of the next ioe enter the cther Danwouu Wasto Number that can ba ysad tg describe the wasts. (n column D{Z) on that line enter “included with
4bove” and make no other antries on that line

3. FRepsat step 2 for each other Dangerous Waste Number that can ba used to describe lho dangerous wagts.

EXAMPLE FOR COMPLETING SECTION IV [shown in Sne numbers X1, xz. X—.? and X-4 helow) - A 1acility will treat and di of an enti & BOO pounds per year
of chtoma lh-\nn_as trom leather tanning and finishing operstion. in ndq ton, the 'l:lhtv will traat and dispose af three non-listed wastes. Two wastes e corrosive
onfy and thers will be an estimated I00 pounds per year of sach wa sta. The other wasta is Corrosive ignitabie and there will b an estimated 100 pounds par yaar
of that waste. Troatment will be in an intinerator and disposal will be in & langtill.

©. PROCESSES
=N DANG‘;'nous Sa .t.”g‘i"
| O|WASTE No. AL L SURE * 1. PROCESS CODES 2. PROCESS DESCRIPTION
" |tanter codel codal fenter) ¥ ¥ code is not entered in Di1}}
x|o|s|« 800 Pl |r'aTalaalo] T b
¢zfojofofz2 00 el [t'o7sloTalo] T !
e3lolefatr 100 Pl |rle'slo’alof T L
w4l0j0|0|2 T'o'sfolale] VT[] inciuded with abave
ECL30- 271 - ECY 0An2 Farm 7 [ R
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Continusd from page 2,
NOTE: Pholccopy INS page before compieting I yuv have murs than 258 wasies te Bot, =

II.D.NU“IMMM" E

V. DESCRIFTION OF DANGEROUS WASTES leontinued)]

. D. PROCESSES
b o paNdEROY B. [STIMATED ANNUAL & bt )
N O[WASTE MO QUANTITY OF WASTE fune 1, PNOCESS CODES 2. PROCESS DESCRIFTION
E | tentar codes code] lenterd ¥ » cade is net eniared in DI1Y)
NEEENEENEE ’
‘Inlolell 1,000 p p 4 SRS SN Percolation
2 lpjojol2
T Ti(TT 711
3 10j0(0f7
] L L | L]
+ Il7fof1 Y
' T Trr(rr
s W{T|0j2 [ Included With Above
T L L L
8
S SO N S I O S O A
7
T T T
a2
T T T 1
| ]
L} | L] 1 L]
w0
LIS L} 1 b
T 1T | S
12
I A O I I B N I
13
L L | 3R 130}
"
Lt A A T A T
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T T T [
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U I
1
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Contirnsed from the front.

T OESCRPTION OF DANGEROUS WASTES |eontinuedt
JSE THIS SPACE TO LIST ADDITIONAL PROCESS CODES FROM SECTION DI1) ON PAGE 3.

The 2)6-5-10 Pond and Ditch received one documented discharge of dangerous
waste. This discharge consisted of simulated double-shell tank slurry, which
exhibited the dangerous waste characteristics of ignitability (DO0I1),
corrosivity (D002), characteristic waste (DO07), and toxic state-only waste
(WT01, WT02). Approximately 1,000 pounds (450 kﬂograms) of dangerous waste
were discharged to the unit.

¥V, FACILITY DRAWING
All axisting tacilitisn must include in the space provided on pags & a scals drawing of tha tacility (see inalructions for moie detad).

Vi, PHOTOGRAPHS
AN axisting facilition muat include photographs faevial or grouacg-lavail that clearly dekneate sl pxisting structures; sxisting storage, Uestmant and dizposal areas; and
sites of future storage, treatment or disposdl sreas (few MSCuctions for more cetaill.

VI, FACILITY GEOGRAPHIC LOCATION This information s provided on the attached drawings ano photos.

LAT uuTa.I.u.umw . NG min 2

Vill, FACILITY OWNER

E A, !Jmhdlity ownaer iu also the facility oparator as listed in Ssction VA on Form 1, *General Information”, place an “X" in the box to tha left and 1kip to Section IX
Ll . .

B. ¥ the facifity ownar is nat the facility operator as ksted In Section Vil on Form 1, complate the following teme:

1N F, o W 2, PHON
lIIllIlilll]lll%Wllfllllllllll iq—w

4, CITY OR TOWN 14 §,_ZiF COl
L B N B A B B S |

[TT1
IX. OWNER CERTIFICATION

f certify undar penaity of taw that | have pc:scnally expminad and m familisr with the information submitted in this and ail atteched documents, and thet bazed on my
inquicy of th . | believe that the submitted information is trus, accurste, and compleis. | am swere that

03¢ or
thare are significant pensities for submitting faise information, mcmdhg the sibility of fine and imp

[NAME (print or typel NATU DATE SlGNED
John D, Wagoner, Manager
<. Department of Energy _ : 5 3 76/
sland Cperations Office WM/ 0

| . OPERATOR CERTIFICATION

IIIII‘I
| I O I T |

.é

S TS IO SN N [N T TN NS W NN WU T A TN IO O U O N N N S J S Ty

d am familiar with 1he m!armamn :uAmrm in this and ail sitached dacuments, and that based on my

I ewrtily under of lew that | hsve persan, examined

i of thoze B i p‘: oA far cmammg the information. | believe that the submit iz rrue, - | am awara that
vnn e :igmﬂcwr ities for irting faisa i ¢ the poasidility of fing and imprisonment.
. NAME fprint or typel SIGNATURE DATE SIGNED

SEE ATTACHMENT
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X. OPERATOR CERTIFICATION

1 certify under penzlty of law that ] have personz]ly examined and am familiar
with the information submitted in this and 311 attached documents, and that
based on my inquiry of those individuals immediately responsible for obtaining
the information, I believe that the submitted information is true, accurate,
and compiete. I am aware that there are significant penalties for submitting
false information, including the possibility of fine and imprisonment.

aLe

John D. Wagoner, Manage
U.S. Department of Energy
Richland Qperations Office

%Jj;&w . < /2
Lo-pperator S _ F)

Edward S. Keen, President
Bechtel Manford, Inc.
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216-S-10 POND
(Decommissioned)
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B1.0 INTRODUCTION

This sampling and analysis plan (SAP) directs the sampling and analysis activities that will be
performed to characterize the vadose zone at four waste sites: the 216-A-29 Ditch, the 216-B-63
Trench, the 216-S-10 Ditch, and the 216-S-10 Pond. These waste sites are part of the 200-CS-1
Chemical Sewer Operable Unit (OU) in the Hanford Site’s 200 Areas. The sampling and
analysis will be performed to provide soil/sediment data that will be used to support remedial
decision making (i.e., remedial investigation), to refine and/or validate the site conceptual
contaminant distribution model, and to support an assessment of risk for waste sites in this OU.
Characterization activities described in this plan are based on the implementation of the data
quality objective (DQO) process, as documented in the 200-CS-1 Chemical Sewer Operable Unit
DQQ Process Summary Report (BHI 1999).

The scope of activities described in this SAP involves the excavation of 10 test pits, trenches,
and/or shallow auger boreholes and the drilling of four boreholes. Soil samples will be collected
and analyzed for radiological and chemical contaminants of concern (COCs) and select physical
properties. Boreholes will be geophysically logged to obtain additional information on the
distribution of contamination and soil moisture.

Borehole sampling at the 216-S-10 Pond will be integrated with the installation of a
downgradient Resource Conservation and Recovery Act of 1976 (RCRA) interim status
groundwater monitoring well. Because this well will be located as close to the edge and
influence of the waste site as possible, it will be representative of contamination found in deep
soils and the groundwater. However, because the well is not located in the pond proper, a test pit
will be located at the pond influence to obtain shallow samples.

Bl.1 BACKGROUND

The ditches, pond, and trench to be characterized received wastewater conveyed by pipelines
from the Plutonium/Uranium Extraction (PUREX) Plant, B Plant, and the Reduction-Oxidation
(REDOX) Facility. The majority of the releases to the waste sites were greatly diluted and
dispersed by large volumes of water, but the total volume of water discharged to the chemical
sewer OU sites exceeded 20 billion L (more than 5 billion gal) of water. Consequently, the
vadose zone under some of these waste sites became saturated during the years of operation.
After the water discharges ceased, portions of the vadose zone remained at or near saturation for
an extended period of time. Although the groundwater mounds are declining, recharge from
historical wastewater discharges from some of these facilities to the groundwater may still be
occurring.

The four waste sites that will be investigated in this OU will be characterized to determine the
nature and extent of contamination. These sites were chosen because they are treatment, storage,
and disposal (TSD) units and because one of the sites represents the worst-case scenario (i.e.,
216-S-10 Ditch), and the other represents the typical scenario (i.e., 216-A-29 Ditch), as discussed
in Section 2.2.2 of the work plan. Knowledge gained from characterizing these sites will be used
to refine the conceptual model and will facilitate the use of the analogous site approach in
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reaching remedial action decisions for the OU. The use of the analogous site approach is
fundamental to streamlining in the 200 Areas due to the large number of waste sites (DOE-RL
1999).

B1.2 200-CS-1 WASTE SITE LOCATIONS

The 200-CS-1 waste sites are located on the Hanford Site in southeastern Washington State, in
the vicinity of the 200 Areas. Figure B1-1 shows the general locations of waste sites in the
200-CS-1 OU with respect to the general Hanford Site,

B1.3 SITE DESCRIPTION AND HISTORY

The following subsections provide brief descriptions of the four waste sites that will be
investigated. Additional detail is provided in Section 2.2 of the work plan. Section 3.1 of the
work plan contains information on the nature and extent of contamination and previous
investigations. '

B1.3.1 216-A-29 Ditch

The 216-A-29 Ditch became operational in 1945 with the startup of the 284-E Powerhouse and
water treatment system. The 216-A-29 Ditch, an open unlined ditch, ran east across 200 East
Area, then entered an underground pipeline and discharged to a land depression east of the

200 East Area boundary. In February 1955, the powerhouse wastewater was routed to the
216-B-3-1 Ditch. From November 1955 to December 1957, the head end of the 216-A-29 Ditch
received PUREX Plant chemical sewer and cooling water (raw Columbia River water) from
separate pipelines. In December 1957, the cooling water was routed to Gable Mountain and

B Ponds. There is no process knowledge that breaks down the percentage contribution from the
various waste streams. The amount of wastewater discharged to the 216-A-29 Ditch is difficult
to estimate because the flows from the ditches leading to B Pond were not differentiated.
Dangerous waste releases to the 216-A-29 Ditch ceased in 1986, and all liquid discharge ceased
in 1991. The 216-A-29 Ditch was backfilled and surface stabilized in 1991.

B1.3.2 216-B-63 Trench

The 216-B-63 Trench began receiving effluent from the B Plant chemical sewer in May 1970.
The major sources of waste contributions to the 216-B-63 Trench were the 2902-B high tank
(potable sanitary water), cooling water from B Plant and the Waste Encapsulation and Storage
Facility air compressor after coolers, some of the 221-B steam condensate, and B Plant
demineralizer effluent. Minor waste contributions came from chemical makeup overflow
systems (e.g., sodium hydroxide and sodium nitrite), air conditioning units, and space heaters. In
August 1970, the 216-B-63 Trench was dredged (reading about 3,000 counts per minute
beta/gamma activity), and the dredgings were buried in the 218-E-12B Burial Ground. The only
documented hazardous effluent discharged in the past consisted of regeneration solutions from
the B Plant demineralizers. These effluents were routine corrosive discharges (D002) of aqueous
sulfuric acid and sodium hydroxide solutions. The corrosive discharges occurred from 1970

B1-2



DOE/RL-99-44
Rev. 0

until October 1985. After 1985, the cation column effluent was treated with sodium carbonate,
and the anion column effluent was treated with monosodium phosphate to maintain a combined
pH between 4 and 10. '

As of 1985, the waste discharged to 216-B-63 Trench was no longer considered to be dangerous
waste. Radiological discharges to the trench were relatively low. The chemical sewer pipelines
to the trench were recognized as leaking near B Plant from 1970 until a sewer upgrade was
completed in 1985, No other influent pipelines associated with the chemical sewer OU were
reported to leak as extensively as the head end of the 216-B-63 pipeline. As part of the sewer
upgrade, a major portion of the vitrified clay pipeline on the north side of the 221-B/271-B
Building was re-lined with reinforced thermosetting resin pipe. In 1992, discharge to the trench
ceased, and the trench was backfilled with clean fill by November 1994. A total of 7.2 billion L
(nearly 2 billion gals) of effluent was discharged to the 216-B-63 Trench.

B1.3.3 216-S-10 Ditch/216-S-10 Pond

The 216-S-10 Ditch received discharge from the REDOX Facility. The site started receiving
liquid waste in May 1952. This ditch conveyed wastewater to the 216-S-10 Pond and the
216-S-11 Pond. In addition to these three sites, during May 1955 there was a 0.405-hectare
(approximately 1-acre) overflow from the ditch that released an estimated 215 kg of uranium
from the ditch in the southeast dike of the 216-S-11 Pond. This unplanned release is referenced
as UPR-200-W-34, After the unplanned release, the ditch was dredged and the sludge was
removed and placed in low spots on both sides of the ditch (the specific location is unknown).
The ditch was then covered with 0.6 m (2 ft) of soil.

The 216-S-10 Ditch and Pond both routinely received large quantities of nondangerous, low-
level radioactive liquid effluent from the REDOX Facility chemical sewer and the Chemical
Engineering Laboratory within REDOX. The waste stream was composed of cooling water,
steam condensate, water tower overflow, and drain effluent. The effluent to the chemical sewer
was composed of approximately 60% REDOX Facility raw water, 20% sanitary water, and 20%
steam condensate. The 216-S-10 Ditch and Pond remained in use until 1984, when the southern
two-thirds of the ditch and the entire pond were backfilled and stabilized. The head end of the
216-S-10 Ditch last received discharges during 1991 and was permanently isolated in July 1994,

Bl1.4 CONTAMINANTS OF CONCERN

Step 1 of the DQO process identifies the need to develop a list of contaminants of potential
concern (COPCs) for 200-CS-1 OU waste sites. Development of the list of COPCs is an
essential step in refining the site conceptual model. From an initial list of 395 contaminants that
potentially could have been discharged to 200-CS-1 OU waste sites, 71 COCs were identified
during the DQO development process. Development of this list is described in the 200-CS-1
DQO workbook (BHI 1999) and is summarized in Section 3.4 of the work plan. The potential
COCs are identified in Table B1-1.
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If contaminants not identified as potential COCs are detected during laboratory analysis, the data
will be evaluated against existing regulatory standards or risk-based levels if exposure data are
available and existing process knowledge to determine the need for remedial action.

In addition to the potential COCs identified in Table B1-1, hydrazine (which entered the
216-A-29 Ditch from the PUREX Plant aqueous makeup unit tanks) will be analyzed in samples
taken at both test pits at the 216-A-29 Ditch. This data will be used to support a contained-in
determination as described in Section 3.1.1.4.

B1.S DATA QUALITY OBJECTIVES

The U.S. Environmental Protection Agency's (EPA's) document, Guidance for the Data Quality
Objectives Process (EPA 1994a), was used to support the development of this SAP. The EPA’s
DQO guidance document is a strategic planning approach that provides a systematic procedure
for defining the criteria that a data collection design should satisfy. Using the DQO process
ensures that the type, quantity, and quality of environmental data used in decision making will be
appropriate for the intended application.

This section presents only a summary of the key outputs resulting from the implementation of
the seven-step DQO process. For additional details, the reader should refer to the DQO
workbook (BHI 1999).

B1.5.1 Statement of the Problem

The 200-CS-1 OU consists of seven waste sites where a combination of ditches, ponds, and
trenches (and associated piping systems at 216-B-63) received chemical wastewater from

200 Areas facilities. The majority of the effluents released to the waste sites were greatly diluted
and dispersed by large volumes of water, but the vadose zone under some of these sites became
saturated over time. After the water discharges ceased and most surfaces of the waste sites were
stabilized with clean soil and gravel, portions of the vadose zone remained at or near saturation
for some period of time. The historical discharge of wastewater to the 200-CS-1 OU may have
resulted in the contamination of vadose zone soils and/or groundwater.

The primary objective of the DQO process for the 200-CS-1 OU was to collect the data that are
necessary to support remedial decision making (i.e., remedial investigation) and to confirm the
site conceptual contaminant distribution model. Possible remedial alternatives considered in the
development of the DQO included the following:

No action alternative (no institutional controls)

Capping (for the 216-B-63 Trench and 216-S-10 Pond only)
In situ vitrification

In situ grouting and stabilization

Excavate and dispose of waste

Monitored natural attenuation (with institutional controls).
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B1.5.2 Decision Rules

Decision rules are developed from the combined results of DQf) Steps 2, 3, and 4. These results
include the principal study questions, decision statements, remedial action alternatives, data
needs, COC action levels, analytical requirements, and the scale of the decisions. Decision rules
are generally structured as “IF... THEN” statements that indicate what action will be taken when
a prescribed condition is met. Decision rules incorporate the parameters of interest (e.g., COCs),
the scale of the decision (e.g., location), the action level (e.g., COC concentration), and the
action(s) that would result. The 200-CS-1 OU decision statements are summarized in

Table B1-2.

B1.5.3 Error Tolerance and Decision Consequences

The consequence of selecting an inadequate nonstatistical sampling design is not considered
severe. Based on the guidance in Table 4-5a of the DQO workbook (BHI 1999), the sampling
design rigor requirements are not significant because of the combination of low severity and
accessibility after remedial investigation sampling. If the sampling design is determined to be
inadequate, additional sampling can be performed because the sites will be still accessible.
Section 5.5 of the work plan summarized the additional sampling activities that are planned after
the RI that are described in this SAP.

B1.5.4 Sample Design Summary

A nonstatistical sampling design (i.e., professional judgment) was used to select sample locations
at the waste sites. This biased saimpling approached was selected based on process knowledge,
expected behavior of COCs, the expected distribution of contamination, and the preliminary
conceptual site model developed for this waste group. Using this approach, sample locations are
selected that increase the chance of encountering the worst-case conditions/maximum
concentrations of contaminants. This approach was recently applied at the 200-CW-1 OU sites.
The biased sampling approach used at boreholes and test pits at the 200-CW-1 OU sites appears
to support the preliminary site conceptual model for the 200-CS-1 OU presented in the waste site
groupings report (DOE-RL 1997).

The total number of samples for the 200-CS-1 OU waste sites was selected based on the
preliminary site conceptual model and the expected distribution of contamination. The model
suggests that the highest contaminant concentrations should be detected near the bottom of the
pond/ditch (i.e., the top of the sediment layer) and that the concentrations should decrease with
depth. Therefore, a greater frequency of sampling is planned in the zone immediately below the
historical bottom of the pond/ditch/trench. Sample frequency will decrease with depth based on
the expected distribution of contamination. Additional samples will be collected at the discretion
of the site geologist based on the field screening data. All material excavated will be screened as
described in Section B3.2.2. Field screening will be performed to reduce the potential of
overlooking zones of sxgmﬁcant contamination. The opt1mal sample design for this initial phase
of characterization is presented in Section B3.0.
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Figure Bl-1. Location of the Hanford Site and Waste Sites to be Characterized
in the 200-CS-1 Operable Unit.
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Table B1-1. Contaminants of Concern for 200-CS-1 Operable Unit
(from BHI 1999).

Radioactive Constituents

Americium-241

Plutonium-238

Cesium-137 Plutonium-239/240
Cobalt-60 Radium-228
Europium-152 Strontium-90
Europium-154 Technetium-99"
Europium-155 Tritium®
Gross alpha Thorium-232

[ Gross beta Uranium-233/234°
Neptunium-237 Uranium-235/236"
Nickel-63" Uranium-238°

Chemical Constituents - Metals

Arsenic Lead

Barium Mercury
Beryllium Nickel
Cadmium Seleniumn
Chromium Silver
Hexavalent chromium Vanadium
Copper Zinc

Chemical Constituents — Other Inorganics
Ammonia Phosphate
Chloride Sulfate
Cyanide Sulfide
Fluoride pH
Nitrate/nitrite
Chemical Constitnents - Volatile Organics

Acetone Halogenated hydrocarbons

1-butanol (buty! alcohol)

Methyl isobutyl ketone (MIBK)

2-butanone (MEK)

Propanol (isopropyl aicohol)

Carbon tetrachloride Toluene
Chloroform (trichloromethane) 1,1,1 trichloroethane
Decane 1,1,2 trichloroethane
Dichloromethane (methylene chloride) Xylene
" Ethanol
Semi-Volatile Organics
Diesel fuel® Polychlorinated biphenyls
Kerosene” Shell E-2342 (napthalene and paraffin)’
Normal paraffin hydrocarbon® Soltrol-170 (C,oHy, to CgH,,; purified kerosene)®
Paraffin hydrocarbons® Tributyl phosphate

* These contaminants of concern (COCs) are deep-zone sensitive only. Analyses are not required for these COCs in
the shallow zone soils, as they are soft beta emitters in low abundance that have insignificant dose impact in the

shallow zone.

® Uranium will be analyzed for total abundance in all samples; any samples with values significantly above
background levels will be analyzed for these individual species.

¢ Analyzed as kerosene total petroleum hydrocarbons.
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Table B1-2. Data Quality Objectives Decision Rules (from BHI 1999).

DR #

Decision Rule

If the RESRAD results for the maximum detected concentrations of the radiological COCs in
the sediment layer exceed annual exposure limits for human health protection (under the
appropriate exposure scenario), then remedial alternatives® will be evaluated for the sediment
layer in a feasibility study.

If the RESRAD results for the maximum detected concentrations of the radiological COCs
from the top of the sediment layer (about 1.8 m [6 ft] bgs ) to 4.6 to 7.6 m (15 or 25 ft) below
grade (below the sediment layer) exceed annual exposure limits for human health protection
(under the appropriate exposure scenario), then remedial alternatives® will be evaluated for
these soils in a feasibility study.

If the maximum detected concentrations of chemical COCs in the sediment layer exceed the
action levels (Table B2-1), then remedial alternatives® will be evaluated for the sediment layer
in a feasibility study.

If the maximum detected concentrations of chemical COCs from the top of the sediment layer
(about 1.8 m [6 ft] bgs)to 4.6 or 7.6 m (15 or 25 ft) (below the sediment layer) exceed action
levels (Table B2-2), then remedial alternatives® will be evaluated for these soils in a feasibility
study.

If the contaminant distributions in the 0 to 15 ft bgs or 25 ft zone and deep vadose zone
(<46 m [>15 ft] or 7.6 m [25 ft] bgs) for all four RCRA TSD units sampled differ
significantly from the conceptual contaminant distribution model, then the conceptual
contaminant distribution model will be revised prior to use in remedial decision or remedial
action planning efforts for the three non-RCRA TSD units.

2 The use of the term “remedial alternative” is used collectively to refer to one or more of the alternatives
described in Section B1.5.1. The selection of an appropriate alternative is beyond the scope of this document.

bgs = below ground surface

COCs = contaminants of concemn

RESRAD = RESidual RADioactivity dose model]

TSD = treatment, storage, and disposal
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B2.0 QUALITY ASSURANCE PROJECT PLAN

The quality assurance project plan (QAPjP) establishes the quality requirements for
environmental data collection including sampling, field measurements, and laboratory analysis.
The overall QAP;jP for environmental restoration waste sites in the 200 Areas is included in
Appendix A of the 200 Areas Remedial Investigation/Feasibility Study Implementation Plan -
Environmental Restoration Program (hereinafter referred to as the Implementation Plan)
(DOE-RL 1999). The QAP;jP complies with the requirements of the U.S. Department of Energy
(DOE) Order 5700.6¢, Quality Assurance; the Code of Federal Regulations (CFR),

40 CFR 830.120, “Quality Assurance Requirements”; EPA Requirements for Quality Assurance
Project Plans for Environmental Data Operations (EPA 1994b); and the Hanford Analytical
Services Quality Assurance Requirements Documents (HASQARD) (DOE-RL 1996a). The
Implementation Plan provides the general framework of technical and administrative
requirements that apply to 200-CS-1 and other OUs in the 200 Areas.

To meet the site-specific needs for the 200-CS-1 OU, the QAPjP identifies supplemental
requirements developed during the DQO process and described in this group-specific SAP.
These requirements are listed below: :

. Analytical performance - Requirements for detection limits, precision, and accuracy are
presented in Tables B2-1 and B2-2. The analytical methods are also shown in these
tables.

o Field quality control (QC) - The frequency and type of QC samples to be collected are
addressed in Section B2.1.

. Sample preservation, containers, and holding time - The requirements for the specific
test/laboratory methods are addressed in Section B2.3 and in Table B2-3.

. Onsite measurements quality control - The specific types of QC samples for onsite
measurements and the frequency of collection are addressed in Section B2.4.

. Data validation and usability - Specific validation requirements, including the frequency
and level of validation, are addressed in Section B2.6.

The following sections describe the supplemental waste group quality requirements and the
procedural controls applicable to this investigation. The 200 Area QAPjP (Appendix A of the
Implementation Pian [DOE-RL 1999]) and this section of the SAP will serve as the QAP;P for
the 200-CS-1 OU remedial investigation.

B2.1 FIELD QUALITY CONTROL

Field QC samples shall be collected to evaluate the potential of cross-contamination and
laboratory performance. Field QC for sampling sites in the 200-CS-1 OU will require the
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collection of co-located duplicates, field splits, equipment rinsate blanks, and trip blank saxﬁples.
The QC samples are described in this section with the required frequency of collection.

B2.1.1 Co-Located Duplicates

Co-located duplicates are independent samples collected as close as possible to the same point in
space and time, taken from the same source, stored in separate containers, and analyzed
independently. These samples are useful in documenting homogeneity in the soil. It is
important that these samples are not homogenized together.

A minimum of 5% of the total collected samples shall be duplicated, or one field duplicate shall
be collected for every 20 samples, whichever is greater. At least two co-located duplicates shall
be collected from each waste site and one will be collected from each borehole. The duplicates
should generally be collected from an area that is expected to have some contamination so that
valid comparisons between the samples can be made (i.e., at least some of the COCs will be
present above the detection limit). When sampling with a split-spoon sampler, the duplicate
sample may be from a separate split-spoon sample, either above or below the main sample
because of soil sample volume constraints. The split-spoon duplicate should be collected
somewhere below the interval of continuous coring and above 7.6 m (25 ft) below ground
surface (bgs), with the exception of the S Pond boring. The split-spoon co-located duplicate for
the S Pond boring will be collected at the first sample interval.

B2.1.2 Field Splits

Split samples shall be collected at the same frequency as co-located duplicate samples, with at
least two samples collected per waste site and one per borehole. Split samples shall be retrieved
from the same sample interval using the same equipment and sampling technique; sampling
limitations involving split-spoon samples, as discussed in Section B2.1.1, also apply to field
splits. Samples shall be split in the field and sent to two independent laboratories. Splits will be
used to verify the performance of the primary laboratory.

B2.1.3 Equipment Rinsate Blanks

Equipment blanks shall be collected at the same frequency as co-located duplicate samples
(where applicable) and if sampling equipment is reused, and the equipment blanks are used to
verify the adequacy of sampling equipment decontamination procedures. The field geologist
may request that additional equipment blanks be taken. Equipment blanks shall consist of pure
deionized water washed through field decontaminated sampling or pre-cleaned equipment and
placed in containers identical to those used for actual field samples.

Equipment rinsate blanks shall be analyzed for the following:

Gross alpha

Gross beta

Metals (excluding hexavalent chromium and mercury)
Anions (except cyanide)

rH
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. Semi-volatile organic analyte
. Volatile organic analytes.

These analytes are considered to be the best indicators of inadequate decontamination.

B2.1.4 Trip Blanks

The volatile organic trip blanks will constitute approximately 5% of all volatile organic
compound samples, which equates to approximately every sixth batch (cooler) of sample
containers shipped. A total of eight trip blanks are expected to be collected (see Table B3-6.

The trip blank shall consist of pure deionized water added to one clean sample container in the
field and will be returned unopened to the laboratory. Trip blanks are prepared as a check for
possible contamination originating from container preparation methods, shipment, handling,
storage, or site conditions. The trip blank shall be analyzed for volatile organic compounds only.

B2.1.5 Prevention of Cross-Contamination

Special care should be taken to prevent cross-contamination of soil samples. Particular care will
be exercised to avoid the following common ways in which cross-contamination or background
contamination may compromise the samples: -
. Improperly storing or transporting sampling equipment and sample containers

. Contaminating the equipment or sample bottles by setting them on or near potential
contamination sources such as uncovered ground '

. Handling bottles or equipment with dirty hands

. Improperly decontaminating equipment before sampling or between sampling events.

B2.2 QUALITY OBJECTIVES AND CRITERIA FOR MEASUREMENT DATA
Quality objectives and criteria for measurement data are presented in Tables B2-1 and B2-2 for
radiological and chemical analytes of interest and for soil physical properties.

B2.3 SAMPLE PRESERVATION, CONTAINERS, AND HOLDING TIMES

Sample preservation, containers, and holding times for radiological and chemical analyses and

for soil physical property tests are presented in Table B2-3. Final sample collection
requirements will be identified on a Sampling Authorization Form.
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B2.4 ONSITE MEASUREMENTS QUALITY CONTROL

The collection of QC samples for onsite measurements QC is not applicable the field screening
techniques described in this plan. Field screening instrumentation will be calibrated and
controlled according to the procedures identified in Section B2.7.

B25 DATA MANAGEMENT

Data resulting from the implementation of this QAPjP shall be managed and stored by the
Environmental Restoration Contractor (ERC) organization responsible for data management, in
accordance with BHI-EE-01, Environmental Investigations Procedures, Section 2.0, “Sample
Management.” The information management overview (IMO) for data management activities is
provided in detail in Appendix C of the Implementation Plan (DOE-RL 1999). The IMO will be
used to define the process for collection and control of all data, records, documents, and
correspondence generated at 200 Area OUs. At the direction of the task lead, all analytical data
packages shall be subject to final technical review by qualified personnel before submittal to
regulatory agencies or inclusion in reports. Electronic data access, when appropriate, shall be via
a database (e.g., Hanford Environmental Information System [HEIS] or a project-specific
database). Where electronic data are not available, hard copies shall be provided in accordance
with Section 9.6 of the Hanford Federal Facility Agreement and Consent Order (Ecology et al.
1990).

B2.6 DATA VALIDATION REQUIREMENT

Validation shall be performed on completed data packages by qualified Bechtel Hanford, Inc.
(BHI) sample management personnel or by a qualified independent contractor. Validation shall
consist of verifying required deliverables, requested versus reported analyses and associated
requirements, and transcription errors. Validation shall also include the evaluation and
qualification of results based on holding time, method blanks, matrix spikes, laboratory control
samples, laboratory duplicates, and chemical and tracer recoveries as appropriate to the methods
used. No other validation or calculation checks will be performed. At least 10% of all data,
and/or a minimum of one data package/sample delivery group, shall be validated. Assuming that
approximately 132 samples will be collected during the 200-CS-1 QU investigations (including
full QC sets, but exclusive of discretionary samples [see Table B3-6]), at least 6 data packages
(sample delivery groups containing 20 sample sets) will be generated. At least one sample data
package will be validated. Validation requirements identified in this section are consistent with
Level C validation, as defined in data validation procedures (WHC 1993a, 1993b). Validation
for physical data will not be performed.

B2.7 TECHNICAL PROCEDURES AND SPECIFICATIONS

Sampling and onsite environmental measurements shall be performed according to approved
procedures. Sampling and field measurements will be conducted according to BHI-EE-01;
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BHI-EE-05, Field Screening Procedures; and other approved procedures listed below.
Individual procedures that may be used during performance of this SAP include the following:

BHI-EE-01, Environmental Investigations Procedures

Section 1.0, General Information
- Procedure 1.5, “Field Logbooks”
- Procedure 1.6, “Survey Requirements and Techniques™

Section 2.0. Sample Management
- Procedure 2.0, “Sample Event Coordination”

- Procedure 2.1, “Sampling Documentation Processing”

Section 3.0, General Sampling
- Procedure 3.0, “Chain of Custody”

- Procedure 3.1, “Sample Packaging and Shipping”
- Procedure 3.2, “Field Decontamination of Sampling Equipment”

Section 4.0. Soil, Groundwater. and Biotic Sampling
- Procedure 4.0, “Soil and Sediment Sampling”

- Procedure 4.2, “Sample Storage and Shipping Facility”

Section 5.0, Sampling Techniques

- Procedure 5.2, “Test Pit Excavation in Contarninated Areas”™

Section 6.0, Drillin
- Procedure 6.0, “Documentation of Well Drilling, Abandonment, Remediation,

and Completion Operations™
- Procedure 6.1, “Drilling and Sampling in Radiological Contaminated Areas”
- Procedure 6.2, “Field Cleaning and/or Decontamination of Drilling Equipment”

Section 7.0, Geologic and Hydrologic Data Collection
- Procedure 7.0, “Geologic Logging”
- Procedure 7.2, “Geophysical Survey Work”

BHI-EE-05, Field Screening Procedures
- Procedure 1.0, “Routine Field Screening”
- Procedure 2.4. “Operation of the Man-Carried Radiological Detection System

(MRDS)”
- Procedure 2.5, “Operation of the Mobile Surface Contaminant Monitor IT”
- Procedure 2.12, “Eberline E-600 Usage for Environmental Surveys”

BHI-FS-03, Field Support Waste Management Instructions
- Instruction W-011, “Control of CERCLA and Other Past-Practice Investigation
Derived Waste™
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. Environmental Investigations Instructions, WHC-CM-7-7 (WHC 1988)
- Instruction 5.5, “Laboratory Cleaning of RCRA/CERCLA Sampling Equipment.”

Work shall also be performed in accordance with the following manuals:
. BHI-EE-Q2, Environmental Requirements, Section 11.0, “Solid Waste Management™
. BHI-QA-01, ERC Quality Program
o BHI-QA-03, ERC Quality Assurance Program Plans
Plan 5.1, “Field Sampling Quality Assurance Program Plan”
- Plan 5.2, “Onsite Measurements Quality Assurance Program Plan”

- Plan 5.3, “Radiological Measurements and Environmental Support Quality
Assurance Program Plan”

° | BHI-MA-02, ERC Project Procedures

. BHI-SH-01, Hanford ERC Environmental, Safety, and Health Program
. BHI-SH-05, Industrial Hygiene Work Instructions

° BHI-SH-02, Safety and Health Procedures, Volumes 1 through 4

o BHI-EE-10, Waste Management Plan

) BHI-SH-04, Radiological Control Work Instructions

. Hanford Site Radiological Control Manual (DOE-RL 1996b)

. Specification for envirénmental drilling services specific to 200-CS-1.

B2.7.1 Sample Location

Sample locations (e.g., boreholes and test pits) shall be staked and labeled prior to beginning the
sampling. Locations shall be staked by the technical lead or the field team leader assigned by the
project manager. After the locations have been staked, minor adjustments to location may be
made to mitigate unsafe conditions, avoid structural interferences, or bypass utilities. Locations
shall be identified during or after sampling following BHI-EE-01, Procedure 1.6, “Survey
Requirements and Techniques.” Changes in test pit and borehole locations that do not impact the
DQOs will require approval of the project manager. However, if a change in the location results
in an impact to the DQOs, Ecology will be notified to concur with the strategy.

B2.7.2 Sample Identification

The ERC Sample and Data Tracking database will be used to track the samples through the
collection and laboratory analysis process. The HEIS database is the repository for the
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laboratory analytical results. The HEIS sample numbers will be issued to the sampling
organization for this project in accordance with BHI-EE-01, Procedure 2.0, “Sample Event
Coordination.” Each chemical/radiological and physical properties sample wili be identified and
labeled with a unique HEIS sample number. The sample location, depth, and corresponding
HEIS numbers will be documented in the sampler's field logbook.

Each sample container will be labeled with the following information using a waterproof marker
on firmly affixed, water-resistant labels:

HEIS number

Sample collection date/time

Name/initials of person collecting the sample
Analysis required

Preservation method, if applicable.

B2.7.3 Field Sampling Logbook

All information pertinent to field sampling and analysis will be recorded in bound logboocks in
accordance with BHI-EE-01, Procedure 1.5, “Field Logbooks.” The sampling team wil! be
responsible for recording all relevant sampling information including, but not limited to, the
information listed in Appendix A of BHI-EE-01, Procedure 1.5. Entries made in the logbook
will be dated and signed by the individual making the entry.

B2.7.4 Sample Custody

A chain-of-custody record will be initiated in the field at the time of sampling and will
accompany each set of samples (cooler) shipped to any laboratory in accordance with
BHI-EE-01, Procedure 3.0, “Chain of Custody.” The analyses requested for each sample will be
indicated on the accompanying chain-of-custody form. Chain-of-custody procedures will be
followed throughout sample collection, transfer, analysis, and disposal to ensure that sample
integrity is maintained. Each time responsibility for custody of the sample changes, the new and
previous custodians will sign the record and note the date and time. The sampler will make a
copy of the signed record prior to sample shipment and transmit the chain-of-custody to ERC
Sample and Data Management within 24 hours of shipping, as detailed in BHI-EE-01,
Procedure 2.1, “Sampling Documentation Processing.”

A custody seal (i.e., evidence tape) shall be affixed to the lid of each sample jar. The container
seal will be inscribed with the sampler’s initials and the date sealed. For any sample jars
collected inside the glovebag or glovebox and “bagged out,” the evidence tape may be affixed to
the seal of the bag to demonstrate that tampering has not occurred. This will eliminate problems
associated with contaminated soils adhering to the custody tape while inside a glovebox.

B2.7.5 Sample Containers and Preservatives

Level I EPA pre-cleaned sample containers will be used for soil samples collected for
radiological and chemical analyses. Container sizes may vary depending upon laboratory-
specific volumes needed to meet analytical detection limits. If, however, the dose rate on the

*
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outside of a sample jar or the curie content exceeds levels acceptable by an offsite laboratory, the
sampling lead and task lead can send smaller volumes to the laboratory after consultation with
ERC Sample and Data Management to determine acceptable volumes. Preliminary container
types and volumes are identified in Table B2-3.

B2.7.6 Sample Shipping

The outside of each sample jar will be surveyed by the radiological control technician (RCT) to
verify that the container is free of smearable surface contamination. The RCT shall also measure
the radiological activity on the outside of the sample container (through the container) and will
mark the container with the highest contact radiological reading in either disintegrations per
minute (dpm) or mrem/hr, as applicable. Unless pre-qualified, all samples will have total
activity analysis performed by the Radiological Counting Facility (RCF), the 222-S Laboratory,
or other suitable onsite laboratory prior to shipment. This information, as well as other data that
may pre-qualify the samples, will be used to select proper packaging, marking, labeling, and
shipping paperwork in accordance with U.S. Department of Transportation regulations (49 CFR)
and to verify that the sample can be received by the offsite analytical laboratory in accordance
with the laboratory's acceptance criteria. The sampler will send copies of the shipping
documentation to ERC Sample and Data Management within 24 hours of shipping, as detailed in
BHI-EE-01, Procedure 2.1, “Sampling Documentation Processing.”

As a general rule, samples with activities <1 mR/hr will be shipped to an offsite laboratory.
Samples with activities between 1 mR/hr and 10 mR/hr may be shipped to an offsite laboratory;
samples with activities in this range will be evaluated on a case-by-case basis by ERC Sample
and Data Management. Samples with activities >10 mR/hr will be sent to an onsite laboratory.
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Table B2-1. Apalytical Performance Requirements - Shallow Zone Soils
(<15 ft bgs). (3 pages)

Prefiminar ‘ imi
Dra | Al | g Ko | Requvamem | Accrsey [ e
Meth C* | MethB | MDL | PQL | vavired | Required
‘ Radioclogical Constituents, in pCi/g
Rad.a | GrATAS | Americium241 i o1 | 1| w0 | o
Rad,y | GeLi/HPGe Cesium-137 i 005 { 0.1 80-120 +30
Rad,y | GeLi/HPGe Cobalt-60 i 005 | 01 80-120 +30
Rad,y | GeLi/HPGe Europium-152 i 0.1 0.2 80-120 +30
Rad,y | GeLi/HPGe Europium-154 i 0.1 0.2 80-120 +30
Rad,y | GeLiHPGe Europium-155 i 005 | 0.1 80-120 +30
Rad, o g’l,%“ alpha, | G oss alpha j 5 10 | 70-130 +30
Rad, p g’lfés beta, Gross beta i 3 15 70-130 +30
Rad, o | NpAEA® Neptunium-237 i 0.1 1 70-130 130
Rad, o | PUAEA® | Plutonium-238 i 0.1 1 70-130 +30
Rad, o | PUAEA® Plutonium-239/240 i 0.1 1 70-130 +30
Rad GeLi/HPGe Radium-228 i 0.1 0.2 80-120 +30
Rad | RADSr :t‘r’o‘f:ﬁ’:::"“‘“’e i 0.2 1 70-130 30
Rad,a | ThAEA" Thorium-232 i 0.1 I 70-130 #30
Rad | KPA Total uranium N/A mﬁg m:/?:g 70-130 +30
Rad, a Uranium-233/234 i 0.1 i 76-136 +30
Rad, o | UAEA? Uranium-235/236 i 0.1 1 70-130 +30
Rad, Uranium-238 i 0.1 1 70-130 £30
Inorganic Chemical Constituents, in mg/kg®
Chem | EPA 6010 Arsenic 6.5 6.5° 2.502¢ | 1001° 70-130 130
Chem | EPA 6010 Barium 2457 132%f 0.1 1 70-130 +30
Chem | EPA 6010 Beryllium 1.51% 1.51° 003 | 02 70-130 +30
Chem | EPA 6010 Cadmium 0.5 0.5° 0.3 0.8 70-130 +30
Chem | EPA 6010 Chromium (III) 3,500° 1,600° 04 1 70-130 30
Chem | EPA 7196 ?h;";“n“’:i;“‘ 175 8.0 01 | 07 | 70-130 +30
Chem | EPA 6010 Copper 130° 59.2 0.5 2 70-130 130
Chem | EPA 6010 Lead 353'8 35348 3 20 70-130 +30
Chem | EPA 7471 Mercury 0.3397 0.33% | 0.005 | 0.05 70-130 +30
Chem | EPA 6010 Nickel 70 32 4 70-130 130
Chem | EPA 6010 Selenium 5 5t 5 20 70-130 £30
Chem | EPA 6010 Silver 100 8 0.7 2 70-130 £30
Chem | EPA 6010 Vanadium 2457 1.2 0.5 3. 70-130 +30
Chem | EPA 6010 Zinc 500° 480° 0.5 2 70-130 £30
Chem | EPA 350.1 Ammonia 59,500 27,200 0.2 0.5 70-130 +30 -
Chem | EPA 300.0 Chloride 25,000 25,000 02 2 70-130 +30
Chem | EPA 9010 Cyanide 20 20 0.25 1 70-130 +30
Chem | EPA 300.0 Fluoride 200 9% 0.2 1 70-130 +30
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. Preliminary Detection Limit .
'll?at: A;d:z:;?l Analyte Action Level Requirement ;ccul:acy Prec'f"’"
yP MethC* | MethB | MDL | PQL | ‘eduired |- Required
Chem | IC353.1%and Nitrate and 4,400/330 | 4,400/330 0.02/ 0.2/ 70-130 +30
EPA 300.0 nitrate/nitrite as N 0.1 0.5
Chem | IC353.1"and | Nitrite and 330 330 0.2 1 70-130 +30
EPA 300.0 nitrate/nitrite as N
Chem [ EPA 300.0 Phosphate N/A® N/A® 0.6 6 70-130 130
Chem | EPA 300.0 Sulfate 25,000 25,000 2 10 70-130 +30
Chem | EPA 9030 Sulfide N/A N/A 4 20 70-130 +30
Chem | EPA 9045 or pH N/A N/A N/A N/A 70-130 +30
field
measurement
Organic Chemical Constituents, in mg/kg
Chem | EPA 8260 Acetone 175 80 .05 0.01 70-130 +30
1-Butanol (butyl
Chem | EPA 8260 alcohol) 350 160 0.4 1 70-130 +30
Chem | EPA 8260 2-butanone (MEK) 1,050 480 0.005 0.01 70-130 +30
Chem | EPA 8260 Carbon tetrachloride 0.337 0.0337 0.001 0.005 70-130 +30
Chem | EPA 8260 Chloroform 7.17 0717 | 0001 | 0005 | 70-130 430
(trichloromethane)
Chem | =74 526085 | pecane N/A N/A NA | NA | Na N/A
Dichloromethane
Chem | EPA 8260 (methylene chloride) 0.5 0.5 0.002 0.005 70-130 +30
Chem ?fg 826035 | pipanol N/A N/A NA | wa N/A N/A
Halogenated
Chem | EPA 8260 hydrocarbons N/A N/A 0.002 0.005 70-130 130
Methyl isobutyl
Chem | EPA 8260 ketone (MIBK) 64 140 N/A N/A N/A N/A
Chem | EPA8260as | Propanol (isopropyl N/A N/A NA | NA N/A N/A
TIC alcohol)
Chem | EPA 8260 Toluene 100 100 0.001 | 0.0605 - 70-130 +30
Chem | EPA 8260 Xylene 1,000 1,000 0.001 0.005 T0-130 +30
Chem | EPA 8260 1,1,1-trichloroethane 20 20 0.001 0.005 70-130 130
Chem | EPA 8260 1,1,2-trichloroethane 03 0.0768 0.001 0.005 70-130 +30
Chem | EPA 8270 Tributyl phosphate N/A N/A 0.4 4 70-130 +30
Chem | EPA 8082 Polychlorinatcd 65" 0.5° 0.01 0.1 70-130 +30
biphenyls
Kerosene, normal
paraffin
hydrocarbons,
paraffin
NWTPH-Dx hydrocarbons, shell
Chem | modified for E-2342 (napthalene N/A N/A Q.5 5 70-130 +30
kerosene range | and paraffin), Soltrol-
170 (C10H22 to
C,6H34 ) purified
kerosene, and diesel
fuel
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Table B2-1. Analytical Performance Requirements ~ Shallow Zone Soils
(<15 ft bgs). (3 pages)

. Preliminary D;tecti;n Limit ..
?at: Al:l{:ltyht::la' Analyte Action Level Requirement ;\{ccufacy Precn;uon
P MethC' | MethB | MDL | PQL | heauired | Required
Soil Physical Properties
Phys | ASTMD2216 | Moisture content N/A N/A NA | NA N/A N/A
(wi%h)
Particle size
Phys ASTM D422 distribution (wt%) N/A N/A N/A N/A N/A N/A
Phys BHI-EE-01 Lithology N/A N/A N/A N/A N/A N/A
ASTM D2937
Phys or field Bulk density (g/cm’) N/A N/A N/A N/A N/A N/A
measurement

Notes: Detection limits in this table are based on optimal conditions. Interferences and different matrices may significantly

degrade the values shown.

Dangerous waste generation is not expected at this operable unit (i.., contained-in determination is expected for listed waste

hydrazine). If generated, the concentrations of any underlying hazardous constituents will be evaluated against applicable

regulatory requirements.

*  Method C values are based on Model Toxics Control Act (MTCA) industrial standards (WAC 173-340).

*  AmAEA, PUAEA, UAEA, NpAEA, ThAEA -- chemical separation, electro/microprecipitation deposition, alpha energy
analysis via Si barrier detector.

¢ This project is subject to Phase IV Resource Conservation and Recovery Act of 1976 (RCRA} implementation. Therefore, if

any of the toxicity characteristic (TC) metals exceed the land disposal restriction threshold values as expressed by 20 times

the toxicity characteristic leachate procedure (TCLP) limits, the remaining sample media, or drummed drill cuttings will be

analyzed using TCLP for the TC metals. The TCLP analysis will also include antimony and thallium as potential

underlying hazardous constituents.

Based on Hanford Site background values.

¢ First value shown is via routine inductively coupled plasma (ICP), second value via “trace” ICP.

T The RESRAD model for the 100 Areas remedial design/remedial action or 100-N Area corrective measures study predicts
that this constituent will not reach groundwater in 1,000 years. It is anticipated that the same will be true in the 200 Areas.

£ The lead value is based on the Guidance Manual for the Integrated Exposure Uptake Biokinetic Model for Lead in Children
from EPA (EPA 1994c).

f' Method is from Methods for Chemical Analysis of Water and Wastes (EPA 1984).

* There are no preliminary action Ievels for radionuclides at this time; they will be developed in the remedizl
investigation/feasibility study process.

o = alpha analysis

B = beta analysis

¥ = gamma analysis

ASTM = American Society for Testing and Materials

EPA = U.S. Environmental Protection Agency

N/A = not applicable

GeLi = lithium-drified germanium detector

GPC = gas proportional counting

HPGe = high-purity germanium

KPA = kinetic phosphorescence analysis

MDL = maximum detection limit

PQL = practical quantitation limit

RADSr = total radioactive strontium

TIC = tentatively identified compound

B2-11




DOE/RL-99-44

Rev. 0

Table B2-2. Analytical Performance Requirements - Deep Zone Soils

(>15 ft bgs). (3 pages)

relimina Detection Limit
Data | Ayt Ansiyts Acion Level | Requirements | Accuracy | Precision
. Meth C* | Meth B | MDL | PQL q q
Radionuclides, in pCi/g
Rad, o ms ¢ Americium-241 i g: : ggjgg ji;gg
Rad, y GeLi/HPGe Cesium-137 i 0.05 0.1 80-120 +30
Rad,y |GeLiHPGe Cobalt-60 i 0.05 0.1 80-120 £30
Rad,y- |GeLi/HPGe Europium-152 i 0.1 0.2 80-120 +30
Rad,y |GeLi/HPGe Europium-154 i 0.1 0.2 0-120 +30
Rad,y |[GeLi/HPGe Europium-153 i 0.05 0.1 80-120 30
Rad, 0. | Gross alpha, GPC | Gross alpha i 5 10 70-130 +30
Rad, B | Gross beta, GPC Gross beta i 3 15 70-130 £30
Rad, @ | NpAEA® Neptunium-237 i 0.1 1 70-130 +30
Rad E;‘;‘S“cisn?i’ﬁzi‘;“ Nickel-63 i 5 30 | 70130 +30
Rad, & | PUuAEAP Plutonium-238 i 0.1 1 70-130 +30
Rad, @ |PuAEA® Plutonium-239/240 i 0.1 1 70-130 £30
Rad,y | GeLi/HPGe Radium-228 i 0.1 0.2 80-120 +30
Total radicactive .
Rad RADSr stmmi’:i o i 0.2 1 70-130 +30
Rad Ef:‘;cfn"tfl‘;’t‘g‘l’l“ Technetium-99 i 5 15 | 70-130 +30
Rad | Disuliation Tritium i 5 400 | 70-130 +30
Liq Separation
Rad,a | ThAEA® Thorium-232 i 0.1 1 70-130 30
Rad KPA Total uranivm N/A m‘;ﬁ(g 1 mgkg | 70-130 +30
Rad, o Uranium-233/234 i 0.1 1 70-130 £30
Rad UAEA® Uranium-235/236 i 0.1 1 70-130 +30
Rad Uranium-238 i 0.1 1 70-130 +30
Inorganic Chemicals, in mg/kg"

Chem |EPA 6010 Arsenic 6.5 657 [ 2502 ] 101° | 70-130 +30
Chem |EPA 6010 Barium 245° 132% 0.1 1 70-130 130
Chem |EPA 6010 Beryllium 1.51 1.51° 0.03 0.2 70-130 +30
Chem | EPA 6010 Cadmium 0.5 050 ]0.3/0.02°}0.8/0.04° 70-130 +30
Chem |EPA 6010 Chromium (II}) 3,500°0 | 1,6007 0.4 1 70-130 +30
Chem | EPA 7196 Hexavalent chromium | 17.5 8.0 0.1 0.7 70-130 +30
Chem |EPA 6010 Copper 130° 59,2 0.5 2 70-130 +30
Chem |EPA 6010 Lead 35308 | 35308 3 20 70-130 +30
Chem | EPA 7471 Mercury 0.33% | 033% | 0.005 0.05 70-130 +30
Chem | EPA 6010 Nickel 70 327 1 4 70-130 +30
Chem EPA 6010 Selenium st 5t 5 20 70-130 +30
Chem | EPA 6010 Silver 10f 8 0.7 2 70-130 30
Chem |EPA 6010 Vanadium 4.5 112 0.5 3 70-130 +30
Chem | EPA 6010 Zinc 5000 480° 0.5 2 70-130 £30
Chem [EPA 350.1 Ammonia 59,500 | 27,200 0.2 0.5 70-130 £30
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Table B2-2. Analytical Performance Requirements - Deep Zone Soils
(>15 ft bgs). (3 pages)
Preliminary Detection Limit »
,?'t’ A;lzlt};ﬁo?] Analyte Action Level Requirements Af:,ur-:fy P:""‘,':“
ype Meth C* | Meth B | MDL | PQL 9 “d
Chem | EPA 300.0 Chloride 25,000 | 25,000 0.2 2 70-130 +30
Chem |EPA %010 Cyanide 20 20' 0.25 1 70-130 £30
Chem |EPA 300.0 Fluoride 200 96 02 1 70-130 130
IC 353.1" and EPA | Nitrate and
Chem  |3000 Litrate/nitrite as N 4,400 | 4,400 0.02 0.2 70-130 +30
IC 353.1" and EPA | Nitrite and
Chem | 30°0 nitrate/mitrite as N 330 330 0.2 1 70-130 +30
Chem | EPA 300.0 Phosphate N/A® N/A® 0.6 6 70-130 +30
Chem | EPA 300.0 Sulfate 25,000 | 25,000 2 10 70-130 430
Chem |EPA 9030 Sulfide N/A N/A 4 20 70-130 +30
EPA 9045 or field
Chem | o ment pH N/A N/A N/A N/A 70-130 +30
Organic Chemicals, in mg/kg
Chem | EPA 8260 Acetone 175 80 0.05 0.01 70-130 +30
1-butanol (butyl
Chem | EPA 8260 alcohol) 350 160 0.4 1 70-130 +30
Chem | EPA 8260 2-butanone (MEK) 1,050 480 0.005 0.01 70-130 30
Chem | EPA 8260 Carbon tetrachloride 0337 | 0.0337 | 0.001 0.005 | 70-130 +30
Chem |EPA 8260 Chloroform 717 | om7 | 000t { 0005 | 70-130 +30
(trichloromethane)
Chem |EPA8260asTIC |Decane N/A N/A N/A N/A N/A N/A
Dichloromethane
Chem |EPA 8260 (methylene chloride) 0.5 0.5 0.002 | 0005 | 70-130 +30
Chem |EPA 8260 as TIC | Ethanol N/A N/A N/A N/A 70-130 +30
Halogenated
Chem | EPA 8260 hydrocarbons N/A N/A 0.002 | 0.005 | 70-130 +30
Methyl isobuty]
Chem | EPA 8260 ketone (MIBK) 64 140 N/A N/A N/A N/A
Chem | EPA 8260 as TIC ;Tf:;‘g‘ Gsopropyl | a4 [ WA | wA | NA N/A N/A
Chem | EPA 8260 Toluene 100 100 0.001 0.005 | 70-130 +30
Chem | EPA 8260 Xylene 1,000 1,000 | 0.001 0.005 | 70-130 +30
Chem | EPA 8260 1,1,1-trichloroethane 20 20 0.001 0.005 | 70-130 +30
Chem |EPA 8260 1,1,2-trichloroethane 0.3 0.0768 | 0001 | 0.005 | 70-130 +30
Chem | EPA 8270 Tributyl phosphate N/A N/A 0.4 4 70-130 £30
Chem |EPAsosogosz | Lolychlorinated 6s° | os | oo | o1 | 70-130 +30
biphenyis
Kerosene, normal
paraffin hydrocarbons,
paraffin hydrocarbons,
NWTPH-Dx Shell E-2342 :
Chem | modified for (napthalene and N/A N/A 0.5 5 70-130 +30
kerosene range paraffin), Soltrol-170
(CioHz to CgHsy),
purified kerosene, and
diesel fuel
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Table B2-2. Analytical Performance Requirements - Deep Zone Soils

(>15 ft bgs). (3 pages)

. Preliminary Detection Limit .
?‘“: A;l:lt!{lt;‘::lﬂ Analyte Action Level Requirements A;:{cur,a:lcy P'I:C's!z‘;“
» Meth C*] MethB | MDL | PQL | “
Soil Physical Properties
Phys | ASTMD2216 | Moisture content NA | NA | NA | Na | wNa N/A
(wi%)
Particle size
Phys ASTM D422 distribution (Wt%) N/A N/A N/A N/A N/A N/A
Phys | BHI-EE-01 Lithology NA | NA | NA | NA NA N/A
Field - 3
Phys | ppomo Bulk density (g/em®) | WA | NA | WA | NA N/A N/A

Notes: Detection limits in this table are based on optimal conditions. Interferences and different matrices may significantly
degrade the values shown.

Dangerous waste generation is not expected at this operable unit (i.e., contained-in determination is expected for listed waste
hydrazine). If generated, the concentrations of any underlying hazardous constituents will be evaluated against applicable
reguiatory requirements.

b

Method C values are based on Mode! Toxics Control Act (MTCA) industrial standards (WAC 173-340).

AmAEA, PuAEA, UAEA, NpAEA, ThAEA - chemical separation, electro/microprecipitation deposition, alpha energy
analysis via Si barrier detector.

This project is subject to Phase IV Resource Conservation and Recovery Act of 1976 (RCRA) implementation.
Therefore, if any of the toxicity characteristic {TC) metals exceed the land disposal restriction threshold values as
expressed by 20 times the toxicity characteristic leachate procedure (TCLP) limits, the remaining sample media, or
drummed drill cuttings will be analyzed using TCLP for the TC metals. The TCLP analysis will also include antimony
and thallium as potential underlying hazardous constituents.

Based on Hanford Site background values.

First value shown is via routine inductively coupled piasma (ICP), second value via “trace” ICP.

The RESRAD model for the 100 Areas remedial design/remedial action or 100-N Area corrective measures study
predicts that this constituent will not reach groundwater in 1,000 vears. 1t is anticipated that the same will be true in the
200 Areas.

The lead value is based on the Guidance Manual for the Integrated Exposure Uptake Biokinetic Model for Lead in
Children from EPA (EPA 1994c).

Method is from Methods for Chemical Analysis of Water and Wastes (EPA (1984).

There are no preliminary action levels for radionuclides at this time; they will be developed in the remedial
investigation/feasibility study process.

o = alpha analysis

3= beta analysis

Y = gamma analysis

ASTM = American Society for Testing and Materials
EPA = U.S. Environmental Protection Agency
N/A = not applicable

GeLi = lithium-drifted germanium detector
HPGe = high-purity germanium

KPA = kinetic phosphorescence analysis
MDL = maximum detection limit

PQL = practical quantitation limit

TIC = tentatively identified compound
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Table B2-3. Sample Preservation, Container, and Holding Time Guidelines. (2 pagés)

. Analytical Bottle . Packing -
Analytical Method |  Analytes Prority [Namber | Type Volume Preservation Requirements Holding Time
Radionuclides
GC! L:.Ellll ,,SE ;n}lencmm- 10 1 G/P 10g None None 6 months
Gross alpha, GPC | Gross alpha TBD 1 GP 10g None None 6 months
Gross beta, GPC Gross beta TBD 1 G/P 10g None None 6 months
Cesium-137,,
G a cobalt-60,;
spea' mmn scopy europlum-lls_z, 1 1 GP 1,500 g None None 6 months
-154, -155;
radium-228
PUAEA® ;ﬁﬁzﬂ‘lzm 5 1 GP 10g None None 6 months
ThAEA® ilsloo:'?ll:: 6 1 G/P 6g None None 6 months
b Isotopic ¢
UAEA uranium 1 G/P itg None None 6 months
NpAEA® ;I;??nmium- 7 1 G/P 10g None None 6 months
Chem Separation . a d
Liq Scintillation Nickel-63 4 1 G/P 6g None None 6 months
Total
RADSY radioactive 2 1 G/P 10g None None 6 months
strontium
Chem Separation Technetium- d
Liq Scintillation 00F 4 1 G/P 6g None None 6 months
KPA Total uranium® 3 1 G/P &g None None 6 months
Chem Separation s prad 4
Lig Scintillation Tritium - H3 4 1 G 100 g None None & months
Ingrganic Chemicals
ICP metals - 6010A | ICP metais 4 1 G/P 250 g None None 6 months
{%‘:SMS - 60104 :.?gf;ems 4 1 G/P 15g None None 6 months
Hexavalent o
EPA 7196 chromium 4 1 G/P 500 mL None Cool 4°C 30 days
EPA 7471 ?gj‘)‘“’y‘ 12 1 G 125 g None None 28 days
EPA 9010 Total cyanide 16 1 G 0 None Cool 4°C 14 days
EPA 350.1 Ammonia i5 1 GP 300 mL None Cool 4°C 28 days
Nitrate and
?;A 1300'0 amIC nitrate/nitrite 7 1 G/P 250g None None 28::31?5/48
) as N°
EPA 9030 Sulfide 11 1 G 40g None Cool 4°C 7 days
pH (soil}— 9045 or  {pH (so0il)—~
field method 9045 17 1 G/P 250g None None ASAP
Field pH
Chem me ment 17 N/A N/A N/A N/A N/A N/A
Organic Chemicals
EPA §260 (TCL) VOA (TCL) 18 1 G S0g None Cool 4°C 14 days
EPA 8270A ?ng 8 1 oG 250 ¢ None " Cool 4°C 14/40 days
EPA 8082 PCBs i4 1 aG 250 g None Cool 4°C 14/40 days
NWTPH-Dx .
modified for TPH - diesel 9 I G 200g None Cool 4°C 14 days
kerosene range B
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Table B2-3. Sample Preservation, Container, and Holding Time Guidelines. (2 pagﬁs)

Bottle

. Analytical . . Packing . .
Analytical Method Analytes Priority | Nember ] Type Volume' Preservation Requirements Holding Time
Physical Properties
Moisture
ASTM D2216 content 19 1 G/P 1,000 None None None
Particle size
ASTM D422 distribution 20 1 G/P TBD None None None
BHI-EE-01 Lithology TBD TBD TBD TBD None None None
ASTM D2937 or Bulk density
ficld methad (/o) 21 1 G/P 1,000 g None None None

1

analyzed for individual species (UAEA).

Their analytical priority will be the same as ICP metals (four).

e
G=glass

P = plastic

aG = amber glass

ASAP = as soon as possible
ASTM = American Society for Testing and Materials

CV = cold vapor

EPA = U.S. Environmental Protection Agency
GFAA = graphite furnace atomic absorption
GeLi = lithium-drified germanium detector
HPGe = high-purity germanium
KPA = kinetic phosphorescence analysis
TBD = to be determined
TCL = target compound list
TAL = target analyte list

Chloride, fluoride, nitrate, nitrite, phosphate, and sulfate.

B2-16

Optimal volumes, which may be adjusted downward to accommodate the possibility of retrieval of small amount of sample. Minimum
sample size will be defined in the Sampling Authorization Form.
AmAEA, PuAEA, UAEA, NpAEA, ThAEA -- chemical separation, electro/microprecipitation deposition, alpha energy analysis via Si
barrier detector.

Uranium will be analyzed for total abundance in all samples; any samples with values significantly above background levels will be

These radionuclides are constituents of concern in the deep zone only and will only be analyzed for in the deeper borehole samples (>25 ft).
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B3.0 FIELD SAMPLING PLAN

B3.1 SAMPLING OBJECTIVES

The primary objective of the field sampling plan (FSP) is to clearly identify and describe
sampling and analysis activities that will be conducted to resolve decision rules identified in
Step 5 of the DQO process (see Section B1.5.2). Decision rule statements indicate that remedial
action will be necessary if risks to human health and the environment are unacceptable pursuant
to the Model Toxics Control Act (MTCA) (Washington Administrative Code [WAC] 173-340),
CERCLA, and dangerous waste regulations (WAC 173-303). The field activities described in
this section are intended to address and resolve these decision rules. The FSP uses the sampling
design proposed in DQO Step 7 (BHI 1999) and describes pertinent elements of the sampling
program. Sampling methods, procedures, locations, frequencies, and depths are identified in this
section.

Four boreholes and 10 test pits (or shallow auger borings) will be excavated to characterize the
four waste sites in the 200-CS-1 OU. Samples will be collected to determine if residual
contamination remains in the soil column that is attributable to past operation of liquid disposal
units in the 200 Areas.

Soil samples will be collected from the vadose zone and analyzed for a suite of chemical and
radiological components; samples collected from boreholes will be analyzed for selected
physical properties. A split-spoon sampler will be the primary sampling device used for the
boreholes (or auger borings); test pits shall be excavated and sampled with an excavator. The
locations of planned and historical boreholes and the planned test pits are shown in Figures B3-1
through B3-3.

B3.2 FIELD MEASUREMENTS
B3.2.1 Surface Radiation Survey

A surface radiation survey shall be performed at each waste site. The survey shall be performed
to document existing surface contamination and to support preparation of supporting health and
safety documentation. Surface radiation surveys shall be conducted by qualified RCTs in
accordance with applicable health and safety procedures. A survey report will be prepared for
each site. Surveys shall be performed according to BHI-EE-05, Procedure 2.4, “Operation of the
Man-Carried Radiological Detection System,” and Procedure 2.5, “Operation of the Mobile
Surface Contamination Monitoring System,” or other applicable approved procedures. A post-
sampling survey will also be performed at each sampling site to ensure that samplmg activities
have not contributed to surface contamination.

B3.2.2 Soil Screening

All samples and cuttings from boreholes and test pits will be field screened for evidence of
radioactive contamination by the RCT or other qualified personnel. Surveys of these materials
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shall be conducted with field instruments. Potential screening instruments are listed in
Table B3-1 with their respective detection limits. The RCT shall record all field measurements,
noting the depth of the sample and the instrument reading.

Prior to excavation or drilling, a local area background reading will be taken with the field
screening instruments at a background site to be selected in the field. Field screening of
excavated soil or drill cuttings and visual observations of the soil (i.e., sediment/clay layer,
organic debris) will be used to identify the bottom of the ditch, pond, or trench where
contamination is expected to be greatest (i.e., ditch/pond bottom sediment layer); to adjust
sampling points; to assist in determining sample shipping requirements; and to support worker
health and safety montitoring. The site geologists will use professional judgment, screening data,
and the information provided in Tables B3-2 through B3-5 to finalize sampling interval
decisions.

The action level for radionuclide screening is twice background, and the action level for volatile
organic screening is 5 parts per million (ppm). Field screening for volatile organic analytes will
not be performed except for health and safety concerns. Intervals above these action levels will
be referred to as “hot spots” and will be assessed for sampling by the field geologist. Samples
exceeding 0.5 mrem/hr will be stored at a temporary radioactive material storage area until
shipment to the laboratory. '

Field screening instruments will be used, maintained, and calibrated in accordance with the
manufacturer’s specifications and other approved procedures. The field geologist will record
field screening results in the borehole log.

B3.3 SOIL SAMPLING AND ANALYSIS

The following sections discuss the details of sampling soil from boreholes and test pits.

B3.3.1 Borehole Sampling and Analysis

Chemical, radiological, and physical samples shall be collected from four deep boreholes, one at
each of the four sampling sites. Boreholes will be drilled in the following locations (shown in
Figures B3-1 through B3-3):

. 216-A-29 Ditch - At the influent (south) end of the ditch, just downstream of the
approximate intersection of the cooling water and chemical sewer streams. The borehole
will be advanced to a depth just above the water table, which is expected to be
encountered around 72 m (235 ft) bgs.

. 216-B-63 Trench - At the influent (west) end of the trench, where effluent discharges
from the pipeline. The borehole will be advanced to a depth of 31 m (100 ft). Drilling
will not be conducted beyond this depth because an existing borehole is located in the
vicinity of the trench.
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. 216-S-10 Ditch - At a location about half way between the influent (northeast) and
effluent ends of the ditch, where the sides of the ditch have been stabilized. The borehole
will not be located at the influent end of the ditch because the slope is too steep to allow
equipment access.' The borehole will be advanced to just above the water table, which is
expected to be encountered around 69 m (225 ft) bgs.

. 216-S-10 Pond - Borehole sampling at the 216-S-10 Pond will be integrated with the
installation of a downgradient RCRA interim status groundwater monitoring well and
will be located as close to the edge and influence of the waste site as possible. Field
screening will only be conducted during the first 10.7 m (35 ft) of drilling at this boring.

At the ditch and trench sites, the borehole will be located at the approximate center of the ditch
where the center of the channel is expected. Methods that may be used to locate the ditch center
include excavating a shallow trench perpendicular to the sides of the ditch/trench and using field
screening measurements (i.e., beta/gamma activity) and/or visual observations, Hanford
Geologic Information System coordinates, or instrumentation such as ground-penetrating radar.

Borehole sample collection shall be guided by the sampling scheme illustrated in Figure B3-4
and are representative of what may be encountered in the field. Site-specific sampling schedules
are presented in Tables B3-2 through B3-5. The intent of the sampling design is to begin sample
collection at the top of the historical sediment layer, at the original bottom of the unit. The
exception to this is the 216-S-10 Pond borehole that will be located outside of the pond proper.
This borehole will be sampled beginning at the 10.7- to 11.3-m (35- to 37-ft) bgs interval at the
request of the Washington State Department of Ecology (Ecology). A reduced analyte list will
be associated with this sample. A test pit will be located at the influent to the pond to obtain
shallow zone soil samples in the area where the largest amount of contamination possibly exists.
The top of the sediment layer will be identified by retrieving soil samples and examining the
samples using radiological field screening measurements for beta/gamma activity and by visual
inspection of the soil. It is anticipated that the top of the sediment layer will be intercepted about
0.6 to 2.4 m (2 to 8 ft) bgs. A 0.6-m (2-ft) interval of 5011 using spllt-spoon samples will be
collected at each depth for boreholes.

Borehole soil samples will be collected at the following depths:

. Five shallow zone samples will be coliected from the top of the sedlment layerto 3.1 m
(10 ft) below the top of the sediment layer, at 0.76-m (2.5-ft) intervals.> Based on the
expected depth of the top of the sediment layer, the bottom of the last interval sample
(3.1t0 3.7 m [10 to 12 ft] below the top of the sediment layer) would correspond to a
depth of 4.3 t0 6.1 m (14 to 20 ft) bgs.

! A shallow test pit is planned at the influent end of the 216-D-10 Ditch, which will be excavated using hand-held
equipment.

2 Sample depths refer to the top of the 0.6 m (2-ft) interval of soil at that location (e.g., a sample collected at 3.1 m
[10 ft] below the top of the sediment layer will correspond to the interval from 3.1 to 3.7 m [10 to 12 ft] below the
top of the sediment layer).
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. Deep zone (greater than 4.6 m [15 ft] bgs) samples will be collected at 6.1 to 7.6 m
(20 and 25 ft) bgs. If either of these samples that have the ground surface as the
reference coincide with sampling intervals collected with reference to the top of the
sediment layer, one sample will be sufficient.

o Deep zone samples will be collected at 15.3 m (50 ft) bgs, and at 15.3-m (50-ft)
intervals to groundwater, with the exception of 216-B-63, which will not be collected
below 30.5 m (100 ft) bgs. In addition, one sample will be collected at the historic high
groundwater table at the three boreholes that will be constructed to groundwater:
216-A-29 Ditch, 216-5S-10 Pond, and 216-S-10 Ditch. The 216-S-10 Pond sample will
be collected at 54.9 m (180 ft), the 216-S-10 Ditch sample will be collected at 60 m
(197 ft), and the 216-A-29 Ditch sample will be collected at 81.4 m (267 ft). These
samples will be used to determine if residual contamination remains in the soil column
that is attributable to past operation of liquid disposal units in the 200 Areas.

The top of the sediment layer is a critical sample point because the highest levels of
contamination are expected to be encountered at this location and because sampling will be
initiated from this soil horizon. Samples 4.6 m (15 ft) and 7.6 m (25 ft) bgs are critical because
they delineate the highest to moderate levels of contamination and because they are subject to
both direct exposure and groundwater/river protection MTCA cleanup standards.' Soil samples
collected at 7.6 m (25 ft) bgs are also considered critical sampling points to evaluate remedial
alternatives at sites where containment is a viable remedy (i.e., the 216-B-63 Trench and
216-S-10 Pond). Samples from depths greater than 7.6 m (25 ft) bgs will be used to verify the
site conceptual model and to evaluate remedial action alternatives and groundwater impacts.
Drilling and sampling will stop when the water table is encountered. Geologic logging will be
performed at all boreholes to generate lithology data for borehole logs.

Sampling will be performed in accordance with BHI-EE-01, Procedure 4.0, “Soil and Sediment
Sampling,” using a split-spoon sampler. The split-spoon samplers will be equipped with four
separate stainless-steel or lexan liners. Site personnel will not overdrive the sampling device.
With the exception of samples for volatile organic analysis, soil shall be transferred to a
pre-cleaned, stainless-steel mixing bowl, homogenized, then containerized in accordance with
the sampling procedure. Samples collected for volatile organic analysis and shall be transferred
directly from the liners to an appropriate container without mixing the sample.

Chemical and radiological analytes of interest are presented in Table B2-1, for soils at depths of
up to 4.6 m (15 ft) bgs, and Table B2-2 for deeper soils. Dangerous waste generation is not
expected at this OU (a contained-in determination is expected for listed waste hydrazine). One
possible exception may be at the 216-A-29 Ditch, where relatively high lead concentrations have
been reported in past sampling efforts (see Section 3.1.1.3 of the work plan). Should high total
lead values (over 100 mg/kg) be encountered in samples, a toxic characteristic leaching
procedure test will be given high priority for performance on remaining sample material to

"The sample obtained at 4.6 m (15 ft) bgs is considered a critical sample due to its significance to remedial actions
under MTCA (WAC 173-303-340-740[6][c]). This sample, however, will be encompassed by a shallow zone
interval and it is not specifically called out here.
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ascertain whether the material must be disposed of as dangerous waste. If generated, the
concentrations of any underlying hazardous constituents will be evaluated against applicable
regulatory requirements. If sample volume requirements cannot be met, samples will be
collected according to the priority presented in Table B2-3. Analytical priorities are based on
expected contaminant inventories and associated potential level of risk, and groundwater
impacts. Those contaminants with the largest inventory are expected to be the greatest risk
drivers, and/or are known to have impacted groundwater, have the highest priority.

Physical property samples shall be collected from boreholes to provide site-specific values to
support RESidual RADioactivity (RESRAD) dose model efforts. Soil properties of interest are
lithology, particle-size distribution, bulk density, and moisture content. Samples for physical
properties that require an undisturbed sample shall generally be collected with a split-spoon
sampler equipped with four separate stainless-steel or lexan liners. Samples for physical
properties will be analyzed in accordance with American Society for Testing and Materials
(ASTM) methods, which are listed in Table B2-3 (ASTM 1993). Physical property samples
shall be collected at all major geologic units at the four borehole locations. Requirements for the
collection of physical property samples are also listed in Tables B3-2 through B3-5.

Investigation-derived waste (IDW) generated during this activity will be handled in accordance
with the procedures identified in Section B5.0 and in a waste control plan.

B3.3.2 Test Pit (Auger) Sampling and Analysis

Chemical and radiological samples shall be collected from test pits (or shallow auger borings) at
the four sampling sites. At the 216-A-29 Ditch, 216-B-63 Trench, and 216-S-10 Ditch, two test
pits will be excavated; four test pits will be excavated at the 216-S-10 Pond. Sampling locations
are shown in Figures B3-1 through B3-3.

Sample collection at the test pits shall be guided by the sampling scheme illustrated in

Figure B3-5 and are representative of what may be encountered in the field. (Actual sampling
frequencies may vary depending on the thickness of backfill placed over the ditch, trench, or
pond.) Site-specific sampling schedules are presented in Tables B3-2 through B3-5. Sampling
depths are similar to those for the boreholes, except that the maximum sampling depth varies by
site (up to 7.6 m [25 £] bgs). If contamination is observed during the excavation process via
field screening equipment at the maximum sampling depth, an additional deeper sample will be
attempted (depending on the limitations of the excavating equipment) for further resolution of
the vertical contamination concentration profile. Similar to sampling at the boreholes, samples
shall be collected for chemical and radiological analysis beginning at the top of the sediment
layer at the bottom of the ditch, trench, or pond, which will be identified using radiological field
screening measurements, visual observation of soil, and the professional judgment of the site
geologist.

Samples at all test pit locations (with the exception of the test pit at the influent end of the
216-D-10 Ditch) shall be collected as follows:
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. Five shallow zone samples will be collected from the top of the sediment layer to 3.1 m
(10 ft) below the top of the sediment layer, at 0.76-m (2.5-ft) intervals.'

. At the 216-B-63 Trench and 216-S-10 Pond, soil samples will be collected at 6.1 and
7.6 m (20 and 25 ft) bgs. If either of these samples coincide with sampling intervals
collected with reference to the top of the sediment layer, one sample will be sufficient.

) Critical sampling depths are at the top of the sediment layer, within the shallow interval
samples to approximately 4.6 m (15 ft) bgs, and at 7.6 m (25 ft) for the 216-B-63
Trench and 216-S-10 Pond.

At the influent (northeast) end of the 216-S-10 Ditch, the sides of the ditch have not been
stabilized and the slope is too steep for heavy equipment. Therefore, a shallow test pit will be
accessed at this location using hand augers and shovels. Two soil samples will be collected: one
sample at the bottom of the ditch, and one sample approximately 0.6 to 0.9 m (2 to 3 ft) below
the bottom of the ditch.

Sampling will be performed in accordance with BHI-EE-01, Procedure 4.0, “Soil and

Sediment Sampling,” using the excavator bucket or a split-spoon sampler, as applicable. If an
excavator bucket is used as the sampling device, samples will be collected directly from the
excavator bucket, which will target the interval 0.3 m (1 ft) below the specified sampling depth.
If an auger borehole is used to collect samples, samples will be collected in 0.6-m (2-t)
segments, as described for the boreholes. Chemical and radiological analytes of interest are
presented in Table B2-1 (depths up to 4.6 m [15 ft] bgs) and Table B2-2 (depths greater than
4.6 m[15 ft] bgs). If sample volume requirements cannot be met, samples will be collected and
analyzed in the sequence shown in Table B2-3. Samples will not be collected to evaluate soil
physical properties.

Test pits shall be excavated in a manner that minimizes the generation of visible emissions
(e.g., dust) from the site boundary. To minimize the generation of dust during backhoe
operations, water, or a fixant, shall be sprayed on the site'before and during the activity.
Samples will be collected from non-wetted soils in trenches, whenever possible, when
fixant/water is used for dust control. This contamination control measure is necessary to
prevent the release of contamination to the air and stabilized areas within the site boundary.
If visible emissions cannot be controlled, the activity will be postponed.

Waste generated during this activity will be handled according to procedures listed in
Section B5.0 and in the waste control plan (see Appendix C of the work plan). Wastes will be
disposed at the Environmental Restoration Disposal Facility.

B3.3.3 Pre-Shipment Sample Screening

A representative portion of each sample that will be shipped offsite shall be submitted to the
RCF, the 222-S Laboratory, or other suitable onsite laboratory for total activity analysis. Total

! The depth corresponds to the top of the soil interval (a 0.3-m [1-ft] interval for test pits; a 0.6-m [2-ft] interval if an
auger is used).
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activities will be utilized for sample pre-shipment characterization. Samples that slightly exceed
the offsite laboratory criterion discussed in Section B2.7.6 may be reduced in volume to allow
offsite shipment. Onsite and offsite laboratories will be identifiéd phor to initiating field
activities and will be mutually acceptable to the ERC’s Sample and Data Management group and
the task lead.

B3.3.4 Summary of Sampling Activities

A summary of the number and types of samples to be collected at all four waste sites is presented
in Table B3-6.

B3.4 GEOPHYSICAL LOGGING

New boreholes will be logged with a high-resolution spectral gamma-ray logging (SGL) system
to provide continuous vertical logs of gamma-emitting radionuclides, and with a neutron
moisture-logging system to provide continuous logs of moisture content. In addition to the
logging performed on the new borings, SGL is proposed in two existing wells near the 216-S-10
Pond and Ditch (wells 299-W26-6 and 699-32-77). Other wells at the 216-S-10 Pond and Ditch,
216-B-63 Trench, and 216-A-29 Ditch are not suitable for logging because they have annular
seals.

The boreholes shall be logged prior to telescoping of casing or before abandonment. The starting
point for logging will be recorded, which is usually the ground surface or the top of the casing.
The site geologist will witness logging runs and verify before and after field calibrations and
repeat log intervals. Geophysical logging shall be performed in accordance with Environmental
Investigations Instruction 11.1, “Geophysical Logging” (WHC 1988), or other approved
procedures.

B3.5 SURVEYING

The location of all planned boreholes and test pits will be surveyed after the sampling and
abandonment activities are completed. Surveys shall be performed according to BHI-EE-01,
Procedure 1.6, “Survey Requirements and Techniques.” Data will be recorded in the North
American Vertical Datum of 1988 (NAVD 1988) and the Washington State Plane (South Zone)
North American Datum of 1983 (NAD 1983), with the 1991 adjustment for honzontal
coordinates. All survey data will be recorded in meters and feet.

B3.6 REVEGETATION

If applicable, test pit and borehole locations shall be revegetated after the pits have been
backfilled. Test pit locations shall be seeded with a mixture of grasses.
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B3.7 RCRA GROUNDWATER MONITORING WELL

The borehole at S Pond will be completed by the Groundwater Project (Pacific Northwest
National Laboratory [PNNL]) as a groundwater monitoring well. This activity is separate from
the investigation at the 200-CS-1 OU and is not a requirement of the 200-CS-1 work plan/SAP.
Combining the field efforts is an efficient use of resources and a method of integrating the
vadose and groundwater projects. Once the 200-CS-1 objectives have been met (i.e., the vadose
zone sampled to the water table as specified in this work plan), the Groundwater Project will
continue drilling approximately 10.7 m (35 ft) into the aquifer. Table B3-7 describes the
samples to be collected for the Groundwater Project. All vadose zone sampling will be done by
ERC samplers. Once the water table is encountered, PNNL will provide samplers for the
remainder of the drilling. PNNL will also provide field oversight and geological support for the
entire borehole.
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Figure B3-1. Approximate Location of Test Pits and Borehole at 216-A-29 Ditch.
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Figure B3-2. Approximate Locations of Test Pits and Borehole at 216-B-63 Trench.
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Figure B3-3. Approximate Location of Test Pits and Boreholes
at 216-S-10 Ditch and Pond.
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Figure B3-4. Example Illustration of Borehole Sampling Intervals to Groundwater
for a Typical Ditch, Pond, or Trench.
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Figure B3-5. Example Ilustration of Test Pit Sampling Intervals
for a Typical Ditch, Pond, or Trench.
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Measurement

Type Emission Type Method/Instrument Detection Limit
Exposure/dose Beta/gamma BO:20{RO—03 portable 0.5 mR/hr
rate ionization chamber
. 100 dpm alpha o
Alpha/beta-gamma ggggSﬁZ/rge;:;nvt‘;ﬁz&on robe 1,921 dpm
Contamination p beta/gamma B~y
level ) . _ 2 ppm; may be
Volatile organic Photoionization detector higher for some
compounds
compounds

dpm = disintegrations per minute

ppm = parts per million
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Table B3-2. 216-A-29 Ditch Sampling Schedule.

. Physical Properti
Sample Sample Muximum Sample Interval Depth (ft) Analyte List y pertics
Collection Location Depth of
oa ti Sample Intervals Paramet
Methodology Investigation BTS bes' <15 {1 bgs 15 Tt bgs P rametfers
20-22, 25-21, 50-52,
lf«?z"ﬁfs’lﬁff et One sample from: | § 5100y
i y table (approximatel Hanford formation | particle-size
Borehole B8826 |  B8826 25 1 0225457 COTRY | TableB21 | Tablem22 | Unit 1 distribution, bulk
.5-9.5, . density, and
One sample will be Hanford formation ist tent
collected at historic high Unit 2 MoITHre conten
groundwater level
. AD-1, c 0-1,2.5-3.5, 5-6,
Test pits AD-2 15 fi bgs 7.5-8.5, 10-11 N/A Table B2-1 N/A N/A N/A
Maximum numtber of 23
samples
Approximate number g
of field QC samples
Approximate total 31
number of samples
Approximate total
numtber of physical 2
samples

* If sample interval below ground surface is within 0.6 m (2 Rt) of the samples collected below top of sediment, the below ground surface sample will not be collected.

® Scc Table B2-1 for detection limits and other analytical parameters.

¢ Or 3.7 m (12 ft) below the top of the sediment layer, whichever is greater.

4 See Tablc B3-6 for details of QC samples.
BTS = below top of sediment
bgs = below ground surface

N/A = not applicable
QC = quality control
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Table B3-3. 216-B-63 Trench Sampling Schedule.

. Physical Properties
Sample Sample Maximum Sample Interval Depth (ft) Analyte List* y r
Collection Location Depth of Sampie Interval P
ioati ample Intervals arameters
Methodology Investigation BTS bes' <15 Fi bgs >15 1t bgs p
One sample frony: Lithology
Hanford formation particle-size
0-2,2.54.5,5-7, 20-22, 25-27, . o

Borehole B8827 B8827 100 ft bgs 7595, 10-12 50-52, 98-100 Table B2-1 Table B2-2 Unit | glstn_tl)utlor:i bulk
Hanford formation cnsity, an
Unit 2 moisture content

Test pits BT-i, BT-2 26bgs | CLESIS S | 201,256 Table B2-1 Table B2-2 N/A N/A

Maximum number of 7

samples

Approximate number of 8¢

field QC samples

Approximate totat 31

number of samples

Approximate total

number of physical 2

samples

* If sample interval below ground surface is within 0.6 m (2 &) of the samples collected below top of sediment, the below ground surface sample will not be collected.

®  See Table B2-1 for detection limits and other analytical parameters.
¢ See Table B3-6 for details of QC samples.
BTS = below top, of sediment
bgs = below ground surface

N/A = not applicable
QC = quality control

0 'A%y
rr-66-Td/40d
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Table B3-4. 216-S-10 Ditch Sampling Schedule.

Physical Properti
Sample Sampie Maximum Sample Intervat Depth (ft) Analyte List® y per”es
Collection Location Depth of Samble Intervl P
. ioati ample Intervals et
Methodology Investigation BTS bge" <15 1t bgs >15 ft bgs P arameters
20-22, 25-27, 50-52,
100-102, 150-152, One sample from:
200'&2%; :ltl:;:ﬁ: bove Hanford formation | Lithology,
0-2.2.54.5. 57 . Unit 2 particle-size
Borchole B3828 BR328 225 #t : 070 (approximatety Table B2-1 Tabie B2-2 . distribution, bulk
7.59.5,10-12 ~225 ft) Plio-Pleistocenc density, and
One sample will be unit — Early Palouse | mqisture content
collected at historic Ringold Formation
high groundwater level
Test pits Sb-1 15 fi bgs* 02,"5_%55‘3'150’_?;5’ N/A Table B2-1 Table B2-2 N/A N/A
Test pits SD-2 BTS+3 ftbgs 0-1,2-3 N/A Table B2-1 Table B2-2 N/A N/A
Maximum number of 20
samples
Approximate number of gt
field QC samples
Approximate total 28
number of samples
Approximate totaf
number of physical 3
samples

* If sample interval below ground surface is within 0.6 m (2 fi) of the samples collected below top of sediment, the below ground surface sample will not be collected.
* Sece Tablc B2-1 for detection limits and other analytical parameters.

¢ Or 3.7 m (12 ft) below the top of the sediment layer, whichever is greater.

4 See Table B3-6 for details of QC samples.

BTS = below top of sediment
bgs = below ground surface
N/A = not applicable

QC = quality control

0 'A%y
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Table B3-5. 216-S-10 Pond Sampling Schedule.

] . Physical Properties
Sample Sample Maximum Samptle Interval Depth (ft) Analyte List" ¥ s
Collection Location Depth of
Methadology Envestigation BTS - <t5fibgs 15Tt bgs Sample Intervals Parameters
35-37¢, 5052,
100-102, 150-152, One sample from:
198-200, just Hanford formation i
above water table Unit 2 L'thPll"EY_’
approximate] . . particle-size
Borehole B8817 B8817 200 1 None sty | Notapplicable TableB2:2 | Plio-Pleistocene | gistribution, bulk
. unit— Larly density, and
(inc :)all]-:ﬂe d\wtll Palouse moisture content
c ed a .
historic high ll}'“g""?
ormation
groundwater level
. SP-1, SP-2, 0-1, 2.5-3.5, 5-6, :
Test pits SP-3, SP-4 26 ft bgs 7.5-8.5. 10-11 20-21, 25-26 Table B2-1 Table B2-2 N/A N/A
Maximum number of 14
samples
Approximate number of g
field QC samples
Approximate total 4
number of samples
Approximate total
number of physical 3
samples

If sample interval below ground surface is within 0.6 m (2 f}) of the samples collected below top of sediment, the below ground surface sample will not be collected.

a

b See Table B2-1 for detection limits and other analytical parameters.
¢ See Table B3-b for details of QC samples.

¢ The analyte list associated with this list will include gamma spectroscopy plus americium-241, radiological strontium, total uranium (isotopic uranium if total greater than background),
isotopic plutonium, ICP metals plus hexavalent chromium, and anions excluding ammonia.
BTS = below top of sediment
bgs = below ground surface

N/A = not applicable
QC = quality control

0 'ayg
vr-66-Td/400



Table B3-6. Summary of Projected Sample Collection Requirements.
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216-A-29 | 216-B-63 216-S-10 216-5-10 Project
Ditch Trench Ditch Pond Total
Chemical Parameters
Maximum number of
ch ization samples 23 23 20 34 100
Detail of QC samples
Co-located duplicates 2 2 2 2 8
Splits 2 2 2 2 8
Equipment blanks 2 2 2 2 8
Trip blanks 2 2 2 2 8
Approximate number of field
QC samples 8 8 8 3 24
Approximate total number of 3] 31 28 42 132
samples
Physical Properties
Lithology, particle-size
distribution, butk density, and 2 2 3 3 12
moisture content

QC = quality control
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Table B3-7. RCRA Monitoring Well Sampling Schedule at S Pond.

Sample Type Zone - Purpose
Geologic grab samples Every 1.5 m (5 ft) from surface to TD | Lithological descriptions
Water samples Screened interval after well Chioride, filtered metals (iron,
completion and development manganese, and sodium), phenols,
sulfate

TD = total depth
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B4.0 HEALTH AND SAFETY

All field operations will be performed in accordance with BHI health and safety requiremnents
outlined in BHI-SH-01, Hanford ERC Environmental, Safety, and Health Program, and in
accordance with the requirements of the Hanford Site Radiological Control Manual

(DOE-RL 1996b). In addition, a work control package will be prepared in accordance with
BHI-MA-02, ERC Project Procedures, which will further control site operations. This package
will include an activity hazard analysis, site-specific health and safety plan, and applicable
radiological work permits.

The sampling procedures and associated activities will take into consideration exposure
reduction and contamination control techniques that will minimize the radiation exposure to the
sampling team as required by BHI-QA-01, ERC Quality Program, and BHI-SH-01, Hanford
ERC Environmental, Safety, and Health Program.

An air monitoring plan will be developed for drilling activities at the 200-CS-1 QU waste sites,
with the exception of the 216-5-10 Pond boring. This plan will be provided in a separate
document to Ecology, who will then seek concurrence from the Washington State Department of
Health. The plan will address the substantive applicable or relevant and appropriate
requirements for these activities. The plan will also include quantification of radioactive
emissions, and will include implementation of best available radionuclide control technology,
and will define air monitoring.

Samples from the 216-8-10 Pond boring will be collected during the drilling of a groundwater
monitoring well being installed under the RCRA groundwater monitoring program. The project
specific documentation associated with the RCRA groundwater monitoring program (i.e., health
and safety plan) will be used for this boring.
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B5.0 MANAGEMENT OF INVESTIGATION-DERIVED WASTE

The IDW generated by characterization activities will be managed in accordance with
BHI-EE-10, Waste Management Plan, Appendix E of the Implementation Plan (DOE-RL 1999),
and the waste control plan contained in Appendix C of this work plan. Containment, labeling,
and tracking requirements are specified in BHI-FS-03, Instruction W-011, “Control of
CERCLA and Other Past Practice Investigation Derived Waste,” and BHI-EE-01, Procedure 5.2,
“Test Pit Excavation in Contaminated Areas.” These procedures have been prepared to
implement Ecology’s requirements found in Strategy for Management of Investigation Derived
Waste (Ecology et al. 1999). Management of IDW, minimization practices, and waste types
applicable to 200-CS-1 OU waste control are described in the waste control plan (Appendix C
of this work plan).

Unused samples and associated laboratory waste for the analysis will be dispositioned in
accordance with the laboratory contract, which in most cases will require the laboratory to
dispose of the material. The approval of the remedial project manager is required before
returning unused samples or waste from offsite laboratories.

Samples from the 216-S-10 Pond boring will be collected during the drilling of a groundwater
monitoring well being installed under the RCRA groundwater-monitoring program.
Management of IDW generated from this boring will follow the RCRA groundwater monitoring
program’s waste control plan.
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WASTE CONTROIL. PLAN Page 1 of 2

Work Scope Description: 200-CS-1 Chemical Sewer Operable Unit (OU) characterization. Characterization will be performed at four waste
sites: the 216-A-29 Ditch, 216-B-63 Trench, 216-8-10 Ditch, and 216-S-10 Pond. The scope of activities involves the excavation of 10 test pits
and/or shallow auger holes and the drilling of 4 deep boreholes. Soil samples from the vadose zone will be collected and analyzed for
radiological and chemical contaminants of potential concern and physical properties of interest.

List Constituents of Concern: 200-CS-1 OU contaminants of concern consist of radionuclides, inorganics, and volatile organic and
semi-volatile compounds. The potential contaminants of concern are identified in Table B1-1 of the Sampling and Analysis Plan (Appendix B of
DOE/RL-99-44).

Site Description: The 200-CS-1 OU waste sites are located on the Hanford Site in southeastern Washington State in the vicinity of the

200 East and 200 West Areas. These four waste sites to be characterized received mostly chemical sewer water from a variety of 200 Area
operations. Figures C-1 through C-3 show the specific locations of waste sites in 200-CS-1 OU, as well as sample locations. Investigation-
derived waste will only be generated at the 216-A-29 Ditch, 216-B-63 Trench, 216-5-10 Ditch, and 216-5-10 Pond. Additional information on
each of the four sites is presented in the Appendix B of the 200-CS-1 Work Plan and Sampling and Analysis Plan (DOE/RL-99-44).

Reference: 200-CS-1 Work Plan (DOE/RL.-99-44) Rev B Date

Approved

Preparer: Chris Cearlock Date Impact Level
PRINT/SIGN NAME N/A

Project Task B. H. Ford IDW Coordinator: R. H. Bidstrup

Lead

Planned Drilling Start and Finish Dates: From 1/1/01 To 7/19/01

Waste Storage Facility ID Number{s} N/A

Field Screening Methods
Method Frequency Reference Detection Range Analyst
PID, 11-7 eVV Continuous DOE/RL-99-44, 0w 1,000 ppm 580
lamp Appendix B
Alpha/beta/gamma Continuous DOE/RL-99-44, 100 dpm alpha RCT
detector Appendix B probe/1,921 dpm
beta-gamma probe
Dose rate, Continuous DOE/RIL-99-44, 0.5 mR/hr RCT
beta-gamma Appendix B
Laboratory Methods (Constituents of concern)
Method Frequency Reference Detection Range Analyst
See Tables B2-1 See Tables B3-3 DOE/RL-99-44, See Tables B2-1 Offsite
and B2-2 through B3-5 Appendix B and B2-2 Laboratory

BHI-FS-068 (05/99)
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WASTE CONTROL PLAN Page 2 of 2

Drill Site Coordinate Location: 216-A-29 Ditch — E575650, N135887 to E576246, N136626. 216-B-63 Trench —
E574103, N137230 to E574573, N137086. 216-5-10 Ditch and 216-5-10 Pond — E566911, N133764 to E566346,
N133165.

Waste Container Storage Area(s) Coordinate Location(s): 216-A-29 Ditch — E575846, N135902.
216-B-63 Trench — E574147, N137216. 216-S-10 Ditch and 216-S-10 Pond — E566393, N133273. Also see
Figures C-1 through C-3.

Requirements for Soil Pile Sampling (if any): Not applicable - Spoils will be returned to the excavated area
upon completion of sampling of the trenches.

Nonregulated Material Disposal Location(s): A Subtitle D landfill. Nonregulated soil and liquid
{decontamination ftuid) may be returned/disposed to the ground at or near point of excavation, the location of which
will be documented in the field logbook.

Sketch of Work Site: Figures C-1 through C-3 identify planned sample locations for test pits and boreholes and
waste container storage area(s) at the 216-A-29 Ditch, 216-B-63 Trench, 216-8-10 Ditch, and 216-8-10 Pond,
respectively.

APPROVALS (Print/Sign Name and Date)

Lead Regulatory Agency Representative IDW Coordinator

DOE-RL Cognizant Field Engineer

BHI-FS-068 (05/99)
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C1.0 DESCRIPTION OF WORK

This waste control plan governs the management of investigation-derived waste (IDW) at the
216-A-29 Ditch, 216-B-63 Trench, 216-S-10 Ditch, and 216-S-10 Pond (Figures C-1 through
C-3). All of the sites are Resource Conservation and Recovery Act of 1976 (RCRA) treatment,
storage, and disposal (TSD) units. These waste sites are located in the 200-CS-1 Chemical
Sewer Operable Unit (OU). These sites are being characterized to provide data needed to refine
the site conceptual model, support an assessment of risk, and select remedial alternatives. The
scope of activities involves the excavation of 10 test pits and/or shallow auger holes and the
drilling of 4 boreholes. Soil samples will be collected and analyzed for potential radiological and
chemical contaminants of concern and physical properties.

Any wastes generated from this project will be managed in accordance with BHI-FS-03, Field
Support Waste Management Instructions, Work Instruction W-011, “Control of CERCLA and
Other Past Practice Investigation Derived Waste,” which identifies the requirements and
responsibilities for containment, labeling, and tracking of IDW. This procedure was developed
to comply with the Environmental Restoration Program Strategy for Management of
Investigation Derived Waste (Ecology et al. 1999). An overview of this strategy is presented in
Appendix E of the 200 Areas Remedial Investigation/Feasibility Study Implementation Plan —
Environmental Restoration Program (DOE-RL 1999). The control of soil and decontamination
fluid IDW from test pits is detailed in BHI-EE-01, Environmental Investigations Procedures,
Section 5.2, “Test Pit Excavation in Contaminated Areas.” The control of soil, slurry,
decontamination fluid, and purgewater IDW from the soil boring and well installation is detailed
in BHI-EE-01, Section 1.11 “Purgewater Management,” Section 6.1 “Drilling and Sampling in
Radiological Contaminated Areas,” and Section 6.2, “Field Cleaning and/or Decontamination of
Drilling Equipment.”

Waste will be minimized by returning test pit spoils back to the excavated area and nonregulated
soils (i.e., below dangerous waste limits and the Model Toxics Control Act [MTCA] soil cleanup
standards) to the ground at or near the waste site, decontamination of equipment for reuse, and
compaction of miscellaneous solid waste (MSW), as defined in the Environmental Restoration
Program Strategy for Management of Investigation Derived Waste (Ecology et al. 1999), to the
extent practicable.

Cl.i WASTE STREAM

Expected wastes include contaminated soils; decontamination fluid; purgewater; shurry waste;
and MSW such as disposable personal protective equipment, sampling equipment, wipes, rags,
paper, and plastic. Materials will be screened in the field with instruments, and wastes will be
segregated and managed in accordance with requirements presented below. Soil and
groundwater samples will be analyzed at a laboratory for the constituents presented in

Table Bi-1 of the Sampling and Analysis Plan (Appendix B of DOE/RL-99-44).

C-1
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C1.2 WASTE GENERATION AND MANAGEMENT

As stated in Section 2.4.2.4 of the 200 Areas Implementation Plan (DOE-RL 1999), the
Comprehensive Environmental Response, Compensation, and Liability Act of 1980 (CERCLA)
permitting exemption for onsite activities will be extended to CERCLA, RCRA past-practice
(RPP), and TSD units (e.g., air permits will not be required), except that RPP and TSD units will
be incorporated into the Hanford Facility RCRA Permit. Therefore, requirements such as 90-day
accumulation will not apply to IDW generated from these TSD units.

All waste generated will be recorded in a logbook, with details such as the location and type of
waste, depth of sample, date of initial placement into container, date the container was sealed,
and Package Identification Number (PIN). The wastes shall be segregated, where appropriate,
based on action levels in Section C1.2.4 or as directed by the field team leader. Under no
circumstances should clean soil/material be mixed with contaminated soil.

Wastes will be stored in one of three designated areas referred to as Central Waste Container
Storage Areas (CWCSA), which are shown in Figures C-1 through C-3. IDW generated from
200-CS-1 activities will be stored at these areas until analytical data are evaluated for proper
waste designation. IDW generated from other 200 Area QU activities may be stored at the
CWCSA, if necessary. If the IDW meets the waste acceptance criteria, it will be disposed of at
the Environmental Restoration Disposal Facility (ERDF).

Details on the types and management of expected wastes are provided in the following
subsections.

C1.2.1 Miscellaneous Solid Waste

The MSW will be placed into a plastic bag and taped closed. The bag will be labeled with the
borehole or test pit number where the waste was generated and placed in appropriately labeled
containers (drums or boxes) in the appropriate designated storage area. The containers will be
managed as potentially hazardous waste, except for IDW generated at the 216-A-29 Ditch.
These containers will be managed as U-133 hazardous waste because of the potential for
hydrazine, which is known to have been released to the ditch. All waste will be dispositioned
using analytical results including waste associated with the contaminated media by contact.

C1.2.2 Vadose Zone Drill Cuttings

Drill cuttings will be screened using field instruments and contained in mid-performance coated
drums with 10-mil reinforced plastic liners as required for potentially mixed waste. Because
contaminated soil is expected to be intercepted in discrete intervals in each of the boreholes, the
field screening results will be used to segregate the waste. Cuttings generated from the 216-A-29
Ditch will be managed as U-133 hazardous waste because of the potential for hydrazine, which is
known to have been released to the ditch. The waste drums will be staged at the designated
storage areas and dispositioned using analytical results.
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C1.2.3 Decontamination Fluid

Fluids (water) will generally be used to field decontaminate excavation and drilling equipment
and sampling tools. Water used to decontaminate excavation and sampling equipment at test pits
will be discharged into the pit prior to final backfilling with clean soil. Water generated from the
decontamination of drilling equipment will be containerized and managed as purgewater in
accordance with the IDW strategy. Fluids generated from the 216-A-29 Ditch will be managed
as U-133 hazardous waste because of the potential for hydrazine, which is known to have been
released to the ditch.

C1.2.4 Test Pit Soil

Collection of soils associated with test pits is not required per the Environmental Restoration
Program Strategy for Management of Investigation Derived Waste (Ecology et al. 1999). Field -
screening will be used to manage and segregate uncontaminated soils from contaminated spoils.

Test pits activities will generate three types of IDW: soils, decontamination fluid, and MSW.
MSW and equipment will be managed according to BHI-FS-03, Section W-011. Soils and
decontamination fluids will be managed according to this section, Section C1.2.3, and
BHI-EE-01, Section 5.2, “Test Pit Excavation in Contaminated Areas.”

Test pits will be excavated and sampled with a backhoe. Soil removed from the excavation will
be screened and segregated into two piles: clean and contaminated. The contaminated soils will
be stockpiled on 10-mil plastic. The segregation will be based on action levels of 5 ppm for
volatile organic compounds and twice background for radiological contamination. Additional
radiological action levels are specified in BHI-EE-01, Section 5.2, Subsection 4.3, e through g.
All test pits shall be backfilled with soil from the excavation. Soil shall be returned to the test pit
in the reverse order of removal (i.e., the last material removed is placed back into the hole first).
The plastic liner may also be disposed of with the contaminated soils into the test pit to minimize
the risk of personnel contact. Clean soils will be placed on top of the contaminated soils
followed by revegetation, if needed. '

C1.2.5 Purgewater Waste

All purgewater will be collected and managed in compliance with the Strategy for Handling and
Disposal of Purgewater at the Hanford Site, Washington (DOE 1990) and in accordance with
BHI-EE-01, Section 1.11, “Purgewater Management.” Purgewater generated from the 216-A-29
Ditch will be managed as U-133 hazardous waste because of the potential for hydrazine, which is
known to have been released to the ditch.

Purgewater containing constituents in excess of collection criteria will be collected and stored in

purgewater Modutanks. Purgewater containing constituents in concentrations lower than the
collection criteria will be taken to other areas on the site and discharged directly to the soil.

C-3
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C1.2.6 Slurry Waste

Slurry waste including groundwater slurries and drilling fluids will be containerized, staged at a
designated storage area, and dispositioned using analytical results. Containerized slurry waste
that contains contaminants above established release criteria will be managed in accordance to
BHI-FS-03, Section W-011, “Control of CERCLA and Other Past Practice Investigation Derived
Waste.” Slurry waste containing hazardous and radiological constituents below the release
criteria will be returned to the ground at or near the point of origin.

C1.3 MANAGEMENT OF WASTE CONTAINERS

Drums containing drill cuttings, decontamination water, purgewater, and slurry waste will be
stored inside the applicable CWCSA. Containers awaiting analytical results will be marked and
labeled as prescribed in BHI-FS-03 (W-011). Waste containers generated from the 216-A-29
Ditch will be marked and labeled as U-133 hazardous waste because of the possibility of
hydrazine, which was known to have been released to the ditch. Monthly inspections will occur
to assess integrity, container marking/labeling, physical container placement, storage area
boundaries/identification/warning signs, and spill control. Containers showing signs of
deterioration will be identified on the container inspection form (BHI-FS-136) and immediately
overpacked or repackaged. Spills or releases will be reported in accordance with BHI-MA-02,
ERC Project Procedures. In the event of a spill or release, appropriate immediate action will be
taken to protect human health and the environment.

Cl1.4 FINAL DISPOSAL/STORAGE

IDW will be stored in a CWCSA until receipt of analytical results from the remedial
investigation. Characterization and designation will be conducted in accordance with
Attachment 1 of BHI-EE-10, Waste Management Plan. This includes determination as a listed
dangerous waste (WAC 173-303-080, -081, and -082), toxic dangerous waste

{(WAC 173-303-100[5]), persistent waste (WAC 173-303-100), regulated for land disposal,
applicability of characteristic waste codes (WAC 173-303-090[2]-[8]), presence of
polychlorinated biphenyl (Toxic Substances Control Act of 1976 and WAC 173-303-9904), and
in accordance with ERDF acceptance criteria. Process knowledge may be used to

. include/exclude a radiclogical or chemical contaminant from the project and must be
documented in an auditable manner. Radiological wastes will be determined to be acceptable for
near-surface (onsite) disposal if the concentrations of radionuclides are below those specified in
Table 1 or column 3 of Table 2 of Section 61.55 of 10 CFR 61.

IDW will be radiologically released when the waste meets applicabie release levels. Waste
above release levels that meets the ERDF waste acceptance criteria will be transported to ERDF
for disposal. Waste that does not meet this criteria may be shipped to an off-site facility,
contingent upon the waste meeting the off-site disposal facilities’ waste acceptance criteria and
off-site determination of acceptability by the EPA.

C4
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Nonradioactive IDW containing hazardous waste constituents below dangerous waste
designation limits and MTCA Method B soil cleanup standards will be disposed to the ground at
or near the point of generation and documented in a field logbook. "Waste that exceeds
dangerous waste release or MTCA Method B limits and meets the ERDF waste acceptance
criteria will be disposed at ERDF. IDW that does not meet the ERDF waste acceptance criteria
will remain at the CWCSA pending disposal at an appropriate facility. A case-by-case disposal
determination will be made in instances where IDW exceeds the ERDF waste acceptance
criteria. IDW requiring treatment, prior to disposal, requires approval by the lead regulatory
agency.

MSW that does not require disposal at ERDF will be disposed in an appropriate solid waste
disposal facility (Subtitle “D” landfill).

C1.5 RECORDS

Original copies of all sampling and waste inventory documentation (BHI-FS-038) will be
forwarded to the assigned waste transportation specialist to be included in the waste file and to
initiate waste tracking in the Solid Waste Information Tracking System. The waste file will be
submitted to Document and Information Services for inclusion into the project file following
final waste disposition.

Cl1.6 ESTIMATE OF IDW QUANTITIES

Estimates of the amount of waste that will be generated during this field investigation are

detailed in Table C-1. These quantities are based on IDW generated during previous 200 Area
drilling activities.

C2.0 REFERENCES
10 CFR 61 “Licensing Requirements for Land Disposal of Radioactive Waste,” Code of Federal
Regulations, as amended.

BHI-EE-01, Environmental Investigations Procedures, Bechtel Hanford, Inc., Richland,
Washington.

BHI-EE-10, Waste Management Plan, Bechtel Hanford, Inc., Richland, Washington.

BHI-FS-03, Field Support Waste Management Instructions, Bechtel Hanford, Inc, Richland,
Washington.

BHI-MA-02, ERC Project Procedures, Bechtel Hanford, Inc., Richland, Washington.
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DOE-90-ERB 073, U.S. Department of Energy, Richland, Washington.
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Figure C-1. Location Map and Waste Container Storage Area for the 216-A-29 Ditch.
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Figure C-2. Location Map and Waste Container Storage Area for the 216-B-63 Trench.
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Figure C-3. Location Map and Waste Container Storage Area
for the 216-8-10 Ditch and 216-S-10 Pond.
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Table C-1. Estimate of Investigation-Derived Waste Quantities.

Soil and Waste Miscellaneous Solid Waste
. Total
Site Media | Method Cuttings | Trench | Total ,ll.) PE:l g isposable Solid
(zal) Spoils | (gal) | '3 quipment |y ste
200-CS-1 Soil Drilling 2,400 0 2,400 400 150 550
Liquid | Drilling 0 0 D 0 0 0
Soil Test pit 0 0 [\ 110 0 110
Liquid Test pit 0 0 0 0 0 0
2,400 660

PPE = personal protective equipment

C-10
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